CITY OFWILMINGTON

INTERDEPARTMENTAL MEMORANDUM

DATE: January 19, 2012

TO: Technical Review Committee Members
FROM: Ron Satterfield, Planning Manager

RE: Discussion by T.R.C. on: January 19, 2012

The enclosed items are forwarded for your information and review with the request that
comments be made at a TRC meeting scheduled for Thursday, January 19, 2012 at
8:30 a.m. in the Planning conference room located on the left side of the 4™ floor at 305
Chestnut Street.

8:30 a.m. Audi Wilmington. The project is located at 255 Old Eastwood Road. This is
the FIRST REVIEW of an auto dealership on approximately 1.83 acres. The property is
currently zoned RB. The planner is Brian Chambers (910.342.2782). The applicant is
Howard T Capps & Associates (howardcapps@gmail.com), 910-763-7708
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TOP BACKFILL: 18" MIN. STRUCTURAL FILL (24" RECOMMENDED, — NOTES:
SIMILAR TO SIDE BACKFILL). MATERIAL ABOVE THE GEOGRID MAY ¢ FOR COMPLETE MODULE DATA, SEE APPROPRIATE R-TANK ™ SHEET (SINGLE

VARY BASED ON INTENDED USE, BUT IN NO CASE SHOULD THE CLAY

MODULE, DOUBLE MODULE, TRIPLE MODULE, QUAD MODEL, OR PENTA MODEL)

CONTENT EXCEED 10%. A MIN. 12" COVER MUST BE MAINTAINED e INSTALLATIONS PER THIS DETAIL MEET GUIDELINES OF H20 LOADING PER THE 1983,

BETWEEN BACKFILL EQUIPMENT AND THE TOP OF THE R-TANK™
SYSTEM AT ALL TIMES. FOR BEST RESULTS, PUSH OUT 14" TO

13TH EDITION OF THE AMERICAN ASSOCIATION OF STATE, HIGHWAY AND TRAFFIC
OFFICIALS (AASHTO) STANDARD SPECIFICATIONS

MAINTAIN A MIN. 12" COVER. REFER TO THE R-TANK™ INSTALLATION e PRE-TREATMENT STRUCTURES NOT SHOWN

GUIDE FOR LISTING OF ACCEPTABLE EQUIPMENT . TOTAL HEIGHT OF
TOP BACKFILL SHOULD NOT EXCEED 7'.CONTACT ACF
ENVIRONMENTAL IF MORE THAN 7' OR LESS THAN 24" OF TOP
BACKEFILL IS REQUIRED (FROM TOP OF TANK TO TOP OF PAVEMENT).

UTILITY MARKERS AT
CORNERS (TYP.)

GEOGRID (TENSAR BX-1200 OR EQUAL) PLACED 12" ABOVE THE
R-TANK™ SYSTEM. OVERLAP ADJACENT PANELS BY 18” MIN.
GEOGRID SHOULD EXTEND 3' BEYOND THE EXCAVATION FOOTPRINT.

PAVED 36" (0.91 m) MIN.

24" (0.61 m) TYP.
SURFACE

18" (0.46 m) MIN.

OPTIONAL
OVERFLOW
PIPE

3" (0.08 m) MIN:

R-TANK™ UNITS WRAPPED IN 8 OZ.
NONWOVEN GEOTEXTILE (OR EQUAL)
LOAD RATING: 32 PSI (MODULE ONLY)

EXCAVATION LINE
(AND IMPERMEABLE LINER
IF REQUIRED)

24" (0.61 m) OPTIONAL OUTLET PIPE

BASE: 3" MIN. SUITABLE STRUCTURAL BACKFILL SIDE BACKFILL: 24" MIN., STONE, SAND OR

COMPACTED TO 95% STANDARD PROCTOR DENSITY STRUCTURAL FILL LESS THAN 1.5"

IS REQUIRED TO PROVIDE A LEVEL BASE SURFACE. DIAMETER AND COMPACTABLE TO 95%
MUST BE SMOOTH, FREE OF LUMPS OR DEBRIS, AND WITH LESS THAN 10% FINES. MUST BE
EXTEND 2' BEYOND R-TANK™ FOOTPRINT. A CBR FREE FROM LUMPS, DEBRIS AND OTHER
GREATER THAN 5 MUST BE ACHIEVED PRIOR TO SHARP OBJECTS. SPREAD EVENLY TO
INSTALLING ANY R-TANK™. SAND MAY BE PREVENT R-TANK™ MOVEMENT. COMPACT

ACCEPTABLE, BUT IN NO CASE SHALL CLAY BE USED. SIDE BACKFILL WITH POWERED
MECHANICAL COMPACTOR IN 12" LIFTS.
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MODULE DATA
PLAN VIEW
GEOMETRY: LENGTH = 28.15 IN. (715 MM) LOAD RATING: 32 PSI, (MODULE ONLY)

WIDTH = 15.75 IN. (400 MM) H-20, (WITH ACF COVER SYSTEM)
HEIGHT = 17.32 IN. (440 MM)
STORAGE VOLUME = 4.22 CF (119 L) MATERIAL: 85% RECYCLED
VOID INTERNAL VOLUME: 95% POLYPROPYLENE
VOID SURFACE AREA: 90%

R-TANK™ - H20 LOADS

FOR ADDITIONAL INFORMATION PLEASE CONTACT: ACF ENVIRONMENTAL, 1-800-448-3636, www.acfenvironmental.com

R-TANK™ - SINGLE MODULE

FOR ADDITIONAL INFORMATION PLEASE CONTACT: ACF ENVIRONMENTAL, 1-800-448-3636, www.acfenvironmental.com

e 12 0Z/SY NONWOVEN GEOTEXTILE

e FABRIC COLLAR TO FIT OUTSIDE
DIAMETER OF INLET/OUTLET PIPE

57

GEOTEXTILE FABRIC
OVER ACF R-TANK™

NOTE: CUT FABRIC AND WRAP AROUND v
PIPE SO THAT PIPE BUTS DIRECTLY

AGAINST ACF R-TANK™ PIPE EFFLUENT

SHALL NOT PASS THROUGH FABRIC

SECTION

e 210" —]

w
a
a

O.D.
5.0'

STAINLESS
STEEL BANDS

SIDE VIEW ERONT VIEW

FABRIC PIPE BOOT FOR R-TANK ™

FOR ADDITIONAL INFORMATION PLEASE CONTACT: ACF ENVIRONMENTAL, 1-800-448-3636, www.acfenvironmental.com

END VIEW OF PIPE/FABRIC CONNECTION.
CUT AN "X" IN THE FABRIC SLIGHTLY
LARGER THAN PIPE, PULL THE FABRIC
AROUND THE PIPE TO CREATE THE "BOOT"
AND THEN SECURE WITH A HOSE-CLAMP.

NON-CORROSIVE HOSE
CLAMP OR TAPE USED TO
FASTEN FABRIC TO PIPES
TO PREVENT BACKFILL
FROM ENTERING
STRUCTURE

GEOTEXTILE FABRIC
OVER ACF R-TANK™
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GEOTEXTILE FABRIC I\

OVER ACF R-TANK™

NON-CORROSIVE HOSE
CLAMP OR TAPE USED TO
FASTEN FABRIC TO PIPES

TO PREVENT BACKFILL

FROM ENTERING
STRUCTURE

R-TANK™ TYPICAL TANK INLET/OUTLET DETAIL

FOR ADDITIONAL INFORMATION PLEASE CONTACT: ACF ENVIRONMENTAL, 1-800-448-3636, www.acfenvironmental.com
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CLIENT INFORMATION:

AJ. ALIAH
20 EASTWOOD ROAD
WILMINGTON, NC 28403
(910) 332-3500
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