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ADVERTISEMENT FOR RE-BID 
CITY OF WILMINGTON, NC 

 DOWNTOWN ALLEY IMPROVEMENTS 
CONTRACT NUMBER: ALLE-IH-0926 

 
 Pursuant to North Carolina General Statute 143-129, sealed proposals addressed to the 
Purchasing Manager, P. O. Box 1810, 929 N. Front Street, 10TH Floor Wilmington, NC 28402, and 
marked “RE-BID DOWNTOWN ALLEY IMPROVEMENTS’’ will be received until 3:00 p.m., 
Thursday, September 3, 2026, at which time they will be publicly opened and read at the Purchasing 
Division, 929 N. Front Street, 10th Floor Room 1069, Wilmington, NC.  The City will receive SINGLE 
PRIME BIDS ONLY for this project.   
 
             Project Description: The project generally consists of storm drainage improvements, alley surface 

demolition, and brick paver installation at Quince Alley and Henderson Alley in historic 
downtown Wilmington. 

 
 
 All firms submitting bids for the proposed work must be properly licensed under Chapter 87, N. 
C. General Statutes.  The bidder’s license number must appear on the outside of the envelope.   
 
  
 
          A Pre-Bid Conference will be held at 4:00 p.m., Thursday, August 6, 2026, at 929 N. Front 
Street, 10th Floor Room 1069, Wilmington, NC.  All parties interested in the project are invited to 
attend. 

Plans, Specifications and Bid Documents can be obtained by clicking the Link.  For assistance, 
please contact Kathy Bryant at kathy.bryant@wilmingtonnc.gov.  

 
Potential subcontractors may secure a list of potential prime contractors from the City’s website, 

www.wilmingtonnc.gov. 
 
 The City of Wilmington does not discriminate on the basis of race, sex, color, age, national 
origin, religion or disability in its employment opportunities, programs, services, or activities. 
 
 Bids for this project shall be guaranteed by all bidders for a period of 90 calendar days following 
the bid opening. The City of Wilmington Reserves the Right to Reject any and all Bids. 
 
       Daryle L. Parker 
       Purchasing Manager 
       July 28, 2026 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

mailto:kathy.bryant@wilmingtonnc.gov


 
BIDDER’S CHECKLIST 

 
1. READ AND UNDERSTAND ALL SPECIAL NOTICES.   
 
2. SIGN AFFIDAVIT OF NON-COLLUSION A-1 AND A-2. 
 HAVE THIRD PARTY NOTARIZE PAGE A-3 
 
3. SIGN AFFIDAVIT OF COMPLIANCE WITH NC E-VERIFY STATUTE 
 
4. COMPLETE THE PROPOSAL SECTION AND SIGN. 
  
5. ALL ADDENDA ISSUED FOR THIS PROJECT HAVE BEEN SIGNED OR ACKNOWLEDGED ON 

THE PROPOSAL PAGE. 
 
6. THE BID SURETY IS ENCLOSED AND PROPERLY EXECUTED. 
 REFERENCE PARAGRAPH G-1.04.2, PAGE G-2. 
 
7. BID ENVELOPE SEALED AND MARKED WITH THE BIDDERS NAME, LICENSE NUMBER, 

PROJECT NAME AND NUMBER.  NOTE: MULTIPLRIME AND SINGLE PRIME BIDS FROM THE 
SAME BIDDER MUST BE IN SEPARATE CLEARLY MARKED ENVELOPES. 

 
8. ENVELOPE ADDRESSED AND MARKED: 
     PURCHASING MANAGER  
     CITY OF WILMINGTON 
     PO BOX 1810 
     929 N. FRONT STREET, 10th FLOOR 
     WILMINGTON, NC  28402 
     BID NAME: ___________________________ 
 
9. THE BID MUST BE MAILED OR DELIVERED TO THE ABOVE ADDRESS SO THAT RECEIPT IS 

PRIOR TO THE TIME AND DATE OF THE BID OPENING.  BIDS RECEIVED AFTER THE 
SPECIFIED TIME WILL NOT BE CONSIDERED.  THE CITY OF WILMINGTON ASSUMES NO 
RESPONSIBILITY FOR MAIL DELIVERY.  

 
    



SPECIAL NOTICE TO ALL BIDDERS 
                   

MARCH 23, 1990   REV: 3-2020 
                          
1. Bid Rigging Affidavit 
                           
 In accordance with the City of Wilmington's Bid Rigging and Conflict of Interest 
Ordinances, an Affidavit and Certificate of Non-Collusion and Non-Suspension is enclosed, Pages 
A-1, A-2 and A-3.  The affidavit must be properly filled out, sealed and attested in order for your 
bid to be considered. 
 
2. Subletting 
                
 Paragraph G-1.15, SUBLETTING OR ASSIGNMENT OF CONTRACT, of the City's General 
Specifications.  All bidders must submit with their bid a listing of subcontractors contacted to submit 
proposals for this project.  The listing must indicate the subcontractors to be used, the dollar amount of 
the proposed subcontract work, and type of work to be performed.  If no subcontractors are to be utilized, 
this must be specified.  
 
3.  The City reserves the right to waive any immaterial defects in the bid documents. 
 
4. Federal Funding 
                     
 This project may be funded in whole or in part with Federal funds and all bidders are advised to 
pay strict attention to the Federal requirements which may be attached.  Bid packages which include 
Affirmative Action under Section 3 require that each bidder submit with his bid an Affirmative Action 
Plan.  The City will not require bidders to submit their plan with the bid.  However, it will be required and 
must be submitted by the lowest responsible bidder and approved by the City prior to beginning work. 
 
             
 Paragraph 4 applies only if Federal Regulations are included in the Bid Documents. 
 
 
 If you have any questions concerning these requirements, please contact my office. 
 
 
        Daryle L. Parker 
        Purchasing Manager 
 
 



STATE OF NORTH CAROLINA 

COUNTY OF NEW HANOVER 

AFFIDAVIT AND CERTIFICATE OF 
NON-COLLUSION, NON-SUSPENSION AND NON-CONVICTION 

The undersigned, being first duly sworn, deposes and says: 

1. I understand that for the purposes of this affidavit, the term "bidder" shall include the person(s),
firm(s), or corporation(s) signing this affidavit, the undersigned's subcontractor(s), subsidiary(ies) and 
affiliate(s) and any officer, director, employee or agent of the bidder; and the term "conviction" shall include 
guilty pleas, pleadings of nolo contendere and similar pleas. 

2. This Affidavit and Certificate is made in accordance with Article 3 of Chapter 133 of the North
Carolina General Statutes; I certify that this proposal is made without prior understanding, agreement, or 
connection with any person(s), firm(s), or corporation(s) making bids or proposals; I further certify that the 
bidder has not entered into any agreement with any other bidder or prospective bidder or with any other 
person(s), firm(s) or corporation(s) relating to the price named in said proposal, nor any agreement or 
arrangement under which any person(s), firm(s) or corporation(s) is to refrain from bidding, nor any 
agreement or arrangement for any act or omission in restraint of free competition among bidders; I 
understand collusive bidding is a violation of state and federal law and can result in fines, prison sentences, 
and civil damage awards; and I further certify that the bidder will abide by all terms of this bid or proposal. 

3. The bidder is not suspended or debarred from bidding by any federal or state governmental
agency that is providing funds for this contract. 

4. The bidder is not presently charged in an indictment or information with engaging in any
conspiracy, combination, or other unlawful act in restraint of trade or any similar charges in any federal court 
or a court of this or any other state. 

5. The bidder, within one year immediately preceding the date of this affidavit, has not been
convicted of charges or engaging in any conspiracy, combination, or other unlawful act in restraint of trade 
or similar charges in any federal court or a court of this or any other state. 

6. If, during the time of this proposal, from the date advertised to the date bids are opened, the
bidder is indicted or convicted of bid-rigging, I understand this proposal shall be rejected and not considered 
for award. 

7. I hereby affirm that all information contained in this affidavit is true, correct, accurate and
complete, and any untrue, incorrect, inaccurate or incomplete statements will result in the disqualification 
and rejection of this proposal.  I certify that I am authorized to sign this bid and to make the representations 
set forth herein on behalf of myself and the bidder. 



This the ______ day of _________________, 2026. 

COMPANY NAME _____________________________ 

          BY: __________________________________________ 
              (Owner, Partner, or Corporate President, Vice 

President or Assistant Vice President only) 

ATTEST: 

__________________________________ 
(Secretary, Assistant Secretary, 
Cashier or Assistant Cashier only)     

(CORPORATE SEAL) 



(TO BE EXECUTED ON BEHALF OF THE CONTRACTOR) 

STATE OF ___________________ 

COUNTY OF __________________ 

I, _____________________________________, a Notary Public, certify that 
             (Name) 

___________________________________________________________ personally came 
               (Name of Secretary, Assist. Sec., Cashier, Assist. Cashier) 

before me this day and acknowledged that he (she) is ____________________________ 
             (Secretary, Assist. Sec., 

_________________________ of ___________________________________________, a 
   Cashier, Assist. Cashier)                                  (Name of Corporation) 

corporation, and that by authority duly given and as the act of the corporation, the foregoing Affidavit 

was signed in its name by its ________________________________________________, 
          (President, Vice President, Assist. Vice President) 

sealed with its corporate seal, and attest by himself (or herself) as its 

_____________________________________________. 
      (Secretary, Assist. Sec., Cashier, Assist. Cashier) 

WITNESS my hand and official seal, this the ______ day of __________________, 2026. 

           ________________________________________ 
Notary Public 

My Commission Expires: ________________________ 

      (NOTARY SEAL) 

Rev. 3/98 AFF-MBE.DOC 



STATE OF NORTH CAROLINA 
AFFIDAVIT of COMPLIANCE  

COUNTY OF NEW HANOVER with N.C. E-VERIFY STATUTES 

I, ________________________________ (hereinafter the “Affiant”), duly authorized by 

and on behalf of ____________________________________ (hereinafter the “Employer”) after 

being first duly sworn deposes and says as follows:  

1. I am the __________________________ (President, Manager, CEO, etc.) of the Employer
and possess the full authority to speak for and on behalf of the Employer identified above.

2. Employer understands that “E-Verify” means the federal E-Verify program operated by the
United States Dept. of Homeland Security and other federal agencies, or any successor or
equivalent program used to verify the work authorization of newly hired employees pursuant
to federal law.

3. ____   Employer employs 25 or more employees in the State of North Carolina, and is in
compliance with the provisions of N.C. Gen. Stat. §64-26.  Employer has verified the 
work authorization of its employees through E-Verify and shall retain the records of 
verification for a period of at least one year.  

____    Employer employs fewer than 25 Employees and is therefore not subject to the 
provisions of  N.C. Gen. Stat. §64-26.

4. All subcontractors engaged by or to be engaged by Employer have or will have likewise
complied with the provisions of N.C. Gen. Stat. §64-26.

5. Employer shall keep the City of Wilmington informed of any change in its status pursuant to
Article 2 of Chapter 64 of the North Carolina General Statutes.

Further this affiant sayeth not.

This the _______ day of _______________, 20____. 

______________________________ 
Affiant 

STATE OF NORTH CAROLINA 
COUNTY OF ____________________ 

Sworn to and subscribed before me, this the _____ day of _____________, 20____. 

______________________________ [NOTARY SEAL] 
Notary Public 

My commission expires: ____________________ 
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           GENERAL PROVISIONS 
                Section G 
                  _____ 
 
                     INSTRUCTION TO BIDDERS 
 
                  SPECIAL NOTICE 
                 _____ 
 
G-1.01 The name of a certain brand, make, manufacturer, or definite specification is to denote the quality 

standard of the article desired, but does not restrict bidders to the specific brand, make, 
manufacturer, or specification named; it is to set forth and convey to the prospective bidders the 
general style, type, character, and quality of the article desired. 

 
G-1.02 The award of each contract will be made to the lowest responsible bidder as soon as practicable; 

provided, that in the selection of equipment or materials a contract may be awarded to a 
responsible bidder other than the lowest in the interest of standardization, or if ultimate economy 
is clearly evident. 

 
 If the project is being bid under the single and multiprime bidding methods, the CITY reserves 

the right to award the contract in whichever manner is in the best interest of the CITY taking into 
consideration the total cost of the project, including but not limited to contract administration and 
preparation costs. 

 
The award of the contract represents a preliminary determination as to the qualifications of the 
bidder, the availability of funds for the project, and other matters precedent to the City's execution 
of the contract.  No legally-binding acceptance of the offer set forth in the Contractor's bid occurs 
until the City executes the contract. 

 
G-1.03 If any person contemplating submitting a bid for the proposed contract is in doubt as to the true 

meaning of any part of the plans, specifications, or other proposed contract documents, he may 
submit to the Engineer a written request for an interpretation thereof.  The person submitting the 
request will be responsible for its prompt delivery.  An interpretation of the proposed documents 
will be made only by addendum duly issued, and a copy of such addendum will be mailed or 
delivered to each person receiving a set of such documents.  The City of Wilmington will not be 
responsible for any other explanations or interpretations of the proposed documents. 

 
          GENERAL SPECIFICATIONS 

 
G-1.04 SEALED PROPOSALS REQUIRED:  INSTRUCTIONS:  In accordance with the attached copy 

of advertisement and the following specifications, proposals will be received by the City Council 
of the City of Wilmington, North Carolina, at 929 N. Front Street 10th Floor, Purchasing 
Manager’s Office, on the date and time designated in the Advertisement, when they will publicly 
open and read the proposals properly submitted for Municipal Improvements in the City of 
Wilmington, North Carolina.  Firms submitting single and multiprime bids must enclose these in 
separate sealed, clearly marked envelopes. 

 
 If bids are requested for single and multiprime contracts, bids will be received, but not opened, 

for the separate prime contracts one (1) hours prior to the deadline for submission of single prime 
bids.  All bids will be opened at the time for receipt of the single prime bids. 

 
 G-1.04.1 Proposals must be placed in a sealed envelope and addressed to The Purchasing 

Manager, City of Wilmington, North Carolina.  The envelope shall show the name and address of 
the bidder and be plainly marked to show the project name and number and section (if 
applicable), as given in the Advertisement.  The envelope must also be marked on the face to 
show the Contractor's North Carolina Contractor's License Number.  Bid forms are contained in 
this bound copy of the Contract Documents, copies of the proposal pages may be submitted.  All 
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information entered on proposal forms must be original and in ink.  Submission of the entire 
document is not required.  However, bidders are cautioned to submit all required forms, as 
referenced in the bound document, properly signed with the sealed bid.  Bid forms will be filled 
in and completed in all respects as required herein. 

 
 Firms submitting bids for Single and Multi-Prime bids on the same project must submit each bid 

to the Purchasing Manager in a separate, properly identified sealed envelope.  
 
 G-1.04.2  Each proposal shall be accompanied by a cash deposit or certified check, said check to 

be payable to the City of Wilmington, and to be drawn on some bank or trust company insured by 
the Federal Deposit Insurance Corporation, in an amount equal to not less than five percent (5%) 
of the proposal.  In lieu of making a cash or certified check deposit, as above provided, a bidder 
may file a bid bond executed by a corporate surety, licensed under the laws of the State of North 
Carolina to execute such bonds, said bid bond to be in an amount equal to not less than five 
percent (5%) of the amount of the bid, and said bid bond to be conditioned so that the surety will, 
upon demand, forthwith make payment to the City of Wilmington upon said bond if the bidder 
fails to execute the contract as provided below, and upon failure to forthwith make payment, the 
surety shall pay to the City an amount equal to the amount of said bid bond.  Said deposit of cash, 
certified check, or bid bond to be forfeited to the City of Wilmington in the event of the bidder's 
failure to execute the contract within ten (10) days after award, as required by Section 143-129 of 
the General Statutes of North Carolina, Volume 3, as amended. 

 
 Deposits will be retained by the City, as property of the several bidders until the award of the 

contract is made, or all bids are rejected, after which the deposits will be returned. 
 
 G-1.04.3   No bid may be withdrawn for a period of ninety (90) days after being filed. 
 
 G-1.04.4   The work contemplated in these specifications, and the prices named in the proposals 

will be considered to include all cost of supplying, delivering, and all labor necessary for the 
incorporation of all materials into the work, and the use of all tools, machinery and equipment of 
every name and description that is used in carrying out the plans and specifications under this 
contract. 

 
 G-1.04.5    Bidders are cautioned to carefully examine the proposed location of work, as well as 

the plans and specifications, and to go over the whole project thoroughly with the Engineer before 
submitting their bids.  It is understood and agreed that the quantities in the specifications, or as 
shown on the plans are approximate only, and no claim will be made against the City Council for 
any excess or deficiency, and no allowance will be made for the failure of the bidder to estimate 
correctly the difficulties attending the execution of the work. 

 
 G-1.04.6    Bidders are cautioned to adhere strictly to the spirit of the specifications in submitting 

their tenders, and it will be considered bad form to submit a proposal, expecting concessions after 
being awarded the contract by proposing the use of inferior materials and methods of construction 
for cheapening the work.  The Engineer, Owner, or City desires to aid the Contractor in every 
legitimate way to carry on the work economically and expeditiously as set out in these 
specifications, and no alternate bids will be allowed unless requested in the proposal. 

 
 G-1.04.7   Where bids are received on Unit Prices, the City Council reserves the right, to 

authorize an increase of fifty percent (50%) of the amount of work set out in the proposal, or to 
decrease it to an extent equal to fifty percent (50%) of actual cost of the original work predicted 
on the unit prices given in the proposal.  Such increase or decrease shall not vitiate or annul the 
contract agreement hereinafter entered into. In the event of a discrepancy in the unit prices and 
the extended prices the unit prices shall prevail. 
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 G-1.04.8   The bidder shall be required to produce substantial evidence that he is properly 
qualified to carry on the work as set out in the specifications.  The qualifications required of all 
bidders are as follows:  Thorough knowledge and experience in work of this character; labor and 
equipment in such quantities and quality as to enable the Contractor to carry on the work 
economically and expeditiously; financial condition must be such as not to require aid from the 
City Council, other than the regular monthly estimates.   

 
 G-1.04.9   The City Council will not consider any bid or award of contract to any person, firm, or 

corporation, who has defaulted in any obligation to the City of Wilmington, or who, in the 
opinion of the Council, failed to perform his work satisfactorily as to character or time. 

 
 G-1.04.10 The City reserves the right to reject any and all bids, or to accept the bid, or bids on the 

entire project, or any section of the project, as given in the Proposal, which, in its opinion, is to 
the best interest of the City. 

 
G-1.04.11 The Contractor's attention is especially called to the fact that he will be requested by 
the Council and will be expected to push this work with all speed possible. 

 
G-1.05 CONTRACT SURETY OF PERFORMANCE BOND:  Contractor shall furnish and 
deliver to the City a Payment Bond and a Performance Bond covering the faithful performance and 
completion of the work included in this Agreement and payment for all materials and labor 
furnished or supplied in connection with the work included in this Agreement. Said bonds shall be 
issued and furnished to the City prior to, and as a condition precedent to, commencement of the 
work of this Agreement.  Each of the Payment Bond and Performance Bond shall be furnished on 
behalf of the Contractor, shall name the City of Wilmington obligee, and shall be in the amount of 
one hundred percent (100%) of the contract price.  Such bond(s) shall be solely for the protection 
of the City.  The Payment Bond and the Performance Bond shall be issued by a surety of financial 
standing having a rating from A.M. Best Company equal to or better than A and must be included 
on the approved list of sureties issued by the United States Department of Treasury.  The surety 
bond must be in the form set forth in NCGS 44A-33, without any variations there from. The 
Contractor shall provide surety bond wherein Surety waives notice of any and all modifications, 
omissions, additions, changes and advance payments or deferred payments in or about the Contract, 
and agrees that the obligations undertaken by the Bond shall not be impaired in any manner by 
reason of any such modifications, omissions, additions, changes, and advance payments or deferred 
payments. The surety bond must set forth no requirement that suit be initiated prior to the time 
stipulated in applicable North Carolina Statutes of Limitation. 

 
G-1.06 INSURANCE REQUIREMENTS: Before commencing any work, the Contractor shall 
procure insurance in the contractor’s name and maintain all insurance policies for the duration of 
the contract of the types and in the amounts listed in Section G-1.06.  The insurance shall provide 
coverage against claims for injuries to persons or damages to property which may arise from 
operations or in connection with the performance of the work hereunder by the contractor, his 
agents, representatives, employees, or subcontractors, whether such operations by himself/herself 
or anyone directly or indirectly employed by him/her. 

 
G-1.06.1   COMMERCIAL GENERAL LIABILITY: Contractor shall maintain Commercial 
General Liability (CGL) and if necessary, Commercial Umbrella Liability insurance with a total 
limit of not less than $5,000,000 each occurrence for bodily injury and property damage.  If such 
CGL insurance contains a general aggregate limit, it shall apply separately to this project/location 
or the general aggregate shall be twice the required limit.  CGL insurance shall be written on 
Insurance Services Office (ISO) “occurrence” form CG 00 01 covering Commercial General 
Liability or its equivalent and shall cover the liability arising from premises, operations, 
independent contractors, products-completed operations, personal and advertising injury, and 
liability assumed under an insured contract (including the tort liability of another assumed in a 
business contract). 
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The City of Wilmington, its officers, officials, agents, and employees are to be covered as additional 
insureds under the CGL by endorsement CG 20 10 or CG 20 33 AND CG 20 37 or an endorsement 
providing equivalent coverage as respects to liability arising out of activities performed by or on 
behalf of the contractor; products and completed operations of the contractor; premises owned, 
leased or used by the contractor; and under the commercial umbrella, if any.  The coverage shall 
contain no special limitations on the scope of protection afforded to the City of Wilmington, its 
officers, officials, agents, and employees.   
 
There shall be no endorsement or modification of the CGL or Umbrella Liability limiting the scope 
of coverage for liability arising from explosion, collapse, underground property damage, or damage 
to the named insured’s work, when those exposures exist. 

 
The insurer shall agree to waive all rights of subrogation against the City of Wilmington, its 
officers, officials, agents and employees for losses arising from work performed by the contractor 
for the City of Wilmington. 

 
G-1.06.2   WORKERS’ COMPENSATION AND EMPLOYERS’ LIABILITY: Contractor shall 
maintain Workers’ Compensation as required by the general statutes of the State of North Carolina 
and Employer’s Liability Insurance.  The Employer’s Liability, and if necessary, Commercial 
Umbrella Liability insurance shall not be less than $5,000,000 each accident for bodily injury by 
accident, $5,000,000 each employee for bodily injury by disease, and $5,000,000 policy limit. 
 
The insurer shall agree to waive all rights of subrogation against the City of Wilmington, its 
officers, officials, agents and employees for losses arising from work performed by the contractor 
for the City of Wilmington. 
 
The U.S. Longshore and Harborworkers Compensation Act endorsement shall be attached to the 
policy when the services will be on or in close proximity to navigable waterways.  The Maritime 
Coverage endorsement (WC 00 02 01) shall be attached to the policy when the contracted services 
involve the use of watercraft. 
 
G-1.06.3   BUSINESS AUTO LIABILITY: Contractor shall maintain Business Auto Liability and, 
if necessary, Commercial Umbrella Liability insurance with a limit of not less than $5,000,000 
each accident.  Such insurance shall cover liability arising out of any auto, including owned, hired, 
and non-owned autos.  Business Auto coverage shall be written on ISO form CA 00 01, or a 
substitute form providing equivalent liability coverage.  If necessary, the policy shall be endorsed 
to provide contractual liability coverage equivalent to that provided in ISO form CA 00 01. 
 

Pollution liability coverage equivalent to that provided under the ISO pollution liability-broadened 
coverage for covered autos endorsement (CA 99 48) shall be provided, and the Motor Carrier Act 
endorsement (MCS 90) shall be attached when those exposures exist.   
 
Contractor waives all rights against the City of Wilmington, its officers, officials, agents and 
employees for recovery of damages to the extent these damages are covered by the business auto 
liability or commercial umbrella liability insurance obtained by Contractor pursuant to G-1.06.03 
of this agreement. 
 
The contractor’s Business Auto Liability insurance shall be primary as respects the City of 
Wilmington, its officers, officials, agents, and employees.  Any other insurance or self-insurance 
maintained by the City of Wilmington, its officers, officials, and employees shall be excess of and 
not contribute with the contractor’s insurance. 
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 G-1.06.4   OWNERS AND CONTRACTORS’ PROTECTIVE LIABILITY INSURANCE:  
Contractor shall maintain Owners and Contractors Protective Liability (OCP) insurance on behalf 
of the City of Wilmington, as named insured, with each occurrence limit of $5,000,000.  

 
G-1.06.5 BUILDERS RISK INSURANCE: DELETED 
 
G1-1.06.6 INSTALLATION FLOATER:   

1.  Contractor shall purchase and maintain in force Installation Floater insurance for the 
 installation of material.  Such insurance shall be written in an amount equal to the 
 replacement cost of the material.  The insurance shall apply on a replacement cost 
 basis. 
2.  Insured property shall include portions of the work located away from the site but 
 intended for use at the site and shall also cover portions of the work in transit. 
3.   Installation Floater insurance shall name City of Wilmington as loss payee. 
4.   Installation Floater insurance shall, at a minimum, cover the perils insured under the ISO 
 special causes of loss for (CP10 30). 
5. Installation Floater insurance shall include coverage for flood. (Required is there is a 
 flood exposure.) 
6. Any deductible applicable to the Installation Floater shall be paid by the Contractor. 
7. If the City of Wilmington is damaged by the failure of the Contractor to maintain 
 Installation Floater insurance, then the Contractor shall bear all reasonable costs properly 
 attributable to that failure. 

 
G1-1.06.7 PROFESSIONAL LIABILITY INSURANCE:  DELETED 

 
G1-1.06.8 ENVIRONMENTAL PROFESSIONAL LIABILITY INSURANCE:  DELETED 

 
G1-1.06.9 BAILEE COVERAGE (INCLUDING TRANSIT):  DELETED 
 
G1-1.06.10 CONTRACTORS POLLUTION LIABILITY INSURANCE:  DELETED 
 
G1-1.06.11 PROTECTION & INDEMNITY:  DELETED 
 
G1-1.06.12 ABUSE/MOLESTATION COVERAGE:  DELETED 
 
G1-1.06.13 ACCIDENT INSURANCE:  DELETED 
 
G1-1.06.14 ELECTRONIC DATA LIABILITY INSURANCE:  DELETED 
 
G1-1.06.15  FIDELITY COVERAGE:  DELETED 
 
G1-1.06.16 GARAGE LIABILITY AND/OR COMMERCIAL GENERAL LIABILITY:  
DELETED 

 
G1-1.06.17  GARAGEKEEPER’S LEGAL LIABILITY:  DELETED 
 
G1-1.06-18  ON-HOOK CARGO:  DELETED 
 
G1-1.06-19  NETWORK SECURITY AND PRIVACY LIABILITY:  DELETED 

 
G1-1.06-20  TECHNOLOGY ERRORS & OMISSIONS:  DELETED 

 
G1-1.06-21  RAILROAD PROTECTIVE LIABILITY INSURANCE:  DELETED 
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 G1-1.06.6 DEDUCTIBLES AND SELF-INSURED RETENTIONS: The contractor shall be 
solely responsible for the payment of all deductibles to which such policies are subject, whether 
or not the City is an insured under the policy. 
 
G1-1.06.7 MISCELLANEOUS INSURANCE PROVISIONS: The policies are to contain, or be 
endorsed to contain, the following provisions: 
 

1. Each insurance policy required by this contract shall be endorsed to state that coverage 
shall not canceled by either party except after 30 days prior written notice has been given 
to the City of Wilmington, PO Box 1810, Wilmington, NC  28402-1810. 

2. If Contractor’s liability policies do not contain the standard ISO separation of insureds 
provision, or a substantially similar clause, they shall be endorsed to provide cross-liability 
coverage. 
 

G1-1.06.8 ACCEPTABILITY OF INSURERS:  Insurance is to be placed with insurers licensed to 
do business in the State of North Carolina with an A.M. Best’s rating of no less than A VII unless 
specific approval has been granted by the City. 
 
G1-1.06.9 EVIDENCE OF INSURANCE:  The Contractor shall furnish the City with a 
certificate(s) of insurance, executed by a duly authorized representative of each insurer, showing 
compliance with the insurance requirements prior to commencing the work, and thereafter upon 
renewal or replacement of each certified coverage until all operations under this contract are 
deemed complete. Evidence of additional insured status shall be noted on the certificate of 
insurance as per requirements in Section G1-1.06.  This Certificate shall be in six (6) counterparts 
and, when the contract is signed by the Contractor, a copy thereof shall be inserted in each copy of 
the contract documents and upon insertion shall become a part of such documents.   
 
With respect to insurance maintained after final payment in compliance with requirements, an 
additional certificate(s) evidencing such coverage shall be provided to the City with final 
application for payment and thereafter upon renewal or replacement of such insurance until the 
expiration of the period for which such insurance must be maintained. 
 
G1-1.06.10 SUBCONTRACTORS: Contractor shall include all subcontractors as insureds under 
its policies or shall furnish separate certificates for each subcontractor.  All coverage for 
subcontractors shall be subject to all of the requirements stated herein.  Commercial General 
Liability coverage shall include independent contractors’ coverage, and the contractor shall be 
responsible for assuring that all subcontractors are properly insured. 
 
G1-1.06.11 CONDITIONS:   

1. The insurance required for this contract must be on forms acceptable to the City. 
2. The contractor shall provide that the insurance contributing to satisfaction of insurance 

requirements in G1-1.06 shall not be canceled, terminated or modified by the contractor 
without prior written approval of the City. 

3. The contractor shall promptly notify the Safety & Risk Manager at (910) 341-5864 of any 
accidents arising in the course of operations under the contract causing bodily injury or 
property damage. 

4. The City reserves the right to obtain complete, certified copies of all required insurance 
policies, at any time. 

5. Failure of the City to demand a certificate of insurance or other evidence of full compliance 
with these insurance requirements or failure of the City to identify a deficiency from 
evidence that is provided  shall not be construed as a waiver of Contractor’s obligation to 
maintain such insurance. 

6. By requiring insurance herein, the City does not represent that coverage and limits will 
necessarily be adequate to protect the Contractor and such coverage and limits shall not be 
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deemed as a limitation of Contractor’s liability under the indemnities granted to the City 
of Wilmington in this contract. 

7. The City shall have the right, but not the obligation of prohibiting Contractor or any 
subcontractor from entering the project site or withhold payment until such certificates or 
other evidence that insurance has been placed in complete compliance with these 
requirements is received and approved by the City.   

 
 
G-1.07  DELETED 
 
G-1.08  DELETED 
 
G-1.09  DELETED 
 
G-1.10   DELETED 
 
G-1.11 PAYMENT OF EMPLOYEES:  The Contractor, and each of his Sub-contractors, shall pay each 

of his employees, engaged in work on this project, in full (less deductions made mandatory by 
law) not less often than on the Contractor's regular pay days, which shall be normally each week. 

 
G-1.12 PAYMENT: Payment by the City to the Contractor will be made under either one of the 

following procedures: 
 
 G1.12.1 Public Construction Contracts equal to or greater than one hundred thousand dollars 

($100,000) 
 

A. The City shall retain five percent (5%) of any periodic payment due a Contractor. 
 
B. When the project is fifty percent (50%) complete, the City, with written consent of the 

surety, shall not retain any further retainage from periodic payments due the Contractor if 
the Contractor continues to perform satisfactorily and any nonconforming work identified 
in writing prior to that time by the Architect, Engineer, or City has been corrected by the 
Contractor and accepted by the City Engineer, Architect, Engineer, or Project Manager. If 
the City determines the Contractor's performance is unsatisfactory, the City may reinstate 
retainage for each subsequent periodic payment application up to the maximum amount of 
five percent (5%). The project shall be deemed fifty percent (50%) complete when the 
Contractor's gross project invoices, excluding the value of materials stored off-site, equal 
or exceed fifty percent (50%) of the value of the contract, except the value of materials 
stored on-site shall not exceed twenty percent (20%) of the contractor's gross project 
invoices for the purpose of determining whether the project is fifty percent (50%) 
complete. 

 
C. 50% complete means: 

• Gross project invoices, excluding material stored off site, of the value of the 
contract 

•  The value of materials stored on-site shall not exceed 20% of the gross project 
invoices 

 
 

G-1.12.2   PAYMENT ON UNIT PRICE CONTRACTS:  Not later than 30 work days after 
receipt of a City approved invoice the City will make partial payment to the Contractor, on the 
basis of a duly certified approved estimate by the City Engineer, Project Architect or City Project 
Manager of the work performed during the preceding calendar month by the Contractor, in 
accordance with item 12.1.1 above. 
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G-1.12.3   PAYMENT ON LUMP SUM CONTRACTS, THIRTY DAYS OR MORE IN 
DURATION:  Not later than 30 work days after receipt of a City approved invoice and 
acceptance of work performed during that period, the City will make partial payment to the 
Contractor on the basis of a duly certified approved estimate by the City Engineer, Architect, 
Designer or Project Manager of the work performed during the preceding calendar month by the 
Contractor, and the value of the materials on the job, but not installed.  The City will retain five 
percent (5%) of the amount of each such estimates in accordance with item 12.1.1 above. 

 For purposes of preparing these monthly estimates, after the execution of the Contract, the 
Contractor will be required to submit to the City Engineer, Architect, Designer or Project 
Manager a breakdown of his lump sum bid in sufficient detail to permit an accurate determination 
of the progress of the work. 

 
 G-1.12.4  UNSATISFACTORY PERFORMANCE AND RETAINAGE:  Retainage of the 

maximum of 5% may be reinstated if performance of the Contractor is unsatisfactory as 
determined by the City. 

 
G-12.5  Within 60 days after the submission of a pay request and one of the following occurs, as 
specified in the contract documents, the owner with written consent of the surety shall release to 
the contractor all retainage on payments held by the owner:  (i) the City receives a certificate of 
substantial completion from the Project Manager, Architect, Engineer, or Designer in charge of the 
project; or (ii) the owner receives beneficial occupancy or use of the project. However, the City 
may retain sufficient funds to secure completion of the project or corrections on any work. If the 
City retains funds, the amount retained shall not exceed two and one-half (2 ½) times the estimated 
value of the work to be completed or corrected. Any reduction in the amount of the retainage on 
payments shall be with the consent of the contractor's surety. 

 
 G1.12.6   Release of Retainage shall be in accordance with G.S. 143-134.1.  
 
 G1.12.7  There will be no retainage on periodic or final payments made by the City or prime 

contractor on public construction contracts in which the total project costs are less than one 
hundred thousand dollars ($150,000). 

 
 G-1.12.8   PAYMENT ON LUMP SUM CONTRACTS, THIRTY DAYS OR LESS IN 

DURATION:  Where the time for completion of work, as stated in the proposal, is thirty (30) 
calendar days, or less, the City will make one payment in full upon completion of work and 
acceptance by the City Council.  No partial or interim payments will be made. 

 
 G-12.9  The Prime contractor and all Subcontractors working on the project shall comply with 

G.S. 143-134.1in regards to payments to all subcontractors 
 
 G-12.9  Nothing in this section shall prevent the City from withholding payment to the contractor 

in addition to the amounts authorized under G.S. 143-134.1 for unsatisfactory job progress, 
defective construction not remedied, disputed work, or third-party claims filed against the owner 
or reasonable evidence that a third-party claim will be filed. 

 
  

G1-12.10  Payment to Subcontractors by Prime Contractor or General Contractor 
 
 In accordance with N.C. Gen. Stat. § 22C, within seven days of receipt by the prime contractor of 

each periodic or final payment, the prime contractor shall pay the subcontractor based on work 
satisfactorily completed or service satisfactorily provided under the subcontract. Additionally, the 
Contractor shall pay the undisputed portions of subcontractors’ invoices within one hundred five 
(105) calendar days of the date of subcontractor’s invoice, independent of any payment by the 
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City to the Contractor. If the Contractor withholds any retainage pending final completion of any 
subcontractor’s Work, the Contractor is required to pay the retainage so withheld within seven (7) 
calendar days after such subcontractor completes his Work satisfactorily, regardless of any 
payment of retainage by the City to the Contractor. The Contractor’s failure to pay subcontractors 
as provided herein shall be a material breach for which the City may cancel the Contract. 

 
If any periodic or final payment to the subcontractor is delayed by more than seven days after 
receipt of periodic or final payment by the prime contractor, the prime contractor shall pay the 
subcontractor interest, beginning on the eighth day, at the rate of one percent (1%) per month or 
fraction thereof on unpaid balance as may be due. 

 
A subcontract on a contract governed by this section may include a provision for the retainage on 
periodic payments made by the prime contractor to the subcontractor. However, the percentage of 
the payment retained: (i) shall be paid to the subcontractor under the same terms and conditions as 
provided to the Prime Contractor and shall not exceed the percentage of retainage on payments 
made by the owner to the prime contractor. Subject to section G-1.12.4, any percentage of retainage 
on payments made by the prime contractor to the subcontractor that exceeds the percentage of 
retainage on payments made by the owner to the prime contractor shall be subject to interest to be 
paid by the prime contractor to the subcontractor at the rate of one percent (1%) per month or 
fraction thereof. 

 
 Nothing in this section shall prevent the prime contractor at the time of application and 

certification to the City from withholding application and certification to the City for payment to 
the subcontractor for unsatisfactory job progress; defective construction not remedied; disputed 
work; third party claims filed or  reasonable evidence that claim will be filed; failure of 
subcontractor to make timely payments for labor, equipment, and materials; damage to prime 
contractor or another subcontractor; reasonable evidence that subcontract cannot be completed for 
the unpaid balance of the subcontract sum; or a reasonable amount for retainage not to exceed the 
initial percentage retained by the owner. 

 
 The Prime contractor shall comply in all respects with G.S. 143-134.1.in all manners in payments 

to any and all subcontractors. 
 

Neither the City's nor contractor's release of retainage on payments as part of a payment in full on 
a line-item of work shall affect any applicable warranties on work done by the contractor or 
subcontractor, and the warranties shall not begin to run any earlier than either the owner's receipt 
of a certificate of substantial completion from the architect, engineer, or designer in charge of the 
project or the owner receives beneficial occupancy. 

 
 
G-1.13 COMMENCEMENT AND COMPLETION OF WORK:  The Contractor for the construction of 

improvements under this contract shall commence work under his contract within ten days after 
written notice by the City PURCHASING MANAGER, and shall fully complete all work 
thereunder within the time stated in the proposal form. 

 
G-1.14 EXISTING CONDITIONS:  The Contractor, in signing this contract, acknowledges that he has 

read these Specifications and is familiar with their terms; that he has studied the plans and 
drawings, which are entirely clear to him; that he has been over the ground where the work is to 
be done, and has fully acquainted himself with the existing conditions; that he is fully prepared to 
sustain all losses or damages incurred by the action of the elements, or from any unforeseen 
obstructions, or encumbrances that may be encountered in the prosecution of the work; is 
prepared to provide the necessary tools, appliances and machinery, skilled and unskilled labor 
and materials of all kind as specified, and to guarantee that on completion, all work will be in 
strict compliance with the plans and specifications. 
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G-1.15 SUBLETTING OR ASSIGNMENT OF CONTRACT: The Contractor shall keep the work under 

his own control, and shall not assign, by power of attorney, or otherwise, nor sublet the work or 
any part thereof, without the written consent of the City.  The Contractor shall perform on the site 
and with his own organization work equivalent to at least thirty percent (30%) of the work to be 
performed under this Contract.  If, during the progress of the work hereunder, the Contractor 
requests a reduction of such percentage, and the City Manager determines that it would be to the 
City's advantage, the percentage of the work required to be performed by the Contractor's own 
organization may be reduced; provided prior written approval of such reduction is obtained by the 
Contractor from the City Manager.  Also, with respect to each Sub-contractor, the Contractor 
shall either submit  
certification by his insurance carrier that such Sub-contractor is covered under the provisions of 
his policy, or submit a certificate from the Sub-contractor's insurer that the Sub-contractor is 
covered, in accordance with Paragraphs G-1.05 through G-1.10, inclusive. 

 
The Contractor shall not, either legally or equitably, assign any of the monies payable under this 
Contract, or his claim thereto, except by consent of the City. 

 
 Written consent by the City to sublet or assign any portion of the contract shall not be 
 construed to relieve the Contractor, or surety, of any responsibility for the fulfillment of the 
 Contract. 
 

INTENT OF SPECIFICATIONS 
 
G-1.16 INTENT:  The intent of these specifications is to provide for the work herein enumerated to be 

constructed of the best materials of their respective kinds, and perfectly suited to the work 
contemplated.  The work to be fully completed in every detail for the purpose designed, and it is 
hereby understood that the Contractor, in accepting this contract, agrees to furnish skilled labor, 
and everything necessary to complete the work in a workmanlike and satisfactory manner. 

 
G-1.17 CONTRACT:  In order that the contractor may understand the scope of the work to be performed 

and the details of its construction, several documents have been prepared, and it is understood and 
agreed by and between the contracting parties that the following documents form, and are 
essential parts of the complete contract:  Advertisement, Information for Bidders, General and 
Technical Specifications, Proposal, Specific Contract, Contractor's Bond, Drawings, Plans, Maps, 
MBE/WBE/HUB/DBE policy and Profiles, attached or herein described, and others that may be 
prepared from time to time governing and illustrating the work to be done under the terms of the 
contract, and all of which shall have the same weight as if embodied herein. 

 
G-1.18 SPECIFICATIONS:  The General Provisions of the Specifications give in detail the duties and 

obligations of the two parties to the contract, the procedure of the work, and manner in which 
payments are to be made under the contract.  The Technical Specifications, following, give in 
more detail the characteristics and requirements of the several classes of materials and special 
instructions governing the methods of construction.  Where there is conflict, the Technical 
Specifications shall always take precedence over the General Specifications. 

 
DEFINITIONS 

 
G-1.19 DEFINITIONS:  Wherever in the Specifications, Proposal, Contract, or Bond the following 

terms, pronouns, or abbreviations used in their stead, occur, the intent and meaning shall be 
interpreted as follows: 

 
 A. N. S. I. 
  American National Standards Institute 
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 A. S. T. M. 
  American Society for Testing and Materials 
 
 A. W. S. 
  American Welding Society 
 
 A. W. W. A. 
  American Water Works Association 
  

A. A. S. H. T. O. 
  American Association of State Highway and Transportation Officials 
 Bid Bond 
 BID BOND:  The security to be furnished by the bidder as guaranty of good faith to enter 

into a contract with the City for the proposed work, if such work is awarded to him. 
 Bidder 
  The person, or persons, partnership, firm or corporation submitting a proposal for the  
  work contemplated.             
 
 Change Order 
  A written order from the Engineer signed by the Contractor and the City of Wilmington  
  authorizing addition, deletion or revision in the work or an adjustment in the price or time 
  for completion.  All change orders must be approved by the City Manager and all change  
  orders exceeding $500,000.00 must be approved by the Wilmington City Council. 
             
 City 

The word City in these specifications refers to the City of Wilmington, North Carolina, 
the party of the second part to the contract, also referred to herein as the "Owner". 

 
 City Council or Council 
  The word Council, or City Council, refers to the City Council, the governing body of the  
  City of Wilmington. 
 
 Contractor 
  The person, or persons, partnership, firm or corporation who enters into the contract  
  awarded him by the City. 
 
 Drawings 
  All drawings, or reproductions thereof, pertaining to the construction of the work, which  
  are approved by the Engineer for such purpose. 
 
 Engineer 

The word Engineer, as used in these specifications, refers to the consulting engineer 
whose  name appears on the drawings and/or to the City Engineer, and to his or their 
properly authorized assistants, limited to the duties entrusted to them. 

 
 Extra Work 
  A written order to the Contractor, signed by the Engineer, ordering a change in, or an  
  addition to the work done, from that originally shown by the drawings and specifications. 
              An authorized Change order shall be issued for this work. 
 
 F. S. 
  Federal Specifications 
 
 General Specifications 
  All requirements and provisions contained in this document. 
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 Performance Bond 
  The approved form of security executed by the Contractor and his surety, guaranteeing  
  complete execution of the contract. 
 

Bond Proposal 
  Written offer submitted by the bidder in the required manner to perform the work  
  contemplated. 
 
 N. C. S. H. C. or N. C. H. C. Specifications 
  North Carolina State Highway Commission, Raleigh, North Carolina, and to their  
  "Standard Specifications of Roads and Structures," latest edition.   
 
 Request for Contract Payment 
  The form supplied by the City and completed by the Contractor to request periodic  
  payments on the contract.  This form also includes a MBE/WBE/HUB/DBE payment 
form. 
         
 Special Provisions 
  Statements modifying or changing the requirements or provisions of the General   
  Specifications, or adding new requirements or provisions thereto. 
 
 Specifications 
  The General Specifications, Special Provisions, and all written or printed agreements and  
  instructions pertaining to the performance of the work, and to the quantity and quality of  
  the materials to be furnished under the contract. 
 

Standard Details 
 The Standard Detail drawings, or reproductions thereof, which pertain to the standard 

method of construction of the work, and which are approved by the Engineer. 
 
 Surety 
 The corporate body which is bound with and for the contractor, that is primarily liable 

with the contractor, for the acceptable performance of the contract and for the completion 
of the work. 

 
 Phrases 
 Wherever, in the specifications, or upon the drawings, the words "As required", "As 

permitted", or words of like import are used, it shall be understood that the direction, 
requirements, or permission of the Engineer is intended; and similarly the words 
"approved", "acceptable" and "satisfactory", or words of like import shall mean approved, 
acceptable, or satisfactory to the Engineer. 

              
  

          THE DUTIES AND AUTHORITY OF THE ENGINEER DEFINED 
 
G-1.20 INTERPRETATIONS AND CORRECTIONS:  It is agreed by and between the contracting 

parties that the Engineer shall make all necessary explanations as to the meaning and intent of 
these specifications, and correct any errors, discrepancies or omissions that occur in the plans and 
specifications; it is further agreed that the Engineer shall, in all cases, determine the amount, 
quality, acceptability, and fitness of the several classes of work which are to be paid for under the 
contract; and it is also agreed that the Engineer shall act as referee upon all questions arising 
between the parties of this contract; and in all differences that occur between contractors working 
on adjoining sections concerning the work to be done under the terms of the contract, and the 
Engineer's decision shall be final and binding. 
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 G-1.20.1   INTERPRETATIONS OF PLANS AND/OR SPECIFICATIONS PRIOR TO 

RECEIPT OF BIDS:  If any prospective bidder feels that there are items within the plans or  
specifications, in the work proposed, or upon the site contemplated, which need clarification or 
interpretation, he shall, prior to the date and time for the receipt of bids, address a written 
statement to the Engineer, covering the points which he feels need clarification.  It shall be the 
responsibility of the person addressing the inquiry to see that such a request is in the hands of the 
Engineer in sufficient time for proper consideration and answer.  Upon receipt of such a written 
request, the Engineer will make a determination and if, in his opinion, interpretation, clarification 
and/or change should be made in the plans and/or specifications, he will inform each holder of the 
plans and specifications in writing of his decision or findings in the matter in question.  No other 
procedure will be followed in interpretation or addendum to these specifications, and the City of 
Wilmington will not be responsible for any change unless made in accordance with this 
procedure. 

 Questions related to the proposed project, including questions concerning the plans and 
specifications will be addressed by the City or Engineer up to Seven (7) calendar days prior 
to the bid opening.  No addenda will be issued after this time. 

 
G-1.21 FIELD WORK:  The Engineer shall give all necessary base lines and bench marks and 

information of like character for the guidance of the contractor, and all the work shall accurately 
conform thereto.  Any work done without established lines, grades, may be ordered removed and 
replaced, without additional expense to the City. 

 
G-1.22 INSPECTION:  All materials and workmanship will be inspected by the Engineer, and the 

Contractor will be held to the spirit of the specifications at all times, the intent of such inspection 
being simply to obtain work of a high character, and one in which both parties to the contract can 
take pride. 

 
G-1.23 ALTERATIONS:  It is agreed by the contracting parties that the Engineer may at all times, before 

or after the commencement of the work, make alterations, or changes in the location, alignment, 
grades, materials and methods of construction that is desired, regardless of whether the location 
of such work be as shown on the plans upon which bids have been invited, and such change shall 
not vitiate or annul this contract, but the Engineer will determine the value of said work, and 
should such change diminish the amount of work to be done, no claim shall be made by the 
Contractor for damages on the grounds of anticipated profits from the part disposed with, but 
should the plan of a particular piece of work be altered or changed after commencement of said 
work and result in extra cost to the Contractor, the Engineer shall determine and certify a fair 
equitable value therefor, and his decision shall be final and binding. 

 
G-1.24 INSPECTORS:  Should it be found necessary, in the opinion of the Engineer, to appoint 

inspectors to pass upon the quality, amount, and general character of the work and the materials 
incorporated therein, such person, or persons, who, in the opinion of the Engineer, are deemed 
competent, may be appointed.  The duties of this office are purely supervisory, and their decisions 
are subject to review by the Engineer. 

 
EXTRA WORK 

 
G-1.25 EXTRA WORK:  The Contractor shall do any work not otherwise herein provided for when, and 

as ordered by the Engineer in writing by himself or specially authorized assistants.  In the event 
that a mutually agreed price is not arrived at prior to the accomplishment of this extra work, the 
Contractor shall keep a strict account of the labor, equipment, and material used on said extra 
work, and shall give the Engineer an itemized statement each day of the amount.  He shall further 
furnish the Engineer with bills, accounts and vouchers relating to the cost and access to all 
accounts concerning this work. 
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 G-1.25.1   Request for reimbursement for Extra Work must be submitted by the Contractor within 
ten (10) days of the date upon which such extra work is accomplished, and subject request for 
reimbursement must bear on its face the authorizing number of the written order issued by the 
Engineer. 

 
 G-1.25.2   No request for reimbursement on account of additional work will be honored by the 

Engineer unless previously authorized by him in the manner stated. 
 
G-1.26 PROTECTION:  When such work is being carried on under the written instructions of the 

Engineer, and the work is damaged from whatever cause due to the carelessness or neglect of 
properly protecting it, or the use of improper materials, or inferior workmanship, such part 
thereof as the Engineer directs shall be removed and replaced by the Contractor at his own 
expense. 

 
G-1.27 PAYMENT:  For all such extra work, as authorized under the terms of Paragraph G-1.25, where 

it is possible for the Contractor and the Engineer to arrive at a mutually agreeable price (either 
lump sum or unit price) for this extra work in advance of the actual accomplishment of said work, 
this price may be used.  In the event that this is not possible or practicable, the Contractor shall 
receive the reasonable cost of said work, plus ten percent (10%) of such cost.  The decision of the 
Engineer shall be final upon all questions of the amount and value of extra work.  The Engineer 
will include in such valuation the cost to the Contractor of all materials used, all labor, Social 
Security and insurance on labor only, common and skilled, labor foremen, and the fair rental of 
all machinery used for the period of such use.  The Engineer will not include in this valuation any 
cost or rental of small tools, buildings, any portion of the time of the Contractor or 
superintendent, clerical help, overhead expenses or any allowance for the use of capital, these 
items being considered as covered by the ten percent (10%) added to the reasonable cost. 

 
G-1.28 TIMEKEEPER: The Engineer shall have the right to appoint a timekeeper to represent the City 

on extra work, and the Contractor shall furnish him all necessary facilities for obtaining a correct 
record of the time and the materials incorporated in the work.  The Engineer shall have the right 
to designate what force shall be employed, the compensation therefor and the foreman shall be 
approved by the Engineer. 

 
          GENERAL INSTRUCTIONS 

 
G-1.29 OBSERVANCE OF THE LAW: In all operations connected with the work, the Contractor shall 

observe and obey all the precepts of the law, the ordinances and regulations of the Federal, City, 
County and State.  The Contractor shall provide and maintain such barriers, signals, red lights, 
and watchmen to effectually prevent any accident in consequence of the work, and the Contractor 
shall be responsible and liable for all damage to life or property occasioned in any way by his acts 
or that of his agents. 

 
G-1.30 DISPOSITION OF CLAIMS:  In the event of injuries or damages to persons or property of any 

kind legally existing along, or adjacent to the work, the Contractor agrees to make repairs or 
payment for damages or injuries as may be necessary, and should the Contractor fail to promptly 
repair or satisfy any legal complication that arises, after being notified in writing by the Engineer, 
the right is conferred upon the CITY to deduct the cost thereof from any money due, or to 
become due, the Contractor under the terms of the contract.  All claims arising under this contract 
shall be settled to the satisfaction of the Engineer within sixty (60) days after notification to the 
Contractor of such claims, unless proceedings are entered into in a court of law. 

 
G-1.31 PATENTS:  Should the Contractor use any patented invention, article or contrivance in the 

construction or maintenance of the work, or any part thereof embraced in these specifications, the 
fee or royalty for the use of such patented article as aforesaid shall be included in the Contractor's 
proposal; and the Contractor agrees to hold the City harmless against any and all demands for 
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such fees or royalties; and before final payment to the Contractor he shall furnish satisfactory  
evidence that all such claims have been settled. 

 
G-1.32 PRIVATE PROPERTY:  The Contractor shall not enter, or occupy with men, tools, machinery 

and materials, any property except that under the control of the City without the consent of the 
Engineer, and then only with written consent of the property owner.  A copy of this written 
consent shall be given, or mailed to the Engineer. 

 
G-1.33 LAYING OUT THE WORK: The Engineer will provide a base line for alignment purposes and a 

benchmark for vertical control.  All construction offset stakes, forms, and batterboards shall be 
set by the contractor and are subject to review and approval by the Engineer, however, such 
approval of these items shall not relieve the Contractor of his responsibility to construct the work 
to the line and grade shown on the plans. 

 
G-1.34 UNAUTHORIZED WORK: Any work done without lines, levels and instructions having been 

given by the Engineer, or without the supervision of an Inspector, will not be estimated or paid 
for, except when such work is authorized by the Engineer.  Work so done, without the authority 
of the Engineer, may be ordered removed and replaced at the Contractor's cost. 

 
G-1.35 RESPECT FOR FIELD RECORDS: The Contractor shall carefully preserve and maintain the 

proper position of all lines, stakes and grade boards until authorized to remove them.  Any work 
that shows lack of alignment or grade where the Engineer's control stakes are missing, or the 
position of the points, stakes, or grades indicate that they have been carelessly maintained, such 
work shall be removed and replaced at the Contractor's expense.  If, in the opinion of the 
Engineer, the Contractor does not utilize reasonable care in preserving control stakes, he shall be 
required to pay for all expenses involved in the replacement of these stakes. 

 
G-1.36 INSPECTION OF MATERIALS:  The Contractor shall furnish and deliver on the ground where 

it is to be used all materials suitable for the purpose intended.  All materials and workmanship 
shall be subject to the Engineer's inspection, approval, or rejection at all times, and this inspection 
and approval during the progress of the work does not relieve the Contractor of repairs or renewal 
where the work has been damaged, proven defective, or overlooked, and on demand of the 
Engineer any work found not in conformity with the specifications shall be removed at once and 
replaced in accordance with the specifications. 

 
G-1.37 WORKERS:  Only competent and skilled workers of each class shall be employed on the work, 

and if the Engineer notifies the Contractor that any common or skilled workers, including those 
superintending the work, are unfaithful, disobedient, disorderly, or unsatisfactory, such worker, or 
workers shall be taken off of this project not again employed upon the work without the consent 
of the Engineer. 

 
G-1.38 PROSECUTION OF WORK:  The Contractor shall begin the work provided for under the terms 

of the contract within ten (10) days after written notice by the Purchasing Manager, and shall 
diligently prosecute and fully complete same within the time stated in his proposal.  The 
Contractor shall prosecute the work in such manner, time and place as directed by the Engineer, 
and he shall carry out without delay all orders and instructions given by the Engineer.  During the 
absence of the Contractor, a qualified representative shall have authority to direct the work and to 
receive orders and instructions from the Engineer; but this direction by the Engineer for 
prosecuting the work shall not relieve the Contractor of any of the obligations or liabilities 
assumed under the contract. 

 
G-1.39 SANITATION:  Necessary sanitation conveniences for the use of workers employed upon the 

work shall be constructed and maintained by the Contractor, in strict accordance with the 
provisions of the City-County, and State Health Departments. The Contractor shall obey and 
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enforce the aforesaid rules and regulations, including preventative measures where the workers 
have been exposed to infections and communicable diseases. 

 
G-1.40 PUBLIC TRAFFIC: The Contractor shall maintain, in a safe and practical way, the roadways that 

are now used by the public or individuals that neither may be unnecessarily delayed nor 
inconvenienced on account of the work being carried on by the Contractor.  The Contractor will 
be responsible for all injuries, damages to persons or property incurred by such person, or 
persons, firm or corporation on account of the acts or claims of negligence by the Contractor to 
the aforesaid while passing over the public or private roadways.  The Contractor will be required 
to repair or make reparation for any damages that he may have caused to the roadways, public or 
private, immediately after discontinuing traffic along such route, or when authorized to do so by 
the Engineer. 

 
G-1.41 BARRICADES AND LIGHTS: 
 
 G-1.41.1   Travel upon streets or any intersecting alley, street, or  private driveway shall not be 

inconvenienced needlessly, nor shall any street or alley be wholly obstructed for more than two 
blocks at any one time, except in special cases where a greater distance may be allowed by the 
Engineer. 

 
 G-1.41.2   Whenever a street is closed, the Contractor shall cause plainly worded signs, 

announcing such fact, to be placed with proper barricades at the nearest cross street upon each 
side of such obstruction, and upon intersecting streets. 

 
 G-1.41.3   The Contractor shall also maintain sufficient warning lights during the hours of 

darkness in and about the work which is under way, and it is his full responsibility to see that 
such lights are lit and kept lit from sunset to sunrise. 

 
 G-1.41.4   The Contractor shall also provide and maintain suitable detour signs so as to warn the 

public of work under way, and to guide them around the work in progress where it would be 
dangerous for them to proceed through the working area. 

 
 G-1.41.5   If required by the Engineer, the Contractor shall also provide watchmen, or signalmen 

for protection and guidance of the public. 
 
 G-1.41.6   All barricades, lights, signage, flagging, and signalmen shall be established and operate 

in accordance with City requirements and North Carolina Department of Transportation.  
 
G-1.42 DRAINAGE:  The Contractor shall maintain an unobstructed flow of the natural and artificial 

drains at all times, and in the event it is necessary during the prosecution of work to obstruct the 
free flow of either, the Contractor shall provide for flow of water in such manner that no damage 
shall result, or a nuisance be created. 

 
G-1.43 CLEANING UP: On the completion of any part of the work, the Contractor shall remove all 

surplus earth, materials of construction, debris, and refuse from the work as directed by the 
Engineer.  On the final completion of the work, all debris over the entire contract, which is a 
result of work by the Contractor, shall be moved or destroyed as directed by the Engineer. 

 
G-1.44 INCIDENTAL WORK:  The duties of the Contractor have been set out in these specifications in 

a broad manner, with the intent of bringing to the attention of the Contractor his responsibilities 
under the contract, and any details of the work not specifically mentioned, but obviously 
necessary for carrying on, and the completion of the work shall be considered incidental thereto, 
and as being a part of, and included with the work for which prices have been named in the 
proposal, and the Contractor will not be entitled to any additional compensation therefor. 
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G-1.45 CONTRACTOR'S CLAIM FOR DAMAGES:  In the event the Contractor is of the opinion that 
he should be compensated for damages sustained by reason of some act of the City, its agents or 
employees, the amount of such claims shall be itemized and a detailed report shall be furnished 
the Engineer by the Contractor within ten (10) days after the date it is claimed such damages were 
sustained.  If the Contractor fails to file his claim in the manner and within the time named, but 
presents such claim at a later date when it would be impossible to make a thorough investigation, 
such claims will be forfeited and invalidated, and payment of the alleged damages will be 
disallowed. 

 
G-1.46 EXTENSION OF TIME:  No extension of time will be made the Contractor for completing the 

work on account of ordinary and usual delays, such as the condition of the weather, and lack of 
material, accidents, and the occurrence of such will not relieve the Contractor from the necessity 
of maintaining the rate of progress agreed upon.  The City will have the right, upon the 
recommendation of the Engineer after investigation, to extend the time for completion when 
extraordinary delays or accidents of unusual nature are incurred over which the Contractor has no 
possible control; but such action on the part of the City shall not operate or be construed to waive 
any of the rights of the City under this Contract and the Performance Bond.  In the event the 
Contractor fails to complete the work in the specified time named in the proposal, and is 
permitted to continue and complete the work as if such time had not lapsed, such permission shall 
not be deemed a waiver in any respect by the City of any liability for extra expense thereby 
incurred arising from the noncompletion of said work, within the specified time, but such liability 
shall remain in full force against the Contractor. 

 
G-1.47 TIME FOR COMPLETION AND LIQUIDATED DAMAGES:  It is hereby understood and 

mutually agreed, by and between the Contractor and the City, that the date of beginning and the 
time for completion as specified in the contract of work to be done hereunder are ESSENTIAL 
CONDITIONS of this contract. 

 
 The beginning date of the construction period shall be ten (10) days following the date on the 

NOTICE TO PROCEED letter duly mailed by the Purchasing Manager to the contractors address 
indicated in the  bid documents. 

   
 The Contractor agrees that said work shall be prosecuted regularly, diligently, and uninterruptedly 

at such rate of progress as will ensure full completion thereof within the time specified.  It is 
expressly understood and agreed, by and between the Contractor and the City, that the time for 
the completion of the work described herein is a reasonable time for the completion of the same, 
taking into consideration the average climatic range and usual industrial conditions prevailing in 
this locality. 

 
 If the said Contractor shall neglect, fail or refuse to complete the work within the time herein 

specified, or any proper extension thereof granted by the City, then the Contractor does hereby 
agree, as a part consideration for the awarding of this contract, to pay to the City the amount 
specified in the contract, not as a penalty but as liquidated damages for such breach of contract as 
hereinafter set forth, for each and every calendar day that the Contractor shall be in default after 
the time stipulated in the contract for completing the work. 

  
 The said amount is fixed and agreed upon by and between the Contractor and the City because of 

the impracticability and extreme difficulty of fixing and ascertaining the actual damages the City 
would in such event sustain, and said amount is agreed to be the amount of damages which the 
City would sustain and said amount shall be retained from time to time by the City from current 
periodical estimates. 

 
 It is further agreed that time is of the essence of each and every portion of this contract and of the 

specification wherein a definite and certain length of time is fixed for the performance of any act 
whatsoever; and where under the contract an additional time is allowed for the completion of any 
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work, the new time limit fixed by such extension shall be to the essence of this contract.  
Provided, that the Contractor shall not be charged with liquidated damages or any excess cost 
when the City determines that the Contractor is without fault and the Contractor's reasons for the 
time extension are acceptable to the City; Provided further, that the Contractor shall not be 
charged with liquidated damages or any excess cost when the delay in completion of the work is 
due to any preference, priority or allocation order duly issued by the City. 

 
G-1.48 SALVAGED MATERIALS:  Any used materials removed from the site of the construction, such 

as granite curb, manhole and catch basin castings, pipe, fill materials, which materials will not be 
re-used under this contract, are the property of the City of Wilmington.  Pipe, curb, castings, etc., 
shall be carefully removed by the Contractor and delivered to the City Lot at Tenth and Fanning 
Streets, where a receipt will be given.  Excess fill material will be dumped on disposal areas 
indicated by the Engineer.  The Contractor will be charged with any salvaged materials which he 
cannot account for as having delivered, as specified. 

 
G-1.49 FINAL ESTIMATE:  The Engineer shall certify to the City in writing when, in his opinion, the 

Contractor has performed all that is set out in the contract and the specifications relative to the 
construction, and the Engineer shall show in such certificate the amount of work done from actual 
measurement, and the value of such work under and according to the prices named in the 
proposal.  The City, on acceptance of said certificate, shall pay unto the Contractor within thirty 
(30) days thereafter the amount remaining due, and that part of the estimate remaining unpaid and 
including all moneys retained in the monthly estimates and for other causes under the contract. 

 
 The acceptance by the Contractor of the final payment shall release the City of any and all claims, 

liabilities and obligations to the Contractor for any and all work done and materials furnished, or 
for any act of the City or its agents or employees affecting the same.  Before final payment is 
made, the Contractor shall submit an affidavit to the Engineer, stating that he has fully paid all 
bills for equipment, materials, or labor used on this project. 

 
G-1.50 INSPECTION AND TESTING MATERIALS:  Whenever in these contract documents, 

inspection and testing of materials is called for, the selection of bureaus, laboratories and/or 
agencies for such inspection and testing is subject to the approval of the Engineer. 

 
 G-1.50.1 Documentary evidence satisfactory to the Engineer that the materials have passed the 

required inspection and testing must be furnished to the City by the Contractor prior to the 
incorporation of such materials in the work, when required by the Engineer, and rejected 
materials must be promptly removed from the premises. 

 
 G-1.50.2 Wherever an outside testing laboratory is employed for testing of materials to be 

incorporated in this contract, the City of Wilmington shall employ and pay said laboratory for 
services rendered. 

 
G-1.51 CONTRACTOR'S USE OF PUBLIC WATER: The Contractor shall comply with all 

requirements of the Cape Fear Public Utility Authority for use of public water. 
 
G-1.52 PRECAUTIONS PRIOR TO AND DURING EXCAVATION OF ANY STREETS:  No 

excavation, tree removal or clearing shall be begun by the Contractor upon any street within the 
City, or any area upon which work is to be done under this contract until he has notified and 
arranged for an authorized representative of the utility companies and departments which 
maintain underground systems within the City of Wilmington (water, sewer, electric, telephone 
and gas) to go over all areas to be graded, excavated or cleared, and designate the location of all 
hidden or underground facilities, lines, cables, pipes, or other structures and adequately mark 
these for proper protection during the progress of the proposed construction.  The City will use its 
best offices to require that the owners of utilities which are in physical interference with the work 
relocate their utilities with utmost speed when these obstructions are encountered.  In case any 
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obstruction so located or placed as to interfere with the work, is unexpectedly encountered, the 
Contractor shall at once notify the Engineer of the locality and circumstances, and the place shall 
be passed over until satisfactory arrangements can be made.  The Contractor shall make no claim 
against the City for damages arising out of such a delay. 

 
 G-1.52.1 Any utility which requires relocation due to physical interference with the proposed 

construction will be required to be relocated by the owners by the City under its franchise 
agreement with the operators of said utility. 

 
 G-1.52.2 Any utility line which, in the opinion of the Engineer, does not require relocation due to 

physical interference with the proposed project shall be the responsibility of the Contractor to 
protect during the progress of the work.  In the event of damage to any such line upon which a 
repair cost is claimed, this claim shall be paid by the Contractor.  Where the utility owner has 
given incorrect or insufficient information to the Contractor as to the location of its underground 
lines, then the Contractor shall be relieved of the costs of repair, which shall then be borne by the 
utility company or operating department. 

 
 G-1.52.3  Under no circumstances, however, shall machine excavation, grading or cut of any 

nature be made in a street, or areas where high voltage underground cable or gas distribution 
lines, services, or mains are situated without the continuous presence of an authorized 
representative of the owning utility who is capable of "shutting down", "cutting off", 
discontinuing, or taking such other action as may be necessary to prevent a dangerous condition 
or occurrence of said utility lines, cables or facilities are damaged during such operations. 

  
 G-1.52.4 Should the location or position of any underground or surface obstruction be such that 

in the opinion of the Engineer its removal, replacement, realignment, or change is required for the 
prosecution of the work, and it shall be deemed desirable or expedient by the Engineer, the 
Contractor shall perform such work as may be required as Extra Work under this Contract.  (See 
G-1.25, G-1.26, G-1.27, and G1.28). 

 
G-1.53 RIGHTS-OF-WAY:  The City shall furnish all needed rights-of-way for the project, but in the 

event that any certain rights-of-way and grounds necessary for the purpose of this Contract be not 
acquired by the City until after the beginning of the work, the Contractor shall so arrange the 
procedure of work as to allow time for the acquisition of such rights-of-way, and the City will not 
reimburse, or be liable to the Contractor for any losses resulting from, or incident to, such delay.  
As soon as the rights-of-way in question have been acquired, the Contractor shall at once proceed 
with the work thereon with such forces as will insure its prompt completion, but if there is such 
delay in procuring the right-of-way in question that there will not remain a reasonable length of 
time before the date set for the completion of this particular work, this fact shall operate so as to 
extend the time for completion of the particular work affected and to compensate for the actual 
time lost. 

 
G-1.54 USE OF A PORTION OF THE WORK: Whenever, in the opinion of the Engineer, any portion of 

the work is completed, or is in an acceptable condition for use, it shall be used for the purpose 
intended.  Such use shall not be held in any way as an acceptance of that portion of the work 
used, or as a waiver of any of the provisions of these specifications.  Necessary repairs or 
renewals in any section of the work due to defective materials, defective workmanship, or natural 
causes, under the instructions of the Engineer shall be performed by the Contractor at no 
additional cost to the City. 

 
G-1.55 EXCISE TAX ON MATERIALS OR FEDERAL TRANSPORTATION TAX, EXEMPTION 

THEREON:  Wherever existing Federal Laws concerning Federal Excise Taxes and Federal 
Transportation Tax provide that the City of Wilmington is exempt from payment of such tax on 
items purchased by it, and these laws and regulations permit the extension of this exemption to 
the Contractors performing work for the City, the City will supply affidavits as to the existence 
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and nature of the Contract, as requested by the Contractor for his use in filing with his vendors 
and transportation agencies to make his purchases for work under this Contract exempt from such 
taxes; providing (1) that the Contractor shall have filed an affidavit with the City that his bid on 
this contract does not include any costs of said taxes, and (2) that the materials for which he will 
request exemption from tax will be only those materials, which upon completion of the Contract 
will have actually been incorporated into the work under this Contract, and upon receipt of final 
payment by the Contractor will become the property of the City of Wilmington. 

 
G-1.56 REQUIRED RECORDS ON SALES AND USE TAX:  In order that the City may substantiate a 

refund claim for sales and use taxes, the Contractor shall furnish the City certified statements in 
triplicate, setting forth the cost of building materials, supplies and fixtures, and equipment which 
become a part of, or are annexed to any building or structure being erected, altered, or repaired 
under contract with the City and the amount of sales and/or use taxes paid thereon. 

 
 In the event the Contractor makes several purchases from the same vendor, such certified 

statement must indicate the invoice numbers, the inclusive dates of the invoices, the total amount 
of the invoices and the sales and use taxes paid thereon.  Such statement must also include the 
cost of any tangible personal property withdrawn from the Contractor's warehouse stock which is 
incorporated in the work, and the amount of sales and use tax paid thereon by the Contractor.  
The Contractor shall also obtain similar certified statements by his Sub-contractors and submit 
them to the City. 

 
         Bidders are reminded that an additional Two percent (2%) North Carolina Sales Tax is now 

collected on all sales made within certain counties.  Purchases within these counties will require 
separate certified statements for this 2% tax.  This statement shall give the vendors name, invoice 
number, total amount of invoice, date of invoice, the amount of the special 2% tax paid and the 
County in which the purchase was made.  In the event that the Contractor wishes to file a 
combined certified statement showing the 4% tax and the 2% tax separately, this will be 
acceptable provided he gives the counties in which the 2% tax was paid. 

 
 This certified statement must be submitted to the City Engineer monthly, and all certified 

statements shall be submitted before final payment is made for work performed under this 
contract. 

 
G-1.57 SURFACE AND SUB-SURFACE STRUCTURES: The Contractor shall be held responsible for 

the proper replacement of all bridges, crossings, or like structures. 
 
 In case any pipe or other obstruction, located or placed so as to interfere with the work is 

unexpectedly encountered, the Contractor shall at once notify the Engineer of the locality and 
circumstances, and the place shall be passed over until satisfactory arrangement can be made, 
without any claim for damages arising from such delay. 

 
 Should the location or position of any underground or surface obstruction be such that, in the 

opinion of the Engineer it must be relocated, and he deems it desirable or expedient that the 
Contractor undertake the necessary work, the Contractor will undertake to accomplish such work 
as directed by the Engineer, as provided under the sections of these Specifications dealing with 
Extra Work. 

 
 The Contractor is to take all risks and shall be responsible for all expenses and damage attending 

the presence or proximity of any gas or water pipe, or public or private sewers or drains, conduits, 
or other structures located in such a manner as shall not, in the opinion of the Engineer, require 
shifting, accommodating, or removing. 

 
G-1.58 SETTLEMENT OVER EXCAVATION:  The Contractor shall be entirely responsible for all 

settlement over any and all trenches and excavations which may have been cut along the line of 
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his work at any time prior to the completion of his contract, and for a period of twelve (12) 
months after completion of his contract. 

 
G-1.59 TEMPORARY SUSPENSION OF WORK:  The Engineer shall have the authority to suspend the 

work, wholly or in part, for such period or periods as may be deemed necessary due to unsuitable 
weather, or other such conditions as are considered unfavorable for the suitable prosecution of the 
work, or for such time as is necessary due to the failure on the part of the Contractor to carry out 
orders given, or perform any or all provisions of the Contract.  If it should be necessary to stop 
work for an indefinite period, the Contractor shall store all materials necessary in such a manner 
that they will not deteriorate or become damaged in any way, and he shall take every precaution 
necessary to prevent damage or deterioration of the work performed, provide suitable drainage by 
opening ditches, shoulder drains, etc., and erect structures where necessary.  The Contractor shall 
not suspend the work without authority from the Engineer.  Neither the failure of the Engineer to 
notify the Contractor to suspend the work on account of bad weather, nor permission from the 
Engineer to continue work during bad weather shall be cause for the acceptance of any work 
which does not comply in every respect with the Contract and Specifications. 

 
G-1.60 EQUAL OPPORTUNITY REQUIREMENTS: The Contractor agrees that it will in carrying out 

the terms of this agreement, comply with the provisions of Executive Order 11246 entitled "Equal 
Employment Opportunity". 

 
 In complying with the provisions of Executive Order 11246, the Contractor agrees as 
 follows: 
 

(a)  The Contractor will not discriminate against any employee or applicant for 
employment because of race, color, religion, sex or national origin.  The Contractor will 
take affirmative action to ensure that applicants are employed, and that employees are 
treated during employment without regard to their race, color, religion, sex or national 
origin.  Such action shall include, but not be limited to the following: Employment, 
upgrading, demotion, or transfer; recruitment or recruitment advertising; layoff or 
termination; rates of pay or other forms of compensation; and selection for training, 
including apprenticeship.  The contractor agrees to post in conspicuous places, available 
to employees and applicants for employment, notices to be provided setting forth the 
provisions of this nondiscrimination clause. 

 
(b)  The Contractor will in all solicitations or advertisements for employees placed by or 
on behalf of the Contractor, state that all qualified applicants will receive consideration 
for employment without regard to race, color, religion, sex or national origin. 

 
(c)  The Contractor will send to each labor union or representative of workers with which 
he has a collective bargaining agreement or other contract or understanding, a notice to 
be provided advising the said labor union or worker representatives of the Contractor's 
commitments under this section and shall post copies of the notice in conspicuous places 
available to employees and applicants for employment. 

 
(d)  The Contractor will comply with all provisions of Executive Order 11246 of 
September 24, 1965, and of the rules, regulations, and relevant orders of the Secretary of 
Labor. 

 
(e)  The Contractor will furnish all information and reports required by Executive Order 
11246 of September 24, 1965, and by rules, regulations, and orders of the Secretary of 
Labor, or pursuant thereto, and will permit access to his books, records and accounts by 
the Department of Housing and Urban Development and the Secretary of Labor for 
purposes of investigation to ascertain compliance with such rules, regulations and orders. 
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(f)  In the event of the contractor's noncompliance with the nondiscrimination clauses of 
this contract or with any of the said rules, regulations, or orders, this contract may be 
canceled, terminated, or suspended in whole or in part and the contractor may be declared 
ineligible for further federally assisted construction contracts in accordance with 
procedures authorized in Executive Order 11246 or September 24, 1965, or by rule, 
regulation, or order of the Secretary of Labor, or as otherwise provided by law. 

 
(g)  The Contractor will include the provisions of paragraphs (a) through (g) in every 
subcontract or purchase order unless exempted by rules, regulations, or orders of the 
Secretary of Labor issued pursuant to Section 204 of Executive Order 11246 of 
September 24, 1965, so that such provisions will be binding upon each subcontractor or 
vendor. 

 
(h)  EXEMPTIONS TO EQUAL OPPORTUNITY CLAUSE:  (1) Contracts and sub-
contracts not exceeding $10,000.00 (other than Government bills of lading) are exempt.  
The amount of the contract, rather than the amount of the Federal Financial Assistance 
shall govern in determining the applicability of this exemption.  (2)  Except in the case of 
sub-contractors for the performance of construction work at the site of construction, the 
clause shall not be required to be inserted in sub-contracts below the second tier.  (3)  
Contracts and sub-contracts not exceeding $100,000.00 for standard commercial supplies 
or raw materials are exempt. 

 
G-1.61 SAFETY: The contractor and each of his subcontractors shall comply at all times with all 

regulations of the Occupational Safety and Health Administration and all labor laws and 
regulations of the State of North Carolina applicable to safety.  Such standards include 29 CFR 
Part 1926 and applicable standards from 29 CFR Part 1910 of the Code of Federal Regulations. 

 
 The contractor and each of his subcontractors shall maintain adequate protection against damage 

to life and property during the work and shall provide and maintain all necessary protective 
devices until completion and acceptance of the work by the City. 

 
 In any emergency threatening life or property not considered by the contractor as coming under 

the provisions provided in this Section G-1.61 the contractor may act at his own discretion to 
prevent or alleviate the threatening situation without authorization by the City. 

 
G-1.62 Contractor shall obtain building, electrical, mechanical and plumbing permits for all work under 

the Contract.  There will be no fee for obtaining these permits. 
 
G-1.63 GENERAL CONTRACTOR: In the event the bid and subsequent contract require separate prime 

contractors for the various phases of the  work, the Contractor receiving the GENERAL 
CONSTRUCTION contract shall act as the General Contractor for the project in regards to 
scheduling of the work and other duties generally carried out by the General Contractor. 

 
G-1.64 PLANS AND SPECIFICATIONS: All firms receiving award on a section of the contract shall 

receive free of charge from the City of Wilmington two (2) complete sets of plans and 
specifications for the project.  For Single prime contracts involving multiple subcontractors, the 
primary subcontractors (HCAC, Plumbing, and Electrical or specialty item specifically bid as a 
separate item) shall receive up to two (2) complete sets of plans and specifications. Any further 
sets required by the contractor shall be charged to the contractor at the cost of reproduction. 

 
G-1.65 DISPUTES: Any disputes in excess of $15,000 shall be processed in accordance with Section 

13 of the contract. 
 
 
Rev. 2/02
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STATE OF NORTH CAROLINA                               CONTRACT NO: ALLE-IH-0926 
 
NEW HANOVER COUNTY                       
 
 

CONTRACT FOR CONSTRUCTION SERVICES 
 

 THIS CONTRACT, made and entered into on the date executed by all parties, by and between the 

CITY OF WILMINGTON, NORTH CAROLINA, a Municipal Corporation located in New Hanover 

County (hereinafter called "CITY"); and 1.  a corporation organized under the laws of the State of 

_______________; 2.  a non-profit corporation organized under the laws of the State of 

______________; 3.  an unincorporated association having its principal place of business in 

______________; 4.  a resident of _______________; or 5.  owner of a partnership organized under the 

laws of the State of ________________, with its principal offices in _____________________________ 

(hereinafter called "CONTRACTOR"). 

 

W I T N E S S E T H: 
1. Purpose 
 
  The CITY hereby employs the CONTRACTOR to furnish all labor, materials and 

equipment to perform all work in manner and form as specified by the attached plans, 
specifications and documents consisting of, but not limited to:  Advertisement, Instructions to 
Bidders, General Conditions, Technical Specifications, Proposal and Affidavit, Contract and 
Performance and Payment Bonds, which are incorporated as if fully set out, for the following:   

 
 RE-BID DOWNTOWN ALLEY IMPROVEMENTS as specified herein and, on 
the plans, specifications, contract documents, drawings, addenda and change 
orders (if any). 
 

             Project Description: The project generally consists of storm drainage improvements, alley surface 
demolition, and brick paver installation at Quince Alley and Henderson Alley in historic 
downtown Wilmington. 

 
 

 
2. Term of Contract/Liquidated Damages 
 

 The CONTRACTOR shall commence the work to be performed under this contract within 
ten (10) days of receipt of a written order from the Purchasing Manager and shall complete all 
work hereunder within 180 calendar days of the date of beginning.   The CONTRACTOR further 
agrees to pay, as liquidated damages, (SEE SECTION T-15.04 OF THE SPECIAL 
CONDITIONS) thereafter as hereinafter provided in Paragraph G-1.47 of the General Conditions.  
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3. Extra Work 
 
  In the event extra work is necessary, not set forth or contemplated in this contract, the 

CONTRACTOR agrees to faithfully perform all such work under a written change order from the 
CITY, setting forth and describing fully the work to be done.  The CITY hereby agrees to pay to 
the CONTRACTOR, for any such extra work, upon presentation of properly prepared, itemized 
statements of cost computed as follows: 
 (a) The CONTRACTOR shall be allowed to charge for labor used at the actual payroll 
charges during the time actually spent on extra work, (b)  He shall be allowed to add on labor 
charges the percentage shown in Paragraph 8 of the Proposal for Workmen's Compensation 
Insurance, Social Security and other payroll charges, (c)  The rate for such equipment, this hourly 
rate to be for operating hours only, (d)  The CONTRACTOR shall be allowed to charge for 
material purchased by him and used on extra work orders the amount charged to him by the vendor 
upon presentation of paid invoices, (e)  The CONTRACTOR shall be allowed to add to the costs of 
said work arrived at enumerated above ten (10%) percent of materials, cost of equipment and 
actual payroll cost for overhead and profit.     

 
4. Payment 
 

4.1 The CITY agrees to pay to the CONTRACTOR for the faithful performance of this contract, 
subject to any additions or deductions as provided for in the Specifications or Proposal, and 
in accordance with the prices as set forth, subject to any additions which may be due under 
Paragraph 3 of this Agreement, Unit Prices and/or lump sum price, as set forth in the 
Proposal, the estimated total cost of ___________________________________________ 
($_________________________________) 

 
4.2 Not later than 30 work days after receipt of a City approved invoice the City will make 

partial payment to the Contractor on the basis of a duly certified approved estimate by the 
City Engineer of the work performed during the preceding calendar month by the 
Contractor, and the value of the materials on the job, but not installed,  less ten (5%) percent 
of the amount of such estimate, which is to be retained by the CITY until all work has been 
performed strictly in accordance with this contract and until such work is accepted by the 
CITY. 

  
 4.3 Invoices, or estimates or the cost of work performed, through June 30th, must be received by 
  the 10th calendar day of July. 

 
4.4 Upon submission by the CONTRACTOR of evidence satisfactory to the CITY that all 

payrolls, materials, bills and any other liabilities or costs incurred by the CONTRACTOR in 
connection with the construction of this work has been paid in full, final payment on 
account of this contract shall be made within thirty (30) days after completion by the 
CONTRACTOR of all work covered by this agreement and the acceptance of such work by 
the CITY. 

 
5. Performance Bond 
 
  It is agreed that if, at any time after the execution of this contract and the surety bond 

attached for its faithful performance, the CITY shall deem the surety or sureties upon such bond to 
be unsatisfactory, or if for any reason such bond ceases to be adequate to cover the performance of 
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the work, the CONTRACTOR shall, at his expense, within five days after receipt of notice from 
the CITY to do so, furnish an additional bond or bonds in such form and amount, and with such 
surety, or sureties, as shall be satisfactory to the CITY. 

 
 
 
6. Insurance; Proof of Coverage 
 

 The CONTRACTOR shall take out and maintain, during the life of this contract, all 
insurance required under Paragraph G-1.06 of the General Provisions, and shall, at execution of 
this contract, attach to each of the counterparts thereof documentary proof of compliance in the 
form of a Certificate from his insurer, stating the amount, policy numbers, and kinds of insurance 
carried.  This certificate shall also contain a statement by the insurer that he will notify the City of 
Wilmington by Registered Mail twenty (20) days prior to any cancellation or lapse of the insurance 
shown on this certificate.  It is further agreed that the CONTRACTOR shall furnish the CITY with 
one memorandum copy of the policy, or policies, shown on this certificate at the time of the 
signing of this contract. 

 
 
 
7. Guarantee 
 

 The CONTRACTOR hereby agrees to guarantee, for a period of one year after date of final 
payment, the work accomplished under this Contract.  The CONTRACTOR agrees to repair at no 
cost to the CITY any defects due to faulty workmanship or materials which may appear in his work 
during this period. 

 
8. Release and Indemnity 
 

 To the fullest extent permitted by law, the CONTRACTOR shall release, indemnify, keep 
and save harmless the CITY, its agents, officials and employees, from any and all responsibility or 
liability for any and all damage or injury of any kind or nature whatever (including death resulting 
therefrom) to all persons, whether agents, officials or employees of the CITY or third persons, and 
to all property proximately caused by, incident to, resulting from, arising out of, or occurring in 
connection with, directly or indirectly, the performance or nonperformance by CONTRACTOR (or 
by any person acting for the CONTRACTOR or for whom the CONTRACTOR is or is alleged to 
be in any way responsible), whether such claim may be based in whole or in part upon contract, 
tort (including alleged active or passive negligence or participation in the wrong), or upon any 
alleged breach of any duty or obligation on the part of the CONTRACTOR, its agents, officials 
and employees or otherwise.  The provisions of this Section shall include any claims for equitable 
relief or for damages (compensatory or punitive) against the CITY, its agents, officials, and 
employees including alleged injury to the business of any claimant and shall include any and all 
losses, damages, injuries, settlements, judgments, decrees, awards, fines, penalties, claims, costs 
and expenses. Expenses as used herein shall include without limitation the costs incurred by the 
CITY, its agents, officials and employees, in connection with investigating any claim or defending 
any action, and shall also include reasonable attorneys' fees by reason of the assertion of any such 
claim against the CITY, its agents, officials or employees.  The CONTRACTOR expressly 
understands and agrees that any performance bond or insurance protection required by this 
agreement, or otherwise provided by the CONTRACTOR, shall in no way limit the 
CONTRACTOR'S responsibility to release, indemnify, keep and save harmless and defend the 
CITY as herein provided.  The intention of the parties is to apply and construe broadly in favor of 
the CITY the foregoing provisions subject to the limitations, if any, set forth in N.C.G.S. 22B-1. 

 
9. Personnel 
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 It is mutually agreed that CONTRACTOR is an independent contractor and not an agent of 
the CITY, and as such the CONTRACTOR shall not be entitled to any CITY employment benefits, 
such as, but not limited to, vacation, sick leave, insurance, workmen's compensation, or pension 
and retirement benefits. 

 
 
10. Conflict of Interest 

 
 No paid employee of the CITY shall have a personal or financial interest, direct or indirect, 
as a contracting party or otherwise, in the performance of this agreement. 

 
11. Non-Waiver of Rights 
 

 It is agreed that the CITY'S failure to insist upon the strict performance of any provision of 
this agreement, or to exercise any right based upon a breach thereof, or the acceptance of any 
performance during such breach, shall not constitute a waiver of any rights under this agreement. 
 

12.       Suspension or Termination of Agreement 
 

 12.1 In the event that review of Contractor's performance shows non-conformance to the attached 
scope of service or other terms or conditions contained herein as a result of the Contractor's 
errors, omissions or negligent acts, the contractor shall be in breach of this Agreement and 
the City may take corrective action as it deems necessary including, but not limited to, 
withholding or reduction of payment. 

 
  12.2 The City shall also have the right to suspend this Agreement upon written notice to the 

Contractor.  Such suspension may be made for any of the following reasons:  (a) violations 
or non-compliance with the contract terms, (b) violations of OSHA laws or regulations, (c) 
violations of Federal or State environmental and health laws or regulations, (d) operating 
City valves without permission, (e) moving City supplied water meters without permission, 
(f) failure to adequately plan for the protection of underground utilities during construction, 
(g) violation of any City ordinances or regulations or (h) verbal abuse of any City employees 
or others.  In addition, any such violations may result in the Contractor being disqualified 
from bidding on future City projects. The written notice of suspension shall state the reasons 
for suspension and allow for a review period of ten (10) days during which the Contractor 
shall be provided with an opportunity to respond with an explanation or a justification, 
and/or shall undertake any reasonable remedial action required by the City. If, in the opinion 
of the City, the Contractor has not addressed the reasons for suspension at the completion of 
the ten (10) day suspension period, the City shall have a right to terminate this Agreement 
whereupon all obligations of the City to the Contractor shall cease.  

 
 12.3 The City may, at any time, terminate this contract for the City's convenience and without 

cause.  Upon receipt of written notice from the City of such termination for the City's 
convenience, the Contractor shall (a) cease operations as directed by the City in the notice; 
(b) take actions necessary, or that the City may direct, for the protection and preservation of 
the work; and (c) except for work directed to be performed prior to the effective date of 
termination stated in the notice, terminate all existing sub- contracts and purchase orders and 
enter into no further sub-contracts and purchase orders.  In the event that this project is 
terminated for the convenience of the City, the Contractor shall be paid for services 
performed to the date of termination and costs incurred by reason of such termination, but 
such costs shall not include anticipated profit on unperformed work.  (In no event will the 
amount due contractor in the event of termination for convenience exceed that amount set 
forth in Paragraph 4.1 of this Agreement.  Contractor shall be paid for all reimbursables, as 
defined herein, which are due him.) 
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 12.4 If after notice of termination of this contract under the provisions of Paragraph 12.2, it is 
determined for any reason that the Contractor was not in default under the provisions of such 
paragraph, or that the default was excusable under the provisions of this contract, the rights 
and obligations of the parties shall be the same as if the notice of termination had been 
issued by the City for convenience as set forth in Paragraph 12.3. 

 
12.5 Nothing contained herein shall prevent the City from pursuing any other remedy which it       

may have against the Contractor including claims for damages. 
 

13. Contract Disputes 
 

In accordance with G.S. 143-128.1(8) the parties agree to mediate contract disputes in excess 
of $15,000.00.  Within ten (10) days of such contract disputes, the parties shall select a mediator 
that is certified pursuant to all of the parties involved in the dispute.  If the parties cannot agree on 
a mediator or do not timely select a mediator, the City shall select the mediator.  The parties and 
the mediator shall agree upon the mediator's rate of compensation.  The parties to the dispute shall 
share in the payment of the mediator's compensation with the City paying a minimum of one-third 
of the compensation if the City is a party to the dispute. 

14. Assignment of Agreement 
  

 It is mutually agreed by the parties hereto that this agreement is not transferable by either 
party to this agreement without the consent of the other party to this agreement.   

 
15. Subcontracts 
 

 The CONTRACTOR shall utilize no subcontracts for carrying out the services to be 
performed under this agreement without the written approval of the CITY. 

 
16. Entire Agreement 
 

 The agreement constitutes the entire understanding of the parties. 
 
17. Binding Effect 

 
 The agreement shall be binding upon the heirs, successors, assigns, agents, officials, 
employees, independent contractors, and subcontractors of the parties. 

 
18. Continuing Obligation 
 

 The parties will make and execute all further instruments and documents required to carry 
out the purposes and intent of the agreement. 

 
19. Reference 
 
  Use of the masculine includes feminine and neuter, singular includes plural; and captions 

and headings are inserted for convenience of reference and do not define, describe, extend or limit 
the scope of intent of the agreement. 

 
20. Interpretation 
 

 All of the terms and conditions contained herein shall be interpreted in accordance with the 
laws of the State of North Carolina.  In the event of a conflict between the various terms and 
conditions contained herein or between these terms and other applicable provisions, then the more 
particular shall prevail over the general and the more stringent or higher standard shall prevail over 
the less stringent or lower standard. 
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21.      Saving Clause 
 

 If any section, subsection, paragraph, sentence, clause, phrase or portion of this contract is 
for any reason held invalid, unlawful, or unconstitutional by any court of competent jurisdiction, 
such portion shall be deemed severable and such holding shall not affect the validity of the 
remaining portions hereof. 

 
22. Other Laws and Regulations 
 

         CONTRACTOR will comply with any and all applicable federal, state and local standards, 
regulations, laws, statutes and ordinances including those regarding toxic, hazardous and solid 
wastes and any pollutants; public and private nuisances; health or safety; and zoning, subdivision 
or other land use controls. CONTRACTOR will take all reasonably necessary, proper or required 
safety, preventative and remedial measures in accordance with any and all relations and directives 
from the North Carolina Department of Human Resources, the United States Environmental 
Protection Agency, the North Carolina Department of Environmental Quality, Health Departments, 
and any other federal, state or local agency having jurisdiction, to insure the prompt prevention or 
cessation (now or in the future) of violations of either the applicable provisions of such standards, 
regulations, laws, statutes, and ordinances or any permits or conditions issued thereunder.  
CONTRACTOR specifically acknowledges and agrees that CONTRACTOR, and any 
subcontractors it uses, has complied with and shall continue to comply with the provisions of the 
federal E-Verify program in compliance with Article 2 of Chapter 64 of the North Carolina 
General Statutes. CONTRACTOR shall maintain adequate safeguards with respect to sensitive 
customer information in conformance with and pursuant to 16 C.F.R. §681.1 and in accordance 
with N.C. Gen. Stat. §132-1.10 and §75-65.  
 

23. Amendments 
 

 This agreement shall not be modified or otherwise amended except in writing signed by the 
parties. 
 

24. Non-Discrimination 
 
  CONTRACTOR will take affirmative action not to discriminate against any employee or 

applicant for employment or otherwise illegally deny any person participation in or the benefits of 
the program which is the subject of this agreement because of race, creed, color, sex, age, disability 
or national origin.  To the extent applicable, CONTRACTOR will comply with all provisions of 
Executive Order No. 11246, the Civil Rights Act of 1964, (P.L. 88-352) and 1968 (P.L. 90-284), 
and all applicable federal, state and local laws, ordinances, rules, regulations, orders, instructions, 
designations and other directives promulgated to prohibit discrimination.  Violation of this 
provision, after notice, shall be a material breach of this agreement and may result, at CITY'S 
option, in a termination or suspension of this agreement in whole or in part. 

 
25. Authority to Act    
    

          Each of the persons executing this Agreement on behalf of CONTRACTOR does hereby 
covenant, warrant and represent that the CONTRACTOR is a duly organized and validly existing 
legal entity authorized to transact business within the State of North Carolina, that the 
CONTRACTOR has full right and authority to enter into this Agreement, and that each and all 
persons signing on behalf of the CONTRACTOR were authorized to do so.   
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26. Counterparts. 
 
This Agreement may be executed in several counterparts, including separate counterparts. Each shall be 
an original, but all of them together constitute the same instrument. 
 
 
 
 
27. No Publicity.  
 
No advertising, sales promotion or other materials of the CONTRACTOR or its agents or representations 
may identify or reference this Contract or the CITY in any manner absent the written consent of the 
CITY. Notwithstanding the forgoing, the parties agree that the CONTRACTOR may list the CITY as a 
reference in responses to requests for proposals and may identify the CITY as a customer in presentations 
to potential customers. 
 
 
 
28. Immunity Not Waived  
 
  This Agreement is governmental in nature, for the benefit of the public.  CONTRACTOR 
acknowledges that City reserves all immunities, defenses, rights or actions arising out of City’s sovereign 
status under applicable law. No waiver of any such immunities, defenses, rights or actions shall be 
implied or otherwise deemed to exist by reason of City’s entry into this Agreement. 
 
29. CITY Not Liable For Special or Consequential Damages.  
 
The CITY shall not be liable to the CONTRACTOR, its agents or representatives or any subcontractor for 
or on account of any stoppages or delay in the performance of any obligations of the CITY, or any other 
consequential, indirect or special damages or lost profits related to this Contract. 
 
30. Public Records.  
 
CONTRACTOR acknowledges that the CITY is a public entity, subject to North Carolina’s public 
records laws (N.C.G.S. § 132) and that any documents related to this Agreement may be subject to 
disclosure pursuant to state law in response to a public records request or to subpoena or other judicial 
process.  
 
If CONTRACTOR believes documents related to the Agreement contain trade secrets or other proprietary 
data, CONTRACTOR must notify the CITY and include with the notification a statement that explains 
and supports CONTRACTOR’S claim. CONTRACTOR also must specifically identify the trade secrets 
or other proprietary data that CONTRACTOR believes should remain confidential.  
 
In the event the CITY determines it is legally required to disclose pursuant to law any documents or 
information CONTRACTOR deems confidential trade secrets or proprietary data, the CITY, to the extent 
possible, will provide CONTRACTOR with prompt written notice by certified mail, fax, email, or other 
method that tracks delivery status of the requirement to disclose the information so CONTRACTOR may 
seek a protective order from a court having jurisdiction over the matter or obtain other appropriate 
remedies. The notice will include a time period for CONTRACTOR to seek court ordered protection or 
other legal remedies as deemed appropriate by CONTRACTOR. If CONTRACTOR does not obtain such 
court ordered protection by the expiration of said time period, the CITY may release the information 
without further notice to CONTRACTOR.   
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  IN WITNESS WHEREOF, the CITY has caused this agreement to be duly executed in its 
name and behalf and the CONTRACTOR has caused this agreement to be duly executed in its name and 
behalf and its corporate seal to be hereunto affixed, and attested to.   
   
       CITY OF WILMINGTON, NORTH CAROLINA 
 
 
       BY: __________________________________ 
               Becky Hawke, City Manager 
 
                                                                             Date: ______________________ 
 
 
WITNESS: 
 
 
________________________________ 
Daryle L. Parker, Purchasing Manager 
            
 
 
APPROVED AS TO FORM: 
 
 
________________________________ 
Ginna Essey, Assistant City Attorney 
 
                                                 FINANCE OFFICER’S CERTIFICATION STATEMENT 
 
 This instrument has been preaudited in the manner required by the Local Government Budget and  
 
Fiscal Control Act this the _______ day of _______________, 2026. 

 
 

____________________________________ 
Martha Wayne, Chief Financial Officer 
 
 
 
Project String: _______________ 
 
Org./Obj.       
 
Amount of Contract $    
 
Req.No.:            
 
Federal ID Number:   56-6000239  
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      _______________________________________ 
 
 
       BY: _________________________________________ 
          
          
 
 
ATTEST: 
 
 
________________________________ 
Secretary, Assistant Secretary, 
Trust Officer 
         (CORPORATE SEAL) 
 
 
STATE OF _______________________ 
 
COUNTY OF _____________________ 
 
 I, ______________________________, a Notary Public, certify that  
   (Name) 
____________________________________________________ personally came before me this day and 
(Name of Sec., Assist. Sec., Cashier, Assist. Cashier) 
 
acknowledged that he (she) is _____________________________________________________ of  
     (Secretary, Assist. Sec., Cashier, Assist. Cashier)  
 
_____________________________________, a corporation, and that by authority duly given and 
  (Name of Corporation) 
 
as the act of the corporation, the foregoing Contract:  Page C-10, Performance Bond:  Page C-11, and  
 
Payment Bond:  Page C-12 were signed in its name by its  
 
_________________________________________, sealed with 
 (President or Vice President) 
 
its corporate seal, and attested by himself (or herself) as its  
 
____________________________________________. 
 (Sec., Assist. Sec., Cashier, Assist. Cashier) 
 
 WITNESS my hand and official seal, this the ______ day of ________________, 2026. 
 
 
        ______________________________________________ 
           Notary Public 
 
My Commission expires: _______________________ 
 
 
          (NOTARY SEAL) 
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PERFORMANCE BOND 

 
CITY OF WILMINGTON, NORTH CAROLINA 

 
PRINCIPAL:           _________________________________________________ 
 
SURETY:                _________________________________________________ 
 
BOND AMOUNT:  _________________________________________________ 
 
                                ______________________DOLLARS ($_______________) 
 
BOND DATE:                  _______________________ 
 
CONTRACT NUMBER:  _______________________ 
 
 "KNOW ALL MEN BY THESE PRESENTS, That we, the PRINCIPAL AND SURETY above 
named, are held and firmly bound unto the CITY OF WILMINGTON, NORTH CAROLINA, hereinafter 
called the CITY, in the penal sum of the amount stated above for the payment of which sum well and 
truly to be made, we bind ourselves, our heirs, executors, administrators, and successors, jointly and 
severally, firmly by these presents. 
 "THE CONDITION OF THIS OBLIGATION IS SUCH that whereas the Principal entered into a 
certain contract with the CITY, numbered as shown above and hereto attached: 
 "NOW, THEREFORE, if the Principal shall well and truly perform and fulfill all the undertakings, 
covenants, terms, conditions, and agreements of said contract during the original term of said contract and 
any extensions thereof that may be granted by the CITY, with or without notice to the Surety, and during 
the life of any guaranty required under the contract, and shall also well and truly perform and fulfill all the 
undertakings, covenants, terms, conditions, and agreements of any and all duly authorized modifications 
of said contract that may hereafter be made, notice of which modifications to the Surety being hereby 
waived, then, this obligation to be void, otherwise to remain in full force and virtue. 
 "IN WITNESS WHEREOF, the above-bounden parties have executed this instrument under their 
several seals on the date indicated above, the name and corporate seal of each corporate party being 
hereto affixed and these presents duly signed by its undersigned representative, pursuant to authority of its 
governing body." 
 
                                        (CORPORATE SEAL) 
 
ATTEST: 
                                        PRINCIPAL: _____________________________ 
______________________________________ 
                     Secretary                              By: _____________________________ 
 
                                              Title: _____________________________ 
 
                                             SURETY: _____________________________ 
WITNESS: 
                                                   By: _____________________________ 
 
______________________________________            Title: _____________________________ 
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PAYMENT BOND 
 

CITY OF WILMINGTON, NORTH CAROLINA 
 
PRINCIPAL:    _________________________________________________ 
 
SURETY:        _________________________________________________ 
 
BOND AMOUNT:  _________________________________________________ 
 
               _______________________DOLLARS ($_______________) 
 
BOND DATE:          _______________________ 
 
CONTRACT NUMBER:  _______________________ 
 
 "KNOW ALL MEN BY THESE PRESENTS, That we, the PRINCIPAL AND SURETY above 
named, are held and firmly bound unto the CITY OF WILMINGTON, NORTH CAROLINA, hereinafter 
called the CITY, in the penal sum of the amount stated above for the payment of which sum well and 
truly to be made, we bind ourselves, our heirs, executors, administrators, and successors, jointly and 
severally, firmly by these presents. 
 
 "THE CONDITION OF THIS OBLIGATION IS SUCH that whereas the Principal entered into a 
certain contract with the CITY, numbered as shown above and hereto attached: 
 
 "NOW, THEREFORE, if the Principal shall promptly make payment to all persons supplying labor 
and material in the prosecution of the work provided for in said contract, and any and all duly authorized 
modifications of said contract that may hereafter be made, notice of which modifications to the Surety 
being hereby waived, then this obligation to be void; otherwise to remain in full force and virtue. 
 
 "IN WITNESS WHEREOF, the above-bounden parties have executed this instrument under their 
several seals on the date indicated above, the name and corporate seal of each corporate party being 
hereto affixed and these presents duly signed by its undersigned representative, pursuant to authority of its 
governing body." 
 
                                        (CORPORATE SEAL) 
 
ATTEST: 
                                        PRINCIPAL: _____________________________ 
_____________________________________ 
             Secretary                              By: _____________________________ 
 
                                              Title: _____________________________ 
 
                                             SURETY: _____________________________ 
WITNESS: 
                                                   By: _____________________________ 
 
_____________________________________     Title: _____________________________ 
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(TO BE EXECUTED ON BEHALF OF SURETY AGENT) 
 
STATE OF _______________________ 
 
COUNTY OF _____________________ 
 
 On this the ________ day of __________________, 2026 before me the subscriber, Notary  
 
Public of the State of _________________, in and for the County of ____________________________,  
 
duly commissioned and qualified came ___________________________________________________,  
 
to me personally known, and to me personally known to be the individual who executed the foregoing  
 
Payment Bond and Performance Bond:  Pages C-9 and C-10, and he acknowledges the execution of the  
 
same, and being by me duly sworn deposes and says that he has Power-of-Attorney from _____________  
 
___________________________________________________________________________________,  
 
with their principal offices at _____________________________________, to execute the preceding  
 
instruments in the amount specified in the Payment Bond and Performance Bond on their behalf, that his  
 
signature was duly affixed and he subscribed to the said Payment Bond and Performance Bond by  
 
authority and direction of said corporation. 
 
 IN WITNESS, I have hereunto set my hand and affixed my official seal at the City of  
 
__________________________, the day and year first above written. 
 
 
My Commission expires:                __________________________________ 
                                                Notary Public 
_______________________ 
 
              (SEAL) 
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POWER OF ATTORNEY 
 

DOCUMENTS 
 
 
 
       (Attached hereto original or validated documents which give to  
         individual who signed Contract Bond Power of Attorney for Surety) 
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INSURANCE CERTIFICATES 
 
 
 
            (Staple Insurance Certificates as required  
      under Paragraph G-1.06 to this sheet) 
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CITY OF WILMINGTON 
 
NORTH CAROLINA                    

 
PROPOSAL 

FOR 
DOWNTOWN ALLEY IMPROVEMENTS 

PROJECT NO.  2TRST2110 
CONTRACT NO.  ALLE-IH-0926 

 
1. The undersigned, having carefully examined the site of the proposed work, the entire Bidding 

Document, including but not limited to the Advertisement, Special Notice, General Provisions, 
Technical Specifications, Federal Requirements (if any), Contract and Plans and/or Standard 
Details attached hereto, all of which are fully understood and hereby agreed to, proposes to 
furnish all materials, labor, equipment and plant necessary to complete in-place the specified 
improvements, in strict accordance with the above mentioned bidding documents. 

 
2. Where an interpretation as to specifications is necessary, or as to the character of the work 

performed, or as to further instructions relating to the work, before or during construction, the 
undersigned bidder hereby agrees that (hereinafter called "ENGINEER") shall be the authority 
and his word shall be final. 

 
3. The prices, as stated, are for the work completed and also to include all charges and expenses for 

furnishing all labor, materials, equipment and plant for completing the specified work in the 
manner specified in the specifications, and according to the instructions of the ENGINEER, 
unless otherwise shown in the Proposal. 

 
4. If awarded this contract, the undersigned agrees to begin construction on the date to be specified 

in the written order by the Purchasing Manager, and to complete all work within 180 calendar 
days of the date of beginning.  The CONTRACTOR further agrees to pay, as liquidated damages, 
(SEE SECTION T-15.04 OF THE SPECIAL CONDITIONS) for each consecutive calendar 
day thereafter as hereinafter provided in paragraph G-1.47 of the General Conditions. 

 
5. The undersigned hereby certifies that this Proposal is made without connection with any person 

or persons making bids or proposals for the above work, and that the bid is in all respects fair and 
without collusion or fraud. 

 
6. The undersigned further agrees that in case of failure on his part to execute the said contract and 

bond within ten (10) consecutive calendar days after written notice of award of the contract by the 
Purchasing Manager , the check or bid bond, or both, accompanying this bid and the monies 
payable thereon shall be paid into the funds of the City of Wilmington, North Carolina, as 
liquidated damages for such failure; otherwise the check and/or bid bond accompanying this 
Proposal shall be returned to the undersigned. 
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7. The undersigned understands and agrees that if awarded this contract he will execute the contract 
and post a Performance Bond and Payment Bond to the extent of one hundred percent (100%) of 
the amount of this contract. 

 
8. The undersigned understands and agrees that all extra work shall be done and paid for as provided 

under the applicable sections of the specifications.  In the event that extra work is necessary, the 
percentage to be added to the actual payroll cost to cover Social Security, small hand tools, office 
overhead on labor management only, Workmen's Compensation Insurance and other insurance 
for labor costs shall be 5% percent. 

 
All extra work shall be done using actual payroll and material costs, and a profit of ten percent 
(10%) of the total cost shall be added thereto.  All items of materials shall be billed to the CITY 
on the extra work invoice, and a delivery slip from the vendor shall be submitted therewith to  
verify actual cost.  No additional profit will be allowed on materials other than the normal overall  
ten percent (10%) above stated.  Items not provided for above shall be agreed upon between the 
CONTRACTOR and the ENGINEER prior to invoicing. 

 
9. The undersigned understands that, if awarded this contract, he must guarantee, for a period of one 

year after date of final payment, all work accomplished under this contract to the extent that he 
will repair any defects due to faulty workmanship, or materials which may appear in his work 
during this period. 

 
10. The undersigned supplies the information recorded below for use in the preparation of the 

contract documents, in event of contract award: 
 

10.1 Please indicate type of business organization: 
 

(a) Proprietorship __________________ 
  (b) Partnership  __________________ 
  (c) Corporation  __________________ 
  (d) Limited Liability Co. _________________ 
 

10.2 If business is a Corporation, please answer the following questions: 
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Name and title of officers, authorized by Corporate Resolution, who will execute the 
contract on behalf of corporation (generally President and Secretary). 

 
 
Firm is incorporated in what state? 

 
             _______________________________________________________________________ 
 
  If firm is a foreign corporation, does firm have a certificate of authority from     
  the North Carolina Secretary of State?  ________________  
 

10.3 If business is a Partnership, please answer the following: 
 

Name in full or all general partners and addresses: 
 

_________________________________________________________________   Is this 
a limited or general partnership? _________________ 
 
If a limited partnership, what is state of registration?  ____________________ 
 
If business is a foreign limited partnership, does business have a certificate of authority 
from the North Carolina Secretary of State? _________________ 
 

    10.4 If business is a Proprietorship, please answer the following: 
 

Name of owner: ______________________________________ 
 

 
10.5 If business is a limited liability company, please answer the following: 

 
List the names and title of managers or member-managers who will execute the contract 
on behalf of the company?        ______________________________ 
 
What is state of organization?  ______________________________________ 
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If business is a foreign limited liability company, does business have a certificate of 
authority from the North Carolina Secretary of State?  __________________ 
 

10.6 For all bidders: 
 
If the business operates under an assumed name, what is the assumed name? 
 
Has a certificate of assumed name been filed in the New Hanover County Registry?  
___________ 
 
If so, please provide the recording information. Deed Book ___________ at Page 
__________. 
 
 

11. Bid Surety Information - Please fill in the applicable paragraph. 
  
 11.1 Attached hereto is a cash deposit in the amount of ____________________________         
  ___________________________ Dollars ($___________), this amount being not less  

 
than five percent (5%) of the total bid. 

 
  OR 
 
 

 
 11.2 Attached hereto is a certified check on the _________________________________ Bank  
 

of  ___________________________________ in the amount of ___________________  
 
_______________________________ Dollars ($____________), made payable to the 
City of Wilmington, North Carolina.  The bank on which the certified check is submitted 
is warranted to be a member of the Federal Deposit Insurance Corporation, and the 
amount of the check is not less than five percent (5%) of the total bid. 
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  OR 
 

11.3 Attached hereto is a bid bond in the amount of five percent (5%) of the total bid, said bid 
bond being indemnified by the ______________________________________________  

                                                                           (Insert Name of Bonding Company) 
  whose address is ___________________________________________.  This bond is 
  

 executed by a corporate surety licensed to issue such bonds in the State of North Carolina 
and is made payable to the City of Wilmington.  This bid bond is conditioned so that the 
surety will upon demand make payment to the City of Wilmington upon said bond if the 
bidder fails to execute the contract the surety shall pay to the CITY an amount equal to 
the amount of said bid bond in an amount not less than five percent (5%) of the total bid. 

 
12. Additional Information - Please respond to each: 
 
 12.1 North Carolina Tax Payer Identification Number: 
  _______________________________________________ 
                12.2     Does your company have an Affirmative Action Plan 
  Yes        _______              No      ______ 

 
13. The undersigned proposes to accomplish the work as described in the following at the unit prices 

and/or lump sum price shown.  In the event of a discrepancy in the unit prices and the extended 
prices, the unit prices shall prevail. 

 
           
 
 

Quince Alley 
Item No. Item Description Quantity Unit Unit Cost Total Cost 

1 Mobilization & General Requirements 1 LS   

2 Construction Surveying & As-Built Surveying 1 LS   

3 Traffic Control 1 LS   

4 Erosion Control Measures 1 LS   
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5 Project Coordination 1 LS   

6 Removal of Alley Pavement 345 SY   

7 Removal of Concrete Sidewalk 30 SY   

8 Removal of Granite Curb 35 LF   

9 Miscellaneous Demolition 1 LS   

10 Brick Alley 345 SY   

11 4" Concrete Sidewalk 30 SY   

12 4' Dia. Storm Drain Manhole 1 EA   

13 8" PVC Storm Drain Pipe, SCH 40 300 LF   

14 Storm Drain over Sanitary Sewer Structural Bridging 1 LS   

15 4" PVC Storm Drain Pipe Cleanout, Sch 40 w/ Cleanout Box 5 EA   

16 6" PVC Roof Leader Lateral, Sch 40 16 EA   

17 4" Air Conditioning Condensate Line Lateral 5 EA   

18 2" Electrical Conduit 665 LF   

19 3" Electrical Conduit 80 LF   

20 4" Electrical Conduit 130 LF   

21 Clean-up and Restoration 1 LS   

22 Incidental Restoration 1 LS   
 

Total  
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Henderson Alley 
Item No. Item Description Quantity Unit Unit Cost Total Cost 

1 Mobilization & General Requirements 1 LS   

2 Construction Surveying & As-Built Surveying 1 LS   

3 Traffic Control 1 LS   

4 Erosion Control Measures 1 LS   

5 Project Coordination 1 LS   
6 Removal of Street and Alley Pavement 360 SY   
7 Miscellaneous Demolition 1 LS   
8 Brick Alley & Brick Street 360 SY   
9 Concrete Curb 15 LF   

10 Connection to Existing Water St Storm Drainage Catch Basin 1 LS   
11 4' Dia. Storm Drain Manhole 1 EA   
12 8" PVC Storm Drain Pipe, SCH 40 255 LF   
13 4" PVC Storm Drain Pipe Cleanout, Sch 40 w/ Cleanout Box 1 EA   
14 6" Roof Leader Lateral 12 EA   
15 4" Air Conditioning Condensate Line Lateral 1 EA   
16 2" Electrical Conduit 10 LF   
17 3" Electrical Conduit 290 LF   
18 Clean-up and Restoration 1 LS   
19 Incidental Restoration 1 LS   

 
Total  

 

 
 

                                                                                                                                    Total Quince Alley Construction Cost  
                                                                                                                                 Total Henderson Alley Construction Cost  

 
                                                                                                                                  Total Combined Construction Cost  
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TOTAL IN WORDS: ----------------------------------------------------------------------- 
 
 
 
 
 
 
 
 
 
14. The undersigned understands that the award under this Proposal will be made to the lowest 
responsible bidder as described in Section G-1.02 of the General Provisions, on the proposal page or in 
Section 15 Special Conditions. 
 

 
15. The undersigned acknowledges receipt of any issued Addendums to this Project by recording the 

Addendum number and date acknowledged below: 
 

Addendum #1: _____________________Dated: _________________________ 
Addendum #2: _____________________Dated: _________________________ 
Addendum #3: _____________________Dated: ________________________ 
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If awarded the work, I/we agree to begin work as soon as given the notice to proceed and complete the 
work ready for occupancy within the time limits specified. 

                      
  This Proposal is submitted by:   
 
             _____________________________________________ 
                          Company Name             
  
       Signed by:   ____________________________________________ 
                 Authorized Person's Signature 
 
              ____________________________________________ 

         Type or Print Name of Person Signing Above 
 
     Title:  _____________________________________________ 

 
          Address:  _____________________________________________ 
 
                         _____________________________ Zip_____________ 
 
             Phone:  _____________________________________________ 
 
               Date:  _____________________________________________ 
 
North Carolina Contractor's License Number:  ____________________ 
 
Rev. 
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TECHNICAL SPECIFICATIONS 
SECTION 1:  EXCAVATING, GRADING & BACKFILLING       10/26/2017 
 
 
T-1.01 SCOPE:   

The work covered by this section of the specifications consists of furnishing all plant, 
labor, equipment, supplies and materials, and in performing all operations in connection 
with the excavations, grading and backfilling, including borrow, drainage structures, curb 
and gutter, sidewalks, driveways, pavements, slopes, storm drains, water and sanitary 
sewer lines, including all hauling, wetting, rolling and other operations pertaining thereto 
within the project or work limits, complete, in strict accordance with this section of the 
specifications and the applicable drawings, and subject to the terms and conditions of the 
contract.  Prior to any work, the Contractor shall comply with the provisions of the General 
Conditions Section G-1.52. Precautions prior to and during excavation of any street. 

 
T-1.02 EXCAVATION, UNDERCUTTING, BORROW, EMBANKMENT: 
 
T-1.02.1 EXCAVATION:   
 All excavation shall be performed in accordance with the grades and lines as estab- 
 lished by the Engineer and as required by the work to be performed.  Excavation, unless 
 otherwise indicated in the Special Conditions, shall include the removal of all concrete, 
 curb, rock, earth, fences, trees, shrubs, and other materials, excepting trees having a 
 diameter of 6" or more, measured four feet above the ground, which shall be paid for as 
 outlined in the proposal or shall be included in the cost of clearing and grubbing where 
 indicated on the plans and in the proposal.  Care will be exercised by the Contractor 
 to prevent undercut lower than the required subgrades. In the event such undercutting 
 takes place, the areas so cut will be backfilled as provided for in Paragraph T-1.02.2 on 
 Embankment.  All excavation, unless otherwise indicated, shall be performed on an 
 unclassified basis.  All excavation shall be performed in compliance with OSHA Safety 
 and Health Standards Applicable to Construction, 29 CFR Part 1926, as amended. 
 

All materials from excavation that are considered suitable by the Engineer shall be used 
as embankment, wherever required, and the Contractor shall arrange his work so that this 
usage of excavated material will be possible.   

 
T-1.02.2    EMBANKMENT, FILL: 

Where existing grades require the use of embankment or fill to reach the required section 
elevation, the Contractor shall deposit suitable spoil or borrow material from excavated 
areas.  Such spoil material shall be free from debris, roots, trash, stones, or other 
deleterious materials, and shall be placed in successive layers of loose material not more 
than 12 inches in depth.   

 
 Each layer shall be spread uniformly by the use of a road machine or other approved 
 device and rolled with an approved tamping or power roller until thoroughly compacted 
 to 95 percent of maximum density obtained at optimum moisture content, as determined 
 by the ASTM D 698 Standard Proctor Test Method. 
 

When any portion of the embankment is constructed on an old road bed, the existing 
surface shall be scarified and manipulated as directed by the Engineer in order that, when 
compacted, it shall have a uniform density, as specified above. 

 
 Embankments or fills shall be maintained at all times during their construction, so as to 
 prevent an accumulation of standing water in the event of rain. 
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T-1.02.3    UNDERCUTTING: 
Any undercutting, unless authorized by the Engineer, shall be replaced and compacted,  
as specified for embankment, at the Contractor's expense. If the material, after excavation 
to subgrade is found to be soft, spongy or unfit for use as subgrade, such unsuitable 
materials shall be removed to a depth as directed by the Engineer and the subgrade shall 
be brought to proper elevation by filling with suitable spoil from excavation elsewhere. 

 
T-1.02.4    BORROW: 

The contractor shall use suitable excavation from the project.  If suitable excavation is not 
available then the Contractor will supply the site for all borrow necessary in this work.  
The Contractor will provide all labor and equipment necessary to dig and haul such 
borrow material. All borrow or material sources supplied by the contractor and used on 
this job shall have the limits of the borrow source identified, and be excavated from a 
permitted borrow site.  The contractor have Standard Proctor Test Method, ASTM D-698, 
test performed and submitted to the Engineer for approval, prior to beginning borrow 
operations. The placing of borrow shall be as provided for in the paragraph of 
Embankment.  No overhaul will be allowed.  Borrow shall be a natural sand material with 
not more than 15% passing the No. 200 sieve, and shall be furnished as directed for use 
to replace excavated soils found to be unsuitable for trench backfill (if any) and/or to 
supplement excavated soil supply if needed to complete backfilling operations to suitable 
grade.  Digging, hauling and placing of borrow will be paid for as specified under 
Payment. 

 
T-1.02.5    GRADING & SLOPING BANKS: 

Where it is necessary to terrace or slope banks, either in the street right-of-way or behind 
the property line, the Contractor is hereby notified that this work will be considered 
common excavation and paid for as such.  In grading these banks, a slope of 3 
horizontal to 1 vertical will generally be held except in cases where it is necessary to build 
retaining walls or otherwise change this slope in order to protect property or meet other 
conditions.  In these cases, the slope shall be as designated by the Engineer. 

 
In the event that fill is required at the property line, this fill will be extended level with the 
top of the sidewalk (or level with the final grade at the property line where sidewalk is not 
installed) at least one foot behind the property line and then carried on a 3 horizontal to 1 
vertical slope back on the property until it intersects the property grade. 

 
Sloping in either cut or fill section shall be accomplished on straight grades as near as 
possible and fine grading and cleaning shall be done with a hand rake.  This surface shall 
be prepared in such a manner that it is ready for fertilizing and seeding when completed. 

 
T-1.03  EXCAVATION & BACKFILLING FOR WATER MAINS, SANITARY 
 SEWER & STORM DRAINS: 
 Pipes shall be laid true to the lines and grades shown on the plans.  The grade shown on 
 the profile is the invert to which the work must conform.  Work not conforming to the 
 grade shall be corrected by the Contractor at his own expense. 
 
 The grade and alignment of the pipe may be done in one of the following ways: 
 
 1.   By String Line 
       a.  The string line shall be parallel with the grade line and vertically above the center 
 line of the pipe. This line shall be established on level batter boards at intervals of not 
 more than fifty (50) feet. Batter boards shall span the trench and be rigidly anchored to 
 substantial posts driven into the ground on each side of the trench. 
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      b.  Three (3) adjacent batter boards must be set before laying pipe to provide a check 
on the grades and line.  Elevation and position of the string line shall be determined from 
the elevation and position of offset points or stakes located along the pipe route.  Pipe 
shall not be laid using side lines for line and grade. 

 
 2.   By Laser Beams 
       a.  Laser beams may be used in lieu of string lines when operated by trained 
 personnel 
   

 b.  The pipe shall be checked with a level between 50 and 100 feet out of the manhole 
to assure that the laser beam is on the correct grade.  An additional check will be made at 
100-foot intervals. 

 
 The Contractor is responsible for maintaining the line and grade.  The pipe shall be 
 checked at each manhole to assure that it is on the correct line and grade. 
 
 The locations and depths of the proposed lines are shown on the plans. The Engineer 
 reserves the right to make changes in lines and grades of pipe lines and in locations of 
 pipes and manholes when such changes may be necessary. 
 
T-1.03.1 BACKFILLING MATERIALS: 
 
 SUITABLE MATERIALS: 
 Suitable material, when used as backfill in paved areas, shall be capable of being 
 compacted as specified in paragraph "Compaction and Testing in Paved Areas" of this 
 section of these specifications. 
 
 TYPE 1 MATERIAL:   
 Excavated material from the trench or materials from other sources, which are free from 
 large clods, roots or stones larger than 1 inch. 
 
 TYPE 2 MATERIAL: 
 Excavated material from the trench or materials from other sources, which are free from 
 large clods, roots or stones larger than 8 inches. 
 
 CRUSHED STONE: 
 Crushed stone shall be size number 57, with fines present to stabilize it in the trench.  If 
 amount of fines is insufficient, then stone screenings shall be added to extent required to 
 stabilize it in the trench. 
 
 CONCRETE: 
 Concrete used for cradles, thrust blocks, or encasement shall be Class A concrete as 
 specified in Section on CONCRETE.  Test of concrete for this usage are waived. 
 
T-1.03.2 EXCAVATION: 
 Perform all excavation of every description and of whatever substances encountered to 
 the depth shown on the plans. 
 
 All excavated materials not required for fill or backfill shall be removed from the site of 
 the work by the Contractor, but none shall be deposited on private property until written 
 consent of the property owner has been filed with the Engineer. 
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 All excavation, unless otherwise authorized by the Engineer, shall be made by open cut.  
 Side walls of trenches shall be kept vertical and shall be properly sheathed and braced. 
 
 
T-1.03.3    EXISTING FACILITIES: 
 Contractor is responsible for the location of existing utilities as required by North 
 Carolina Statute, Chapter 87.  Attention is directed to the fact that there may be water 
 pipes, storm drains, catch basins, and other utilities in certain locations. Some of these 
 have been indicated on the plans, but no attempt has been made to show all of the 
 services, and the completeness of accuracy of the information given is not guaranteed. 
  

All water or other utility lines shall be located on the ground with pipe locating equipment 
well ahead of the work at all times.  All such locations shall be plainly marked by coded 
paint symbols on pavement or by marked stakes in the ground. Such locations shall be 
established at least 500 feet in advance of all trench excavation.  All such location work 
shall be provided by the contractor at no extra cost. 

  
 As the excavation approaches pipes, conduits or other underground structures, digging 
 by conventional trenching machine methods shall be done with extreme care. No extra 
 compensation will be given if manual excavation is required to locate utilities and/or 
 underground structures, and/or to install the proposed work. 
 

When excavating within 2 feet (vertical or horizontal) of a gas, water, sewer, or oil line, 
the contractor shall use the manual method of excavation.  At no time will conventional 
trenching equipment be permitted under these conditions.  No extra compensation will be 
given for this manual excavation. 

 
 Excavation near structures will not be allowed closer to the structure than the depth of 
 the excavation below the bottom of the foundation without shoring the excavation with 
 sheathing. 
 

Contractor shall carefully protect from disturbance and damage all land monuments and 
property markers until an authorized agent has witnessed or otherwise referenced their 
locations.  These monuments and/or markers shall then only be removed when authorized 
by the agent or Owner.  

 
T-1.03.4    PROTECTION OF EXISTING STRUCTURES: 

All existing pipes, poles, wires, fences, curbing, catch basins, valves, property line 
markers and other structures which must be preserved in place without being temporarily 
or permanently relocated, shall be carefully supported and protected from damage by the 
Contractor and in accordance with the utility owners standards and specifications. 

 
In case of damage to any structure, the Contractor shall notify the appropriate party so that 
proper steps may be taken to repair any and all damage done.  If the owner of the structure 
wishes to make his own repairs, the Contractor shall reimburse the owner of the structure 
for all the time and materials required to make the repairs. 

 
When the owners of the damaged structures do not wish to make the repairs themselves, 
the Contractor shall repair all damage, or, if not promptly done by him, the Owner may 
have the repairs made at the expense of the Contractor. 

 
T-1-03.5    CARE AND RESTORATION OF PROPERTY:   
 Excavating machinery and cranes shall be operated with care to prevent damage to 

existing structures, paving and/or wires. 
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 On paved surfaces, the Contractor shall not use or operate tractors, bulldozers or other 
 power-operated equipment, the treads or wheels of which will cut or otherwise damage 
 such surfaces. 
 

The Contractor must exercise care not to damage paving, curb, inlets, sidewalk, etc.  Any 
damages shall be replaced in kind by the Contractor at his own expense, to the satisfaction 
of the owner. 

 
 The restoration of existing property or structures shall be done as work progresses and 
 shall not be left until the end of the construction period. 
 
T-1.03.6    TRENCHING: 

Trenches shall be dug to the depth required by the contract documents adding, however, 
to such depths the thickness of the pipe and the required bedding.  A recess sufficiently 
large enough to receive the couplings, where applicable, and to permit making the joints, 
shall be cut out of the bottom of the trench.  Where the bottom of the trench is or appears 
to be soft or spongy, the excavation shall be made deeper as described under this section 
to permit a bedding being laid. 

 
T-1.03.7    TUNNELING UNDER TREES, CURBS, ETC.: 
 In areas where specific trees, curbs, etc., are designated to be saved, excavation may be 
 made by alternate sections of open cut and wedge tunnel. 
 

Backfilling of the tunnel section shall be by the use of mechanical tampers, starting at the 
wedge and working progressively away from the wedge. 

 
If the wedge tunnel method is not deemed feasible, an alternate method of tunneling shall 
be designed and submitted by the Contractor's engineer. 

 
T-1.03.8    SHEETING AND SHORING: 
 Where sheeting, shoring, bracing or trench boxes are used, they must be designed and 
 sealed by a professional engineer licensed to practice in the State in which the 
 construction work is being accomplished. 
 

Trenches shall, at all times, be properly and adequately sheeted and braced to prevent 
accidents, caving of the sides of the trench or breaking of the ground outside of the lines 
of the trenches proper or damage to buildings or other structures along the line of 
construction.  Underground structures of all types shall be protected by the Contractor, 
who shall use all necessary shoring, bracing or other appliances for the protection of same. 
Care must be taken not to damage in any way water mains, water service pipes, drain 
pipes, sanitary or stormwater sewers, gas mains, oil mains, electric conduits or other 
structures encountered on the lines of the work. 

 
 No sheeting or shoring shall be left in place unless so authorized by the Engineer. 
 
T-1.03.9    QUICKSAND EXCAVATION: 

Where quicksand excavation is encountered, the Contractor shall drive either tight tongue 
and groove wooden sheet piling or steel sheet piling to a depth, which will effectually cut 
off the flow of sand.  Well points and other methods shall then be used to dewater the 
trench.  Excavation and construction shall follow as rapidly as possible thereafter.  A 
satisfactory foundation must, however, be secured. 
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T-1.03.10   TRENCHING IN ADVANCE OF PIPE LAYING: 

The trench for the pipe lines shall not be opened for a distance of more than one hundred 
(100) feet at any one time.  At no time will the Contractor be permitted to leave the trench 
open at the end of a working day. 

 
T-1.03.11   KEEPING TRENCH DRY:  

All ground water which may be found in the trenches and any water which may get into 
them from any cause whatsoever shall be pumped or bailed out so that the trench shall 
be dry during pipe laying period.  No water shall be permitted to reach concrete until it 
has set sufficiently.  All water pumped from the trenches shall be disposed of in 
compliance with the applicable local regulations of the appropriate governing body.  The 
Contractor hall provide a minimum of two pumps for each trench opened in wet ground, 
one operating and one standby.  The standby pump shall be of a size that will replace the 
largest operating pump.  The Contractor shall be required to well point, pump, or provide 
other measures necessary to keep the trench dry, at no additional cost to the owner. 

 
The Contractor shall provide and place all necessary flumes or other channels of adequate 
size to carry temporarily all streams, brooks, stormwater or other water which may flow 
along or across the lines of the pipe line.  All flumes or channels thus utilized shall be tight 
so as to prevent leakage into the trenches. 

 
T-1.03.12   PIPE BEDDING: 
 
            ORDINARY BEDDING (DIP PIPE):  

Ductile iron pipe (DIP) in ordinary bedding shall be supported by the following method. 
The trench shall be mechanically excavated to a point not less than 0.3 times the diameter 
above the final pipe invert leaving the bottom in a substantially undisturbed condition. 
The final excavation shall be performed by pick and shovel to form a shaped excavation 
fitting the bottom quadrant (90 deg.) of the pipe barrel and providing uniform support 
along the length of the pipe section at the required line and grade.  Suitable recesses shall 
be provided in the undisturbed bedding to permit adequate clearance for bells, couplings 
or similar projections so that no part of the load is supported by the bells.  The full load 
should rest on the barrel of the pipe.  

 
       CRUSHED STONE BEDDING (PVC, DIP, RCP, AND CMP IN UNSTABLE OR         
WET CONDITIONS): 

Crushed stone bedding shall be used for all PVC, DIP, RCP, and CMP pipe in unstable or 
wet conditions, or as otherwise directed by the Engineer.  Wet conditions are defined as 
standing water, running water, or water that requires removal from trench by pumping, 
well point, etc.  This bedding shall be constructed in accordance with the Construction 
Details.  The crushed stone shall be placed in the trench 6" below the bottom of the pipe 
and for its full width to uniformly support the pipe at the required line and grade.  The 
bedding shall extend upward around the pipe barrel until the crushed stone reaches one 
(1) foot above the top of the pipe.  Suitable recesses shall be provided to permit adequate 
clearance for bells, couplings or similar projections. Material shall be spread in four-inch 
layers, and each layer shall be compacted with twenty-pound hand tampers or pneumatic 
tampers of the proper size, to operate between trench wall and pipe without damaging the 
pipe until the required total depth of bedding has been built up. 

 
            CONCRETE ENCASEMENT: 

Where specified or required in the field, the pipe shall be supported by Concrete 
Encasement.  The trench shall be excavated to a minimum depth of six (6) inches below 
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the bottom of the pipe or as shown on the construction details.  The excavated space shall 
then be completely filled with and the entire pipe encased in concrete such that the 
concrete encasement measures a minimum six (6) inches deep above the barrel of the pipe.  
The total minimum width of the concrete encasement shall equal the width of trench 
excavation. Unless otherwise shown on the plans or specified herein, concrete shall be 
Class A in accordance with the requirements of Section 6, CONCRETE.  Freshly poured 
concrete shall be maintained free from ground water for at least the first four hours. No 
backfilling of the trench shall begin until a minimum time period of 24 hours has elapsed 
after the encasement has been poured.  Steel reinforcing, if required, shall be as shown on 
the plans or construction details. 

 
 CONCRETE CRADLE: 

Where specified or required in the field, the pipe shall be supported on Concrete Cradle. 
Concrete Cradle shall be installed in unstable soil conditions where crushed stone 
encasement is determined to be insufficient support by the Engineer.  The Concrete Cradle 
shall be furnished and installed equal to the "Concrete Encasement", except that only that 
portion of the encasement at and below the horizontal diameter of the pipe shall be poured, 
forming a true cradle under the bottom half of the pipe. 

 
 CRUSHED STONE FOUNDATION: 

When bedding occurs in unstable soil conditions, or when suitable supporting soil or rock 
stratum occurs at a depth greater than 6 inches below the bottom of the required pipe 
invert, or where the trench is excavated below the specified depth, the foundation shall be 
modified as follows: 

 
Except in the case of over-excavation where no extra excavation would have been 
required, the trench shall be excavated to the depth necessary to reach the suitable 
supporting stratum.  Crushed stone shall be spread in four-inch layers, and each layer shall 
be compacted with twenty-pound hand or pneumatic tampers. The foundation shall carry 
vertically from the supporting stratum up to the required level.  The determination as to 
the suitability of the supporting soil or rock stratum will be made by the Engineer.  Extra 
payment for additional crushed stone foundation required as a result of unsuitable soil 
conditions will be made at the contract unit price.  The amount of payment will be 
determined by the Engineer.  Extra bedding as a result of over-excavation will be at the 
Contractor's expense. 

 
T-1.03.13  BACKFILLING: 

No backfilling shall be done before the Engineer gives permission.  After pipes have been 
checked for alignment and bedding, the backfilling may be started. Backfill material may 
be deposited in trench either by hand or machine.  Sufficient number of men shall be 
available to spread the backfill in uniform layers. 

 
 BACKFILLING IN NON-TRAFFIC AREAS (GRASS AND EARTH PLOTS): 
 
 1. Initial Backfilling of Pipe (Ordinary Bedding Material for DIP Pipe) 
 

  a. After preparing the trench for ordinary soil bedding as described under 
Paragraph T-1.03.12 of this section, this portion the pipe trench shall be backfilled with 
suitable materials (Type 1) under and around the pipe carefully deposited in uniform 
layers on both sides of pipe, and compacted by hand or pneumatic tampers until backfill 
reaches one (1) foot above top of pipe. The depth of backfill layers shall be six (6) inches 
maximum. Each layer of material shall be compacted to a dry density 90 percent of the 
maximum determined by the Standard Proctor Compaction Test. 
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  b. When crushed stone or concrete encasement is used, the initial backfill of 
 suitable materials will not be required. 
 
  c. The tampers shall be of the proper size to operate between trench wall and 
 pipe without damaging the pipe. 
 
 2. Initial Backfilling of Pipe (Crushed Stone Bedding for PVC pipe, DIP in unstable 

or wet conditions, or Crushed Stone foundation): 
 
  a. This portion of the pipe trench shall be backfilled with crushed stone to provide 

crushed stone encasement. 
 
  b. When concrete cradle is used, the initial backfill will start at the top of the 
 concrete and then continue as specified above. 
 
  c. When concrete encasement is used, the initial backfill of crushed stone will not 

be required. 
 
 3.  Backfilling Trench to Subgrade After Initial Backfilling. 
 
  a. After initial backfilling has been compacted as specified above, the remainder 
 of the trench shall be backfilled with suitable material (Type 2). When the material 
 excavated from the trench is deemed unsuitable for backfilling, the Contractor shall 
 supply and install either suitable material (Type 2) from outside sources or, at his 
 option, "Select Backfill" at no change in contract price. 
 
  b. Final backfilling material may be dumped into trench by front end loader, then 

compacted using the following method: 
 
  Compact backfill in layers, 6 inches minimum with hand or pneumatic tampers, 
 to a dry density 95 percent of the maximum determined by the Standard Proctor 
 Compaction Test. 
 
 4.  Settlement 
 
  a. If settlement occurs within warranty period, additional backfill shall be 
 deposited and mechanically compacted to the required elevation with 90 percent 
 compaction.   
   
 BACKFILLING IN TRAFFIC AREAS (STATE HIGHWAYS, PAVED   
 STREETS, PAVED PARKING LOTS, ALLEYS, DRIVEWAYS, HIGHWAY 
 AND STREET SHOULDERS): 
 
 1. Initial Backfilling of Pipe (Ordinary Bedding for DIP Pipe) 
 
  a. After preparing the trench for ordinary bedding as described under Paragraph 

 1-3.12 of this section, this portion of the pipe trench shall be backfilled with 
suitable  materials (Type 1) under and around the pipe, carefully deposited in uniform 
layers on both sides of pipe and compacted by hand or pneumatic tampers until backfill 
reaches  one (1) foot above top of pipe.  The depth of backfill layers shall be six (6) 
inches maximum.  Each layer of material shall be compacted to a dry density 95 percent 
of the  maximum determined by the Standard Proctor Compaction Test. 
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  b. When crushed stone or concrete encasement is used, the initial backfill of 
 suitable materials will not be required. 
 
  c. The tampers shall be of the proper size to operate between trench wall and 
 pipe without damaging the pipe. 
 
 2. Initial Backfilling of Pipe (Crushed Stone Encasement for PVC pipe, DIP in 
 unstable or wet conditions, or crushed stone encasement) 
  
  a. This portion of the pipe trench shall be backfilled with crushed stone to provide 

 crushed stone encasement. 
 
  b. When concrete cradle is used, the initial backfill will start at the top of the 
 concrete and then continue as specified above. 
 
  c. When concrete encasement is used, the initial backfill of crushed stone will not 

be required. 
 
 3. Backfilling Trench to Subgrade After Initial Backfilling (Suitable Materials) 
 
  a. After initial backfilling has been compacted as specified above, backfill the 
 remainder of the trench in compacted layers not to exceed twelve (12) inches using a 
 mechanical tamper up to the bottom elevation of the pavement structure with suitable 
 materials (Type 2) to be a dry density 95 percent of the maximum determined by the 
 Modified Proctor Compaction Test.   
 
T-1.03.14  COMPACTION AND TESTING: 

The backfill shall be thoroughly compacted over and around the pipe by use of vibratory 
tamping pads, or where these cannot be used, by mechanical or hand tamping.  
Backfilling shall be compacted to at least the levels outlined above. 

 
The optimum moisture content and the maximum density of each type of material used 
for trench backfill shall be determined by "Tests for Moisture-Density Relations of Soils, 
using 10-pound Rammer and 18-inch Drop" (ASTM D698 or AASHTO T-180). 

 
The field moisture content of materials being compacted shall be determined by 
"Laboratory determination of Moisture Content of Soil" (ASTM D2216).  The field 
density of compacted material shall be determined by "a nuclear Density Gauge test 
(ASTMD6938-17) 

 
 An independent soils engineering and testing laboratory shall perform sufficient tests 
 and inspection procedures, to the satisfaction of the Engineer, both in the field and lab 
 to ensure that the provisions of this specification are met.  The testing shall be paid by 
 the Contractor.  The testing lab shall be approved by the Engineer. 
 

After testing is completed and reports are provided, all subgrades below the paving will 
be examined by the Engineer before any paving is authorized. 

 
 The responsibility of the soils engineering and testing laboratory is to the Engineer, to 
 whom that firm must promptly, faithfully and accurately report the results of its tests 
 and inspections.  The firm must, in addition, work in coordination with the Contractor, 
 making all tests required.  The reports must state whether or not the reported results 
 comply with contract requirements.  The testing and control firm shall promptly type 
 and deliver all its reports to the Engineer with a copy to the Contractor. 
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T-1.03.15  DISPOSAL OF MATERIAL:    
 Excavated material shall be so placed as not to unreasonably interfere with travel. All 
 asphalt and other street surfacing, surface loam and sod shall be kept separate from the 
 remainder of the excavated material. 
 
 Upon completion of the backfilling, the property shall be cleaned, all surplus material 
 removed, and the surface restored to the condition in which it was before ground was 
 broken. 
 
 Unless otherwise specified, all materials left over shall become property of the 
 Contractor.  Also, underground structures removed, such as brick, concrete and sewer 
 pipe, shall become the property of the Contractor, unless otherwise noted on the plans.   
 If the Contractor shall fail to promptly remove surplus material, the owner may have 
 the material removed and charge the cost thereof as money paid to the Contractor.  All 
 surplus excavation shall be removed from the site of the work by the Contractor, but 
 none shall be deposited on private property until written consent of the property owner 
 has been filed with the Engineer. Contractor's disposal shall comply with all Federal, 
 State  and local laws and regulations. 
 
T-1.03.16 CUT-BACK OF PAVEMENT REQUIRED: 

When pipe lines are placed under existing pavements, a cut-back of the pavement of 12" 
will be required on each side of the trench, see Standard Detail 1-05.  After the pipe line 
has been laid and backfilled in City streets, a minimum 6-inch compacted base of marl-
type rock shall be placed over the total width of the pavement cut.  After manipulation 
and the compaction, this base shall be 2 inches below the level of the adjacent pavement.  
A wearing surface of 2 inches (or equal to existing pavement thickness, whichever is 
greater) of bituminous concrete, Type I, shall then be applied over this base in such a 
manner as to, when rolled, match the grade of existing pavement.  N.C. D.O.T. street 
base and pavement will be specified on plans. 

 
T-1.04     GRADING & PREPARATION OF SUBGRADES: 
 
T-1.04.1   ASPHALT PAVEMENT:  

After all excavation, undercutting and backfilling have been completed, the subgrade 
shall be properly shaped and compacted.  The area to be compacted shall include all 
areas beneath pavement and curb and gutter and shall extend at least one foot behind the 
back of the curb.  The degree of compaction of the top six inches over this entire area 
shall be at least 95% of that obtained by compacting a sample of the soil or materials 
with the equipment and in the manner prescribed by the Stardard Proctor method, so that 
it  conforms to the lines and grades as shown and shall be brought to a firm, unyielding 
condition before any base course, surface course, or pavement is placed  thereon.  If 
the subgrade does not contain sufficient moisture for compaction, it shall be wetted as 
directed by the Engineer. 

 
All soft and yielding material, boulders, loose stones, or any other unsuitable materials 
in the sub-grade, which will not readily compact, shall be removed and replaced with 
suitable material which shall then be thoroughly compacted.  All roots, stumps, and other 
perishable matter encountered in the preparation of the subgrade shall be removed to a 
depth of not less than two feet below the surface of the pavement, unless otherwise 
directed by the Engineer.  Any portion of the subgrade inaccessible to the roller shall be 
thoroughly compacted with hand or mechanical tampers. 
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T-1.04.2  CURB & GUTTER: 

The subgrade shall be constructed true to grade and cross-sections as required.  The 
subgrade shall be of materials equal in bearing quality to the subgrade under the adjacent 
roadway or street and shall be placed and compacted to conform to applicable 
requirements of T-1.04.1 above.  All roots, stumps, and other perishable matter 
encountered at the subgrade shall be removed to a depth of not less than 12 inches below 
the subgrade and undercut filled and compacted with select material. 

 
 Excavation to an elevation slightly above finished subgrade shall be maintained in a 
 smooth, compacted condition, in conformity with the required section and established 
 grade until the concrete is in place.  The subgrade shall be wet down sufficiently in 
 advance of the placing of the concrete to ensure a firm and moist condition.  In cold 
 weather, the subgrade shall be so treated, protected, and prepared as to produce a 
 satisfactory subgrade entirely free from frost when the concrete is deposited. 
  
T-1.04.3   SIDEWALKS & DRIVEWAYS:   
 The subgrade shall be constructed true to grade and cross-section as required.  In areas 
 where sidewalks or driveways are to be poured, the following conditions will be 
 observed relating to compaction of the subgrade. 
 
 Where good firm material (original material, not fill) has been carefully graded, so that 
 no undercutting has occurred, this material shall be considered acceptable subgrade, 
 upon  approval by the Engineer. 
 

Where fill material has been placed, where undercutting has occurred, or where loose or 
unsuitable material is encountered, such fill or loose material shall be compacted to 95% 
 as specified above for Embankments. 

 
 Where roots, stumps or other perishable matter is encountered at the subgrade, they 
 shall be removed to a depth of 4 inches below the subgrade. 
 
 In cold weather, the subgrade shall be so treated, protected, and prepared as to produce 
 and provide a satisfactory subgrade entirely free from frost when the concrete is 
 deposited. 
 
 All subgrades shall be graded and protected so as to prevent an accumulation of 
 standing water, and consequent subgrade saturation, in the event of rain. 
 
T-1.05     BACKFILLING FOR DRAINAGE STRUCTURES:   
 Backfilling around and adjacent to all drainage structures shall be as specified in 
 paragraph T-1.03.1. 
 
 
T-1.06     BACKFILL OF CURB & GUTTER & SIDEWALKS: 

Immediately after the removal of forms for curb and gutter, sidewalks and driveways, 
the space between the back of the curb and sidewalks shall be backfilled, smoothed off 
and maintained so as to prevent the accumulation of standing water in the event of rain. 

 
T-1.07    SALVAGE OF USABLE MATERIALS: 
 All materials such as granite curbing, paving blocks, brick pavers, castings, pipe, etc., 
 removed during excavation, shall be delivered to the City Street Division lot in the 
 vicinity of Tenth and Fanning Streets. Care shall be taken that granite curb, when 
 encountered, shall not be broken into short lengths, but shall be delivered in the same 
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 lengths found in place when encountered.  Loss or unnecessary damage to any such 
 items shall be considered the Contractor's responsibility, and the City shall take credit 
 for such loss or damage when deemed advisable by the Engineer. 
 
T-1.08     FINISHING SLOPES AND SURFACES: 
 The surface of all areas of earth and other materials shall be finished to a reasonably 
 smooth and compact surface substantially in accordance with the surface lines, cross-
 sections and elevation indicated on the drawings, or as established by the Engineer. 
 
T-1.09     PROTECTION OF TREES: 

Only where it is found to be absolutely necessary shall trees be removed.  These trees to 
be removed will be designated by the Engineer.  The Contractor shall take all possible 
precautions to ensure that all other trees are not damaged. 

 
T-1.10 AREAS TO BE CLEARED AND GRUBBED: 
 
T-1.10.1 Unless clearing limits are otherwise designated, the street right-of-way lines or easement 

lines shall normally constitute the clearing and grubbing limits. 
Special conditions may require that areas other than street rights-of-way be included 
within clearing and grubbing limits; in this case, the limits will be clearly designated on 
the plans. 

 
 The areas designated to be cleared and grubbed under this item shall be staked on the 
 ground in advance by the Contractor and approved by the Engineer. 
 
T-1.10.2 CLEARING: 
 Clearing shall consist of felling, cutting, and satisfactory disposal of trees and other 
 vegetation designated for removal. 
 
T-1.10.3 GRUBBING: 

Grubbing shall consist of the removal of all stumps and roots having a diameter of three 
 inches or larger, to a depth of at least three feet below the subgrade, and the 
disposal thereof. 

 
T-1.10.4 DISPOSAL OF CLEARED AND GRUBBED MATERIAL: 
 All timber, logs, roots, brush, etc., from the clearing and grubbing operation shall be 
 removed from the site and disposed of by the Contractor at a permitted disposal site. 
 
T-1.11 METHODS OF MEASUREMENT: 
 
T-1.11.1 EXCAVATION: 

The unit of measurement for excavation shall be cubic yards, which will be computed 
by the average end-area method from the cross sections taken before and after the 
excavation operations.  The yardage to be paid for under this section of the specifications 
shall be the number of cubic yards of material, measured in its original position and 
removed from the excavation areas.  The measurement will include the excavation 
below grade, where ordered, and allowance made on the same basis for suitable 
excavation as replacement.  The measurement will not include the yardage excavated 
without authorization beyond the normal slope lines nor the yardage of any material 
which is used for proposes other than those directed. 

 
Borrow shall be measured by the cubic yard, compacted in-place, by the width, length, 
and depth of placement.  The contractor shall also provide tickets for each load used on 
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the project, which shows the amount per truck.  The contractor and the inspector shall 
agree as to borrow quantity before submittal for payment. 

 
 The salvage of usable material, removal of excess material, the finishing of slopes and 
 surfaces and the forming of fill, embankments and subgrade will be considered as a 
 subsidiary obligation of the Contractor and will be covered under the contract unit  
 price  for excavation. 
 
T-1.11.2 EXCAVATION AND BACKFILL: 
 All excavation and backfill in connection with drainage structures, water mains, 
 sanitary sewers, storm drains, curb and gutter, sidewalk and driveways shall be 
 considered a subsidiary obligation of the Contractor, for which payment shall be 
 included in the unit price for the basic item. 
 
T-1.11.3 CLEARING AND GRUBBING: 

Measurement, if allowed, shall be as specified under the Special Condition.  If not 
specified, then this work shall be considered incidental to the contract and included 
 in the unit price of excavation. 

 
T-1.12 PAYMENT: 
 
T-1.12.1 EXCAVATION: 

The yardage of excavation and borrow measured as specified herein, will be paid for at 
the contract prices per cubic yard for excavation and borrow respectively, which 
payment shall constitute full compensation for all labor, equipment, tools, supplies, and 
incidentals necessary to complete all items of work, including all hauling, construction 
of fills, and embankments, spreading, rolling, wetting, and compacting of subgrades, and 
disposal of all surplus and unsuitable materials, as indicated on the drawings and 
specified herein. 

 
T-1.12.2 CLEARING AND GRUBBING: 
 Payment shall be made according to the Special Conditions and at the price shown in 
 the proposal, and should include all labor, equipment, tools, and incidentals necessary 
 to complete the work specified above. 
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TECHNICAL SPECIFICATIONS 
SECTION 2: STORM DRAINS 03/21/18 

 
T-2.01 SCOPE: 

The work covered by this section of the specifications consists of furnishing all labor, 
materials, plant, and equipment necessary to construct all storm drain lines, structures, 
and appurtenances where shown on the plans or as directed by the Engineer. The 
Contractor is cautioned to review the General Specifications pertaining to precautions 
for excavation of streets. 

T-2.02 GENERAL: 
Storm drain lines, structures, etc. shall be constructed to line and grade as established by 
the Engineer. It shall be the Contractor's responsibility to protect and maintain any grade 
alignment stakes. All pipe lines and structures shall be constructed by the use of 
competent workmen under the supervision of an experienced foreman. Proper materials 
and equipment shall be used and shall be subject to the approval of the Engineer. Great 
care shall be taken to obtain well-aligned and tight pipelines so as to assure good flow 
and the exclusion of ground water and foreign substances. 

T-2.03 MATERIALS: 

T-2.03.1 PIPE: 
All storm drain pipe shall be reinforced concrete pipe unless otherwise indicated on the 
plans, specifications, and proposal or unless otherwise directed by the Engineer. Only 
sound, undamaged pipe shall be used. The Contractor or his suppliers shall be 
responsible for the delivery, storage, and handling of the pipe. The Contractor shall, at 
his own expense, replace any damaged or otherwise unacceptable sections of pipe. 

REINFORCED CONCRETE PIPE: 
Reinforced concrete pipe (RCP) shall be manufactured in accordance with ASTM 
Specification C-76, Class III and shall be clearly marked as such on each joint. RCP shall 
be required to be furnished in eight (8) foot joints for sizes twelve (12) inches through 
twenty-four (24) inches except where shorter joints are needed for tie-ins. The City 
prefers that ALL sizes of RCP be furnished in the eight (8) foot lengths when the 
Contractor has the proper equipment and sufficient working area. Permission may be 
granted for use of other length joints by the Engineer on a case-by-case basis. 

REINFORCED CONCRETE ARCHED AND ELLIPTICAL PIPE: 
Reinforced concrete arched and elliptical pipe shall be manufactured in accordance with 
ASTM C 506 latest revision. 

REINFORCED CONCRETE ELLIPTICAL PIPE: 
Reinforced concrete elliptical pipe shall be manufactured in accordance with ASTM C 
507 and AASHTO M-207. 

REINFORCED CONCRETE BOX CULVERTS: 
Reinforced concrete box culverts shall be manufactured in accordance with the latest 
edition of the AASHTO Specifications and shall be designed for H-20 loading in the 
longitudinal and transverse directions. Shop drawings and specifications shall be 
submitted to the Engineer for review and approval prior to installation. The Engineer 
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may request design calculations sealed by a Licensed Professional Engineer registered in 
North Carolina on a case-by-case basis. 

 
ALUMINUM CORRUGATED PIPE: 
Aluminum corrugated pipe shall be used primarily for risers and barrels for water quality 
and retention/detention basins. Aluminum corrugated pipe can be used within street 
rights-of-ways or public easements on a case by case basis when approved by the 
Engineering Department. Specifications for aluminum corrugated pipe shall be included 
in Special Conditions when called for on the plans and specifications. 

HIGH DENSITY POLYETHYLENE PIPE (HDPE): 
HDPE shall not be permitted within rights-of-ways or public easements. 

CORRUGATED POLYPROPYLENE PIPE: 
Corrugated polypropylene (PP) pipe shall be manufactured in accordance with ASTM 
F2881 or AASHTO M330. PP shall have a smooth interior and annular exterior 
corrugations. PP shall be required to be furnished in eight (8) foot joints for sizes twelve 
(12) inches through twenty-four (24) inches except where shorter joints are needed for 
tie-ins. The City prefers that ALL sizes of PP be furnished in the eight (8) foot lengths 
when the Contractor has the proper equipment and sufficient working area. Permission 
may be granted for use of other length joints by the Engineer on a case-by-case basis. 
Pipe shall have double-gasket connections and shall be installed in accordance ASTM 
D2321 and manufacturer’s recommended installation guidelines. 

T-2.03.2 FLARED END SECTIONS: 
Flared end sections (FES) shall be installed at locations shown on the plans or as directed 
by the Engineer. FES’s shall be manufactured of the same material as the pipe to which it 
is being connected and shall be manufactured and installed with the same type of joint as 
the pipe. 

REINFORCED CONCRETE FLARED END SECTIONS: 
Reinforced concrete flared end sections shall be manufactured in accordance with plans 
that have been approved by the North Carolina Department of Transportation. The 
concrete used in FES’s shall attain a strength of 3500 psi when tested in accordance with 
AASHTO T22. Where grates are to be installed on FES’s, provisions for mounting the 
grate shall be provided. 

 
T-2.03.3 BRICK: 

Bricks shall conform to AASHTO M-91-90, Grade MS, and shall be WHOLE solid 
brick of standard size, with straight and parallel edges and square corners. They shall be 
of  compact texture, full weight, entirely true, free from injurious cracks and flaws, 
tough, strong, and shall have a clear ring when struck together. 

T-2.03.4 CASTINGS: 
All castings for storm drain structures shall be Gray Iron castings manufactured in 
accordance with ASTM A-48, latest revision and shall be fabricated in accordance with 
the City of Wilmington Standard Details for each casting. Storm drain manholes shall 
have the words “STORM DRAIN” or “STORM SEWER” cast in the lids. 
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T-2.03.5 FILTER FABRIC: 
Filter fabric shall be Supac Style 5-NP, Trevira Spunbound Type S-1115, Amoco Style 
4545, or an approved equal. The Contractor shall furnish the Engineer sufficient data to 
evaluate the adequacy of any substitute non-woven filter fabric. No installation of 
substitute fabric shall be permitted until written approval has been furnished by the 
Engineer. 

T-2.04 STRUCTURES: 

T-2.04.1 MANHOLES: 
Where shown on the plans or otherwise directed by the Engineer, storm drain manholes 
shall be constructed in accordance with these specifications and in accordance with City 
of Wilmington Standard Details unless otherwise directed by the Engineer. All inverts 
in storm drain manholes shall be shaped to provide smooth flow through the manhole 
and to prevent ponding of water and settlement of sediment and debris. 

BRICK MANHOLES: 
Brick manholes shall be constructed in accordance with City of Wilmington Standard 
Details 2-03. Where the depth of the manhole exceeds eight (8) feet, the inside diameter 
of the manhole shall be increased to five (5) feet and the wall thickness shall be increased 
to twelve (12) inches for the portion of the manhole greater than eight (8) feet deep. 
Where the plans or the Engineer specify, the manhole shall be constructed at the 
specified diameter and corbelled in accordance with SD 2-03. 

PRECAST MANHOLES: 
Precast manholes shall be permitted unless specifically stated otherwise on the plans, 
Special Conditions, or Proposal. Precast manholes shall be constructed in accordance 
ASTM Specification C-478 and shall have an inside diameter of four (4) feet unless 
specified otherwise on the plans, Special Conditions, Proposal, or directed by the 
Engineer. A six (6) inch extended footing shall be required on all four-foot diameter 
precast manholes. (See T-14.23) 

CORRUGATED METAL PIPE MANHOLES: 
Corrugated metal manholes shall not be permitted unless specified in the Special 
Conditions. 

INTERFERENCE MANHOLE: 
Interference manholes shall be constructed in accordance with City of Wilmington 
Standard Detail 2-05 and in accordance with the other specifications for manholes as 
specified in this Section.  Interference manholes shall be constructed where shown on the 
plans or where directed by the Engineer to eliminate a conflict with the storm drain 
system. 

T-2.04.2 JUNCTION BOXES: 

REINFORCED CONCRETE JUNCTION BOXES: 
Reinforced concrete junction boxes shall be constructed at locations shown on the plans 
or where directed by the Engineer. The reinforced concrete junction boxes shall be 
constructed in accordance with the details on the plans and in accordance with applicable 
sections of the ACI Manual of Concrete Practices and NCDOT Standards. All tops for 
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junction boxes shall be cast to provide for a City of Wilmington approved manhole ring 
and cover. 

PRECAST REINFORCED CONCRETE JUNCTION BOXES: 
Precast reinforced concrete junction boxes shall be manufactured to the inside 
dimensions shown on the plans or as directed by the Engineer. The manufacturer of the 
precast boxes shall provide detailed shop drawings and design calculations that have 
been sealed by Professional Engineer registered in the State of North Carolina. All boxes 
shall be designed for a minimum of H-20 loading with appropriate safety factors 
indicated. All tops for junction boxes shall be cast to provide for a City of Wilmington 
approved manhole ring and cover. 

T-2.04.3 CATCH BASINS AND INLETS: 

BRICK CATCH BASINS: 
All catch basins, unless directed otherwise by the Engineer or specifically noted on the 
plans, shall be open throat basins constructed of brick and in accordance with City of 
Wilmington Standard Detail 2-01. 

PRECAST CATCH BASINS: 
Precast catch basins shall be permitted unless specifically stated otherwise on the plans, 
Special Conditions, or Proposal. Precast catch basins shall be constructed in accordance 
NCDOT standards and shall have an inside diameter of four (4) feet unless specified 
otherwise on the plans, Special Conditions, Proposal, or directed by the Engineer. A six 
(6) inch extended footing shall be required on all four-foot diameter catch basins 
manholes. (See T-14.23) 

DROP INLETS: 
All drop inlets, unless specifically noted otherwise on the plans or directed by the 
Engineer, shall be constructed of brick and in accordance with City of Wilmington 
Standard Detail 2-02. 

T-2.04.4 REINFORCED CONCRETE HEADWALLS: 
Reinforced concrete headwalls shall be constructed at locations shown on the plans or 
where directed by the Engineer. All reinforced concrete headwalls shall be constructed in 

accordance with the details and specifications included with the project and in 
accordance with applicable sections of the ACI Manual of Concrete Practices. 

T-2.05 CHANNEL LININGS: 

RIP RAP: 
Rip rap shall consist of field stone or rough unhewn quarry stone. The stone shall be 
sound, tough, dense, resistant to the action of air and water, and suitable in all other 
respects for the purposes intended. The stone shall be graded to meet the following 
requirements: 

 
Class I - Stone shall vary in weight from 5 to 200 pounds with at least 30 percent of the 
total weight of rip rap weighing a minimum of 60 lbs. and not more than 10 percent 
weighing less than 15 lbs. 
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Class II - Stone shall vary in weight from 25 to 250 lbs. with at least 60 percent of the 
total weight of the rip rap shall weigh a minimum of 100 lbs. and no more than 5 percent 
shall weigh less than 50 lbs. 

 
Class A - Stone shall vary in size from 2-inches to 6-inches and while no specific 
gradation is specified, the stone shall be equally distributed within the range. The size 
shall be determined by measuring its long dimensions. 

 
Class B - Stone shall vary in size from 5-inches to 15-inches and while no specific 
gradation is specified, the stone shall be equally distributed within the range. The size 
shall be determined by measuring its long dimensions. 

Rip rap shall be grouted into place with flowable fill concrete if shown on the plans. 

T-2.06 SUBDRAINS: 

SUBDRAIN PIPE: 
Subdrain pipe shall be six (6) inch perforated pipe with the perforations on the bottom of 
the pipe. Metal subdrain pipe shall be galvanized corrugated steel pipe meeting ASTM A-
760 and AASHTO M-36. PVC subdrain pipe shall be Schedule 40 meeting the 
requirements of ASTM Specification D-1785. 

T-2.07 INSTALLATION: 

T-2.07.1 PIPE INSTALLATION: 
All pipe and related structures shall be installed to the line and grade as shown on the 
plans or as established by the Engineer. The Contractor shall adhere to any and all 
construction techniques established by the pipe manufacturer unless directed otherwise 
by the Engineer. The Contractor shall be responsible for and correct any and all defects 
due to settlement, poor workmanship, improper handling, or lack of maintenance. It shall 
be the Contractor's responsibility to maintain the new and existing pipe system as well as 
existing utilities on the job site for the duration of the project. This is to include, but not 
be limited to, the infiltration of sand and debris into the new and existing storm drainage 
system and into the other utility lines. Should sand or debris collect in any portion of the 
new or existing systems as a result of construction, the Contractor shall be required to 
remove said sand and debris at his own expense. 

T-2.07.2 PIPE JOINTS: 

JOINTS: 

All pipe joints, regardless of pipe material, shall be wrapped with filter fabric along the 
exterior of the pipe.  The filter fabric shall be secured to the exterior of the pipe with a 
bituminous adhesive.  The filter fabric shall cover the circumference of the joint 
completely and extend at least twelve inches beyond the center of the joint in both 
directions.   

REINFORCED CONCRETE PIPE: 
Joints for reinforced concrete pipe shall be tongue and groove with flexible watertight 
joints unless specified otherwise on the plans, specifications, or proposal or unless 
directed otherwise by the Engineer. The joint material shall be as recommended by the 
reinforced concrete pipe manufacturer and shall provide water tight seals at all joints, 
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meeting the requirements of Section T-14.10.2. Joint materials specifications shall be 
submitted to the Engineer for review and approval prior to installation. 

REINFORCED CONCRETE ARCHED AND ELLIPTICAL PIPE: 
Joints for reinforced concrete arched and elliptical pipe shall conform to the 
specifications for joints for reinforced concrete pipe. 

REINFORCED CONCRETE BOX CULVERTS: 
Joints for reinforced concrete box culverts shall conform to the specifications for joints 
for  reinforced concrete pipe. 
 
ALUMINUM CORRUGATED PIPE: 
Aluminum corrugated pipe joints shall be in accordance with the manufacturer's 
recommendation and shall provide a watertight seal at all joints. Specifications for joints 
and fittings for aluminum corrugated pipe shall be submitted to the Engineer for review 
and approval prior to installation. 

CORRUGATED POLYETHYLENE PIPE: 
Corrugated polyethylene pipe joints shall be in accordance with the manufacturer's 
recommendations and shall provide a watertight seal or shall be installed such as to 
prevent any infiltration of sand or soil. 

CORRUGATED POLYPROPYLENE PIPE: 
Corrugated polypropylene pipe joints shall be in accordance with the manufacturer's 
recommendations and shall be watertight according to the requirements of ASTM 
D3212.  Gaskets shall meet the requirements of ASTM F477. 

 
T-2.07.3 FLARED END SECTIONS: 

All flared end sections shall be manufactured of the same material as the pipe to which it 
is being connected, with the exception of aluminum. No aluminum flared end sections 
shall be permitted. The contractor shall use a concrete headwall when using aluminum 
pipes. The flared end section shall be installed such as to minimize and prevent 
undermining of the flared end section and to minimize erosion of the receiving channel. 
The Contractor shall use extreme care not to undercut the soil under the flared end 
section. Where the soil is undercut, the Contractor shall be required to replace the 
material and to place the material in six (6) inch lifts achieving 100 percent of the 
maximum density at optimum moisture, as determined by ASTM D-1557 Standard Test 
Method. 

T-2.07.4 STRUCTURES: 
All structures shall be constructed on firm, undisturbed soil at locations shown on the 
plans or as directed by the Engineer, provided that all precast structures shall have a 
minimum of six (6) inches of washed stone (#57) bedding and the cost of the stone 
bedding shall be considered incidental to the precast structure. Additional stone bedding 
thickness may be required as directed by the engineer for structures deeper than six feet. 
Where the Contractor undercuts the soil for the footing, the Contractor shall be required 
to use washed stone (#57) to bring the subgrade back to proper elevation. Should the 
contractor encounter unsuitable material at the subgrade elevation for the manhole 
footing, he shall immediately notify the Engineer and assist the Engineer in determining 
the severity of the problem and work with the Engineer in resolving the situation. 
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The inverts of all structures shall be constructed and shaped to provide free flow of water 
without ponding and to eliminate and prevent accumulation of sediment and debris. All 
connections to structures shall be watertight and shall be grouted from both the exterior 
and interior of the structure, fully encapsulate bricks, if used, with grout. All connections 
to structures shall be wrapped with filter fabric along the exterior of the pipe and the 
structure.  The filter fabric shall be secured to the exterior of the pipe and the structure 
with a bituminous adhesive.   

 
MANHOLES: 

BRICK MANHOLES: 
Brick manholes shall be constructed on concrete footing a minimum of six (6) inches thick 
and having a diameter a minimum of twelve (12) inches larger than the outside diameter of 
the structure. Brick manholes shall be plastered with ¾ inch cement on both the exterior and 
interior of the structure. All brick shall be whole, solid, uniform brick made of cement or 
hard burned clay. The brick shall be fully soaked in water prior to being set in cement 
mortar. All pipes entering or leaving the manhole shall be set prior to the setting of bricks. 
Bricks and mortar shall be placed around the pipes in a manner to ensure a neat watertight 
seal. Steps shall be installed one (1) foot on center directly below the access opening. 

PRECAST MANHOLES: 
The Contractor shall use extreme care in handling, setting, and connecting to the precast 
manhole to prevent any structural damage. The City reserves the right to reject any structure 
that has been damaged and could result in a loss of structural strength or integrity. All 
connections to precast manholes shall be watertight and shall be grouted from both the 
exterior and interior of the structure. Steps shall be installed one (1) foot on center directly 
below the access opening. 

INTERFERENCE MANHOLES: 
Installation of interference manholes shall be in accordance with the specifications for the 
type of manhole being installed. The carrier pipe through the interference manhole shall 
always be metal (steel or ductile iron). When the carrier pipe is an existing pipe to be 
replaced, the carrier pipe shall be a separate bid item unless specifically stated otherwise on 
the plans or special conditions. A minimum of twenty-four (24) inches clearance shall be 
provided between the outside bottom of the carrier pipe and the bottom of the manhole 
invert, said clearance may have to be a “sumped” area in some cases. Steps shall be 
installed one (1) foot on center directly below the access opening. 

 
REINFORCED CONCRETE JUNCTION BOXES: 
Reinforced concrete junction boxes shall be constructed in accordance with the details on the 
plans, specifications, and in accordance with the applicable sections of the latest edition of the 
ACI Manual of Concrete Practices. All pipes entering or leaving the junction box shall be set 
prior to the placing of the concrete for the walls. Steps shall be installed one (1) foot on center 
directly below the access opening. 

PRECAST REINFORCED CONCRETE JUNCTION BOXES: 
All connections to the precast junction boxes shall be watertight and shall be sealed from 
both the interior and exterior of the structure. Care shall be taken in handling, setting, and 
connecting to the structure to prevent any structural damage. The City reserves the right to 
reject any structure that has been damaged and could result in a loss of structural strength or 
integrity. Steps shall be installed one (1) foot on center directly below the access opening. 
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BRICK CATCH BASINS: 
Brick catch basins shall be constructed on concrete footing a minimum of six (6) inches thick 
and extending a minimum of four (4) inches past the outside face of the structure. Brick catch 
basins shall be plastered with ¾ inch cement on both the exterior and interior of the structure. 
All brick shall be whole, solid, uniform brick made of cement or hard burned clay. The brick 
shall be fully soaked in water prior to being set in cement mortar. All pipes entering or leaving 
the catch basin shall be set prior to the setting of bricks. Bricks and mortar shall be placed 
around the pipes in a manner to ensure a neat watertight seal. 

DROP INLETS: 
Drop inlets shall be constructed on concrete footing a minimum of six (6) inches thick and 
extending a minimum of four (4) inches past the outside face of the structure. Brick drop 
inlets shall be plastered with ¾ inch cement on both the exterior and interior of the structure. 
All brick shall be whole, solid, uniform brick made of cement or hard burned clay. The 
brick shall be fully soaked in water prior to being set in cement mortar. All pipes entering or 
leaving the drop inlet shall be set prior to the setting of bricks. Bricks and mortar shall be 
placed around the pipes in a manner to ensure a neat watertight seal. 

REINFORCED CONCRETE HEADWALLS: 
Reinforced concrete headwalls shall be constructed of Class A concrete as specified in T-
6.09 of the concrete section of the specifications. All concrete shall comply with the 
requirements in Section 6 of the specifications and with the applicable sections of the ACI 
Manual on Concrete Practices. Reinforcing steel shall be Grade 60 Deformed bars 
complying with ASTM A - 615 and shall be of the size and quantity specified in the 
details and/or specifications. Steel shall be placed in accordance with the details and 
specifications and shall be placed such that a minimum of two (2) inches of concrete 
covers the steel. 

T-2.07.5 CHANNEL LININGS: 

RIP RAP: 
Rip rap shall be installed at the locations shown on the plans or as directed by the 
Engineer. All rip rap shall be installed in accordance with City of Wilmington Standard 
Detail 2-15 and shall be installed with non-woven filter fabric resistant to ultraviolet rays 
between the ground and the rip rap unless noted otherwise on the plans. The Contractor 
shall use caution to prevent any tears or holes in the filter fabric when placing the rip rap. 
All tears or holes in the filter fabric shall be repaired as directed by the Engineer. As a 
minimum, the damaged area shall have an undamaged section of filter fabric which 
extends a minimum of two (2) feet in all directions past the damaged area, placed over 
the damaged filter fabric. 

T-2.07.6 SUBDRAINS: 
Sub drains shall be installed at locations shown on the plans or as directed by the 
Engineer.  The sub-drain shall be installed in accordance with SD 2-04. A minimum of 
six (6) inches of washed stone shall be placed around the perforated pipe. The washed 
stone shall be wrapped in an approved non-woven filter fabric. Unless directed 
otherwise, all subdrains shall be connected to the storm drain system at structures and the 
invert of the subdrain shall be a minimum of six (6) inches above the invert of the 
structure. 
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T-2.08 EXCAVATION AND BACKFILL: 

T-2.08.1 EXCAVATION FOR PIPE LINES: 
Excavation of all trenches for pipe lines shall be done to line and grade as established by 
the Engineer. The width of the trench shall not be greater than necessary to permit 
satisfactory jointing and thorough tamping of the bedding material under and around the 
pipe. The bedding surface shall provide a firm foundation of uniform density through the 

entire length of the pipe. Recesses shall be excavated to accommodate bells and 
joints. The bottom of the trench shall be carefully shaped and rounded to the shape of the 

lowest 1/4 of the outside of the pipe for its entire length. 

T-2.08.2 EXCAVATION FOR STRUCTURES: 
Excavation for all structures shall be done such that the structure can be set to line and 
grade as established by the Engineer. The width and depth of the trench shall not be 
greater than that necessary to properly set and seal the structure in accordance with the 
plans and specifications. 

T-2.08.3 UNDERCUTTING: 
Any undercutting in good soil shall be replaced at the Contractor's expense, and the 
replacement material shall be compacted to 95 percent of the maximum density obtained 
at optimum moisture content as determined by ASTM D-1557 Standard Test Method. In 
the event that the material encountered at grade is found to be soft, spongy, or in any 
other way unsuitable, the Contractor shall notify the Engineer immediately. If instructed 
to remove the unsuitable material to a specified depth, the contractor shall do so and 
replace the same with borrow material acceptable to the Engineer. This material shall be 
placed in layers not to exceed six (6) inches in thickness and compacted to 95% of the 
maximum density by the method described above. 

T-2.08.4 SHORING, SHEETING, AND WELL-POINTING: 
Shoring, sheeting, and/or well-pointing shall be used where and as necessary, in order to 
prevent damage to existing facilities or structures, or as a matter of safety, or as directed 
by the Engineer. The cost of shoring, sheeting, and/or well-pointing as required are to be 
included in the unit prices as bid for storm drains (pipes and structures) and there shall 
be no additional payment allowed for these items. 

T-2.08.5 BACKFILL: 
Before backfilling is commenced over pipes and installations, fine earth, sand, or rock 
dust shall be solidly tamped around and above the pipe to a depth of one (1) foot above 
the top of the pipe. Care shall be taken to prevent any disturbance to the pipe, structures, 
or newly made joints. The filling of the trench shall be carried on simultaneously on both 
sides of the pipes and structures in such a manner that injurious side pressures do not 
occur. NO SEPARATE PAYMENT SHALL BE ALLOWED FOR BACKFILLING OF 
STORM DRAINS. 

 
Sheeting and shoring generally should be removed only when the trench below it has 
become substantially filled, and every precaution shall be taken to prevent any slides of 
material from the sides of the trench onto or against the pipe and/or structures. 

 
The material for backfilling, unless specified otherwise, shall be earth, loam, gravel, or 
quarry spoil from trenches and shall be free from stones larger than two (2) inches in 
diameter. It shall be free from all perishable and objectionable materials. Before placing 
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any backfill, all rubbish, forms, blocks, wires, or other unsuitable material shall be 
removed from the excavation. The backfilling shall be placed in layers not to exceed 
twelve (12) inches thick and compacted to a minimum density of 95 percent as 
determined by ASTM D 1557 Standard Test Method. 

 
Material for backfill shall generally be material excavated from the trench or excess 
material from the project site created as a result of required grading. When there is not 
sufficient suitable material available at the site, the Contractor shall immediately notify 
the Engineer and request directions on how to proceed. Should the Engineer direct that 
borrow be used, the Contractor shall provide fill material. Fill material, if directed to be 
supplied by the Engineer, shall be paid for on a cubic yard basis as bid in the proposal, or 
at a unit price negotiated by the Engineer and Contractor. 

 
The unit price of fill material, if used, should include all the cost of providing the fill 
material to the site and disposal of the objectionable material. The cost of placing and 
compacting the material shall be included in the cost of the pipe and structures. 

T-2.08.6 CUT-BACK OF PAVEMENT: 
When pipe lines and/or structures are placed under existing pavements, a cut-back of the 
pavement of twelve (12) inches shall be required on each side of the ditch line, per 
Standard Detail SD 1-05. After the pipe has been laid and backfilled in accordance with 
the plans and specifications, a six (6) inch, or as specified on the plans or in the Special 
Conditions Section, a compacted base of marl-type rock shall be placed over the total 
width of the pavement cut. After manipulation and compaction, this base shall be two 
(2) inches below the level of the adjacent pavement. A wearing surface of two (2) inches 
of bituminous concrete, Type I-2, shall then be placed over this base in such a manner as 
to, when rolled, match the grade of the existing pavement. 

 
This type of pavement repair shall be permitted by the City for all types of bituminous- 
surfaced streets, regardless of the existing type of base, unless specified otherwise on the 
plans or in the Special Conditions Section. 

T-2.09 EXISTING PIPES AND STRUCTURES: 

T-2.09.1 TAPPING EXISTING STRUCTURES: 
Where shown on the plans or directed by the Engineer, the Contractor shall connect new 
pipe, install new structures, etc. or otherwise make connection to the existing storm drain 
systems. This connection (tap) shall be accomplished with minimal damage to the 
existing structure. All gaps, cracks, etc. shall be mortared so as to prevent any ground- 
water infiltration. This shall be accomplished with the type brick and mortar used in 
construction of new manholes unless otherwise specified or directed by the Engineer. 
NO EXTRA PAYMENT SHALL BE ALLOWED FOR THIS WORK. 

T-2.09.2 REPLACEMENT OF EXISTING STRUCTURES: 
Where shown on the plans or directed by the Engineer, the Contractor shall replace an 
existing structure with a new structure. Unless noted otherwise, the Contractor shall 
completely remove the old structure, including the footing and shall build the new 
structure in accordance with the appropriate standards and specifications or as directed 
by  the Engineer. 
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T-2.09.3 REMOVAL OF EXISTING PIPE AND/OR STRUCTURES: 
Unless noted otherwise in the Special Conditions section or on the plans, the Contractor 
shall remove ALL abandoned pipe and/or structures. Unless noted otherwise in the 
proposal, NO EXTRA PAYMENT SHALL BE ALLOWED FOR THIS WORK. 

T-2.09.4 SALVAGING EXISTING PIPE, CASTINGS, ETC.: 
All pipes, castings, etc. deemed salvageable by the Engineer shall be removed from the 
construction site by the Contractor and shall be delivered to the City Operations Center 
at River Road. Upon such delivery, the Contractor shall receive a receipt for said 
salvaged material. The Contractor shall be required to replace all material directed to be 
salvaged which he cannot account for. 

T-2.09.5 PLUGGING EXISTING LINES: 
The Contractor shall install a masonry plug where shown on the plans or directed by the 
Engineer. Unless otherwise stated in the Special Conditions section or in the proposal, 
NO EXTRA PAYMENT SHALL BE ALLOWED FOR THIS WORK. 

T-2.09.6 GROUT FILLING ABANDONED LINES AND/OR STRUCTURES: 
Where shown on the plans, specified in the Special Conditions section, or directed by the 
Engineer, the Contractor shall fill existing pipes and/or structures as required with 
concrete or grout. This concrete or grout shall be a minimum 2000 psi. For pipe, this 
grout shall be pumped under pressure into the section being filled in such a manner to 
ensure that the line completely fills with the concrete or grout. 

T-2.09.7 REPLACEMENT OF EXISTING IMPROVEMENTS: 
Where the storm drain crosses existing improvements, i.e., asphalt, base, curb, 
driveways, sidewalks, brick pavers, water/sewer services, other utilities, etc., it shall be 
the Contractor's responsibility to protect and/or to replace these improvements. The cost 
of  protecting and/or replacing these improvements shall be included in the unit prices 
for new storm drain pipes and structures and NO EXTRA PAYMENT SHALL BE 
ALLOWED unless otherwise specified in the Special Conditions section. The Engineer 
shall be the judge as to the extent of replacement required. In the instance of asphalt 
replacement, it shall be done in accordance with Section T-2.08.6 and Standard Detail 
SD 1-05. 

T-2.10 MEASUREMENT AND PAYMENT: 

T-2.10.1 PIPE: 
Payment for pipe shall be for the actual linear footage installed for each size and cut 
range specified in the proposal. The actual amount of pipe in a given cut range shall be 
determined by the initial grade at the point of installation and the installed pipe invert 
unless otherwise specified in the Special Conditions section. No payment through 
structures will be allowed. 

T-2.10.2 BOX CULVERTS: 
Box culverts shall be measured in the same method as pipe and as described in Section 
T-2.10.1. 

T-2.10.3 FLARED END SECTIONS: 
Flared end sections shall be paid on a “per each” basis for the specific sizes used as bid 
in the proposal. 
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T-2.10.4 CATCH BASINS AND MANHOLES: 
Catch basins and manholes shall be paid for as specified in the proposal for the actual 
quantity installed for the various diameters and ranges of cut. The appropriate cut for a 
given structure shall be determined in the field and shall be measured in feet from the 
lowest invert of the manhole or basin to the rim. 

T-2.10.5 JUNCTION BOXES: 
Junction boxes shall be measured on a “per each” basis using the inside dimensions and 
as bid in the proposal. The unit price for junction boxes shall include all costs associated 
with constructing and/or installing the box including steps, castings, etc. 

T-2.10.6 HEADWALLS: 
Headwalls shall be measured on a “per each” basis for the headwall actually installed for 
the various ranges of pipe(s) in the headwall and as bid in the proposal unless otherwise 
specified in the Special Conditions section and/or in the proposal. 

T-2.10.7 CHANNEL LININGS AND OUTLET STABILIZATION: 

RIP RAP: 
Rip rap shall be measured on a square yard basis for the actual quantity installed as 
determined by final field measurements for the various thickness(es) and type(s) 
specified in the Special Conditions section and/or the proposal. 

T-2.10.8 SUBDRAINS: 
Subdrains shall be measured on a linear foot basis for the actual quantity installed. 

T-2.10.9 EXCAVATION AND BACKFILL: 
No extra payment will be allowed for excavation and/or backfill required for the 
installation of storm drain pipes and/or structures, except that mucking required below 
the bedding of the pipe shall be paid for as common excavation. Where undercutting is 
required for the placement of stone bedding (specified by the Engineer), the cost of the 
undercutting shall be included in the cost of the stone bedding. 

BORROW OR SELECT FILL: 
When the Engineer has directed the Contractor to provide select fill (borrow) for the 
backfilling of pipes and structures, the borrow will be measured on a per cubic yard 
basis. The method of measurement shall be computed by measuring the trench to be 
backfilled and subtracting the volume of the pipe and structures, or at the direction of the 
Engineer by using truck counts and allowing a shrinkage of 20% for the voids. 
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TECHNICAL SPECIFICATIONS 
SECTION 6: CONCRETE: PROPORTIONING, MIXING, TESTING, 
PLACING AND CURING        4/04/2001 
 
 
T-6.1  GENERAL: 

Concrete shall consist of a mixture of Portland cement, aggregates and water, 
proportioned in accordance with the requirements of this specification.  Admixtures shall 
be included with these primary ingredients only when specifically authorized. 

 
T-6.02 SPECIAL PRECAUTIONS IN FREEZING WEATHER: 
 
T-6.02.1 FROZEN AGGREGATES: 

Frozen aggregates or aggregates containing lumps of frozen material shall be thawed 
before using. 

 
T-6.02.2 WORK IN FREEZING WEATHER: 

All concrete work during cold weather shall be in conformance with ACI-306R.  In 
general, no concrete shall be placed when the ambient temperature is 40 degrees F. or 
below without the consent of the Engineer. 

 
T-6.03 PROPORTIONS AND CONSISTENCY: 

In proportioning concrete materials one (1) bag (sack) of cement shall be considered as 
being one (1) cubic foot volume and ninety-four (94) pounds weight. 

 
T-6.03.1 AGGREGATES: 

The weight per unit volume of the aggregates shall be based on dry and rodded weights 
determined in accordance with ASTM C-29 latest revision. 

 
T-6.03.2 WATER: 

Total or maximum water shall be considered as all added water, including absorbed 
(surface) water in the aggregates. 

 
Water shall be measured by volume or weight.  The device for the measurement of water 
shall be readily adjustable under all operating conditions and shall be accurate to one-
half (1/2) percent or less. 

 
T-6.03.3 CEMENT: 

Cement shall be measured by weight when bulk cement is used and where batching it is 
necessary to use a portion of a bag, otherwise for bag cement, the bag weight of ninety-
four (94) pounds may be used.  Cement shall not be weighed in the same batch box as 
the aggregates, but a separate scale shall be used. 

 
T-6.03.4 ADMIXTURES: 

Powdered admixtures shall be measured by weight and liquid admixtures by weight or 
volume. 

 
T-6.03.5 WEIGHING HOPPERS & SCALES: 

Scales utilized in proportioning shall be either springless dial, multiple beam type, or 
solid-state digital strain gage transducer type.  Scale gradations shall be no greater than 
the following: 

Aggregate Scales 30 lbs 
Cement Scales  6  lbs 
Water Scales   6  lbs 
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All scale indicators shall be enclosed against moisture and dust. 
 

Weighing equipment shall be insulated against vibration and movement of other 
operating equipment in the plant.  When the entire plant is running, the scale reading at 
cut-off shall not vary more than 1 percent for cement, 1 percent for water, 1-1/2 percent 
for any size of aggregate, nor 1 percent for the total aggregate in any batch. 

 
T-6.03.6 CONSISTENCY: 

The consistency of the concrete shall be determined by the slump test, hereinafter referred 
to, and said mixes shall be of the consistency required by the Engineer; but the ratio of 
the aggregate to total aggregate shall be maintained as shown in Table 1, T-6.08. 

 
T-6.04 MIXING AND DELIVERY: 

All concrete under this specification shall be machine mixed in accordance with ACI 
304R.  Hand mixing may be allowed where the volume to be placed is less than one (1) 
cubic yard. 

 
The mixing equipment shall be capable of mixing the aggregates, cement, and water 
within the specified time into a thoroughly mixed and homogenous mass that can be 
discharged without segregation. 

 
T-6.04.1 HAND MIXING: 

Hand mixing shall be permitted when the amount of concrete required for any job is less 
than one (1) cubic yard.  Hand mixed concrete shall be mixed on a watertight platform 
or in a mortar box in batches not to exceed 1/3 cubic yards each.  The aggregate shall 
first be spread in a uniform layer over which the required quantity of cement shall be 
evenly distributed.  The entire batch shall be turned with shovels until the ingredients are 
thoroughly blended before adding the water.  After adding the proper amount of water, 
the batch shall again be turned with shovels until a uniform consistency is obtained.  
Methods of hand mixing which allow the loss of mixing water will not be permitted. 

 
T-6.05 HANDLING AND PLACING CONCRETE: 

No concrete shall be used which does not reach its final position in the forms within one 
(1) hour after water is first added to the mix, except when concrete is continually agitated, 
when the time may be extended to one and one-half (1-1/2) hours. 

 
T-6.06 INSPECTION: 

Proper facilities shall be provided for the inspection and sampling of concrete at the 
mixing plant, loading plant and point of delivery. 

 
T-6.06.1 FACILITIES: 

The manufacturer shall afford the inspector, without charge to the City, all reasonable 
facilities for securing samples to determine if the concrete is being furnished in 
accordance with the requirements of this specification.  All inspection and sampling shall 
be so conducted as not to interfere unnecessarily with the manufacture and delivery of 
the concrete. 
 
 

6.06.2 PLACING CONCRETE: 
Concrete shall be placed so as to avoid segregation of the materials and the displacement 
of the reinforcement.  The use of long chutes for conveying concrete from the mixer will 
be permitted only on written authority of the Engineer.  In case an inferior quality of 
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concrete is produced by the use of chutes, the Engineer may order discontinuance of their 
use and the substitution of a satisfactory method of placing. 

 
Open troughs and chutes shall be of metal or metal lined; where steep slopes are required, 
the chutes shall be equipped with baffle boards or be in short lengths that reverse the 
direction of movement. 

 
Concrete shall not be dropped more than six feet into the forms so as to avoid the 
segregation of aggregate and mortar. 

 
All chutes, troughs and pipes shall be kept free from coatings of hardened concrete by 
thoroughly flushing with water after each run; water used for flushing shall be discharged 
clear of the concrete already in place. 

 
T-6.06.3 CONSOLIDATION OF CONCRETE (ACI 309R): 

Concrete shall be compacted by continuous working with a suitable tool or by vibrating 
the forms in a manner acceptable to the Engineer; the mortar shall be flushed to the 
surface by the use of a suitable spading tool.  If puddling cannot be done because of the 
obstruction of reinforcement or other cause, compacting shall be accomplished by 
vibrating the form in a manner satisfactory to the Engineer. 

 
Concrete shall be placed in horizontal layers not more than twenty-four (24) inches thick 
except as hereinafter provided.  When less than a complete layer is placed in one 
operation, it shall be terminated in a vertical bulkhead.  Each layer shall be placed and 
compacted before the preceding batch has taken initial set to prevent injury to the green 
concrete and avoid surfaces of separation between the batches. 

 
Construction joints shall be placed across regions of low shearing stress, in locations that 
will be hidden from view to the greatest possible extent, and at only the locations shown 
on the plans or as directed by the Engineer. 

 
Re-tempering of mortar or concrete that has partially hardened with or without additional 
materials or water is prohibited. 

 
All concrete shall be placed so as to be properly finished and curing begun during the 
daylight hours.  At no time shall concrete be placed which will require the finishing, etc., 
to be performed by artificial light.  Paving operations shall be as scheduled by the 
Engineer. 

 
T-6.07 FINISHING AND CURING OF CONCRETE: 
 
T-6.07.1  FINISHING: 
BROOMED FINISH: 

Concrete for curb, curb and gutter, sidewalk and driveways shall have a broomed finish.  
This finish shall be accomplished as follows:  The surface shall be screeded and tamped 
with a special tool to force the coarse aggregate away from the surface, floated to bring 
the surface to the required finish level, steel-troweling to an even smooth surface and 
brooming with a fiber-bristle brush.  The surface shall be of uniform texture. 

 
SCRATCHED FINISH: 

Surfaces intended to receive bonded applied cementations applications shall have a 
scratched finish. After the concrete has been placed, struck off, consolidated and leveled, 
the surface shall be roughened with stiff brushes or rakes before final set. 
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FLOATED FINISH: 

Surfaces intended to receive roofing, weatherproofing, membranes, or sand bed terrazzo 
shall have a floated finish.  After the concrete has been placed, struck off, consolidated, 
and leveled, the concrete shall not be worked further until ready for floating.  Floating 
shall begin when the water sheen has disappeared, and/or when the mix has stiffened 
sufficiently to permit the proper operation of a power-driven float. 

 
The surface shall then be consolidated with power driven floats of the impact type except 
in thin sections such as pan slabs.  Hand floating with wood or cork-faced floats shall be 
used in locations inaccessible to the power driven machine. Trueness of surface shall be 
rechecked at this stage with a 10-foot straightedge applied at not less than two different 
angles.  All high spots shall be cut down and all low spots filled during this procedure to 
produce planes checking true under the straightedge in any direction with tolerances not 
exceeding 1/8-inch in ten (10) feet.  The slab shall then be refloated immediately to a 
uniform, smooth, granular texture. 

 
TROWELED FINISH: 

Floors intended as walking surfaces or to receive floor covering shall have a troweled 
finish.  Where a troweled finish is specified, the surface shall be finished first with impact 
power floats, as specified above where applicable, then with power trowels, and finally, 
with hand trowels.  The first troweling after power floating shall be done by a power 
trowel and shall produce a smooth surface that is relatively free of defects that may still 
contain some trowel marks.  Additional troweling shall be done by hand after the surface 
has hardened sufficiently.  The final troweling shall be done by hand after the surface has 
hardened sufficiently.  The final troweling shall be done when a ringing sound is 
produced as the trowel is moved over the surface.  The surface shall be thoroughly 
consolidated by the hand troweling operations.  The finished surface shall be free of any 
trowel marks and shall be uniform in texture and appearance.  On surfaces intended to 
support floor coverings, any defects of sufficient magnitude to show through the floor 
covering shall be removed by grinding. 

 
FORMED SURFACES (RUBBED FINISH) - EXPOSED SURFACES: 

Unless otherwise specified herein or noted on the contract drawings, all exposed surfaces 
of concrete walls, columns, beams, underside of slabs, etc., shall have a uniform rubbed 
finish, free from form marks, irregularities and blemishes, obtained by hand or machine 
rubbing employing an abrasive material such as carborundum.  The finished surface shall 
have a smooth, even, uniform surface, color and texture.  Cement washes will not be 
acceptable. 

 
UNEXPOSED SURFACES: 
Surfaces of walls that are three feet or more below water level and/or finished grade, and 
other surfaces not exposed to view, shall have fins and other projections removed. 

 
T-6.07.2 CURING: 

Curing shall be accomplished by preventing loss of moisture, rapid temperature change, 
and mechanical injury or injury from rain or flowing water for a period of seven (7) days 
when normal Portland cement has been used and three (3) days when high-early-strength 
Portland cement has been used. Curing shall be started as soon after placing and finishing 
as free water has disappeared from the surface of the concrete.  Curing may be 
accomplished by any of the following methods or combination thereof, as approved.  All 
curing shall be in conformance with ACI 308. 
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MOIST CURING: 
Unformed surfaces shall be covered with burlap, cotton, or other approved fabric mats, 
or with sand and shall be kept continually wet.  Forms shall be kept continually wet and 
if removed before the end of the curing period, curing shall be continued as on unformed 
surfaces, using suitable materials.  Burlap shall be used only on surfaces that will be 
unexposed in the finished work and shall be in two layers. 

 
WATERPROOF PAPER CURING: 

Surfaces shall be covered with waterproof paper lapped four (4) inches at edges and ends 
and sealed with mastic or pressure-sensitive tape not less than  one and one-half (1-1/2) 
inches wide.  Paper shall be weighted to prevent displacement, and tears and holes 
appearing during the curing period shall be immediately repaired by patching. 

 
MEMBRANE-CURING METHOD: 

The entire exposed surface shall be covered with a pigmented membrane-forming curing 
compound approved by the Engineer.  The curing compound shall be applied in two coats 
by hand operated pressure sprayers at a coverage of approximately 200 square feet per 
gallon for both coats.   The second coat shall be applied in a direction approximately at 
right angles to the direction of the first coat.  The compound shall form a uniform, 
continuous, coherent film that will not check, crack, or peel and shall be free from 
pinholes or other imperfections.  Concrete surfaces that are subjected to heavy rainfall 
within three (3) hours after the curing compound has been applied shall be resprayed by 
the method and at the coverage above, at no additional cost to the City. 

 
Concrete surfaces to which membrane-curing compounds have been applied shall be 
adequately protected for seven (7) days from pedestrian and vehicular traffic and from 
any other action that might disrupt the continuity of the membrane.  Any area covered 
with curing compound and damaged by subsequent construction operations within the 
seven-day curing period shall be re-sprayed at no additional expense to the City. 
 

 
T-6.08 TABLE I - RECOMMENDED PROPORTIONS OF AGGREGATES 
 

Maximum Size of Course  Ratio of Fine (*) to Total Aggregate on Basis of 
Aggregate – Inches  Dry, Compacted Columns, Measured Separately 

 
Minimum  Maximum 

3/8    0.55   0.70 
3/4    0.40   0.60 
1 and over   0.30   0.50 
 

(*) NOTE:  The finer the sand, the lower will be the percentage required. 
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T-6.09 TABLE II - CONCRETE PROPORTIONS AND STRENGTH REQUIREMENTS 
 

 

Concrete 
Classification Type of Construction 

Max. Water 
Gal. Per Bag 
Cement 

Min. Cement 
Bags per 1 Cu Yd 
Concrete 

Min. Comp Strength 
Lbs Per Sq In at Age 
28 Days 

     

AA Reinforced Piles, Thin 
Wall Light Structural 
Members 
Max slump - 3 1/2" 

5-1/2 6-3/4 4000 

     

A Reinforced Retaining 
Walls, Sidewalks, 
Driveways, Curbs, 
Retaining Walls not 
Reinforced and Cradles 
for Sewers 
Max slump - 3 1/2" 

6-3/4 5-3/4 3000 

     
 
 
T-6.10 SAMPLING AND TESTING: 

All sampling, curing and testing of Portland cement concrete shall be in accordance with 
the current A.S.T.M. and ACI Standards.  Not less than three cylinders shall be taken for 
testing at any one time.  Unless otherwise directed by the Engineer, a minimum of one 
cylinder shall be taken for breaking at seven days and two cylinders taken for breaking 
at twenty-eight (28) days from each batch to be tested.  The cost of concrete for samples 
is to be considered incidental to the project. 
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TECHNICAL SPECIFICATIONS 
SECTION 7: CONCRETE CURBING AND CONCRETE CURB AND GUTTER 
            
       10/19/2001 
 
T-7.01 SCOPE:    

The work covered by this section of the specifications consists of furnishing all plant, 
labor, equipment, appliances and materials, and in performing all operations in 
connection with the construction of concrete.  Curbing is to include combination curbing, 
gutters, driveway gutters, curb returns, slope face curb, vertical curb, header curb, and 
other related structures shown on the drawings and as required by the Engineers in 
accordance with these specifications.  Prior to any work, the Contractor shall comply 
with the provisions of Paragraph G-1.52. 

 
T-7.02 GENERAL:    

Concrete for curbing and other related structures shall be Class “A” concrete, 
proportioned, mixed, tested and placed as specified, in Section 6, “Concrete, 
Proportioning, Mixing, Testing and Placing.” 

 
The alignment and grade of the curbing will be established by means of off-set stakes by 
the Engineer, and the completed work shall accordingly conform thereto.  The 
Contractor's foreman or form-setter shall carefully watch all alignment and grades to 
detect any errors in grade or alignment.  In the event any of the curbing is damaged from 
any cause or proves defective in any way, or is out of alignment or grade, the Contractor 
shall remove such sections and replace at his own expense. 

 
Concrete shall not be placed in the forms for curbing until the forms and subgrade have 
been tested, inspected, and approved by the Engineer. 

 
T-7.02.1 JOINTS: 

Construction joints shall be spaced at ten (10) foot intervals, except that a fifteen (15) 
foot spacing may be used when a curbing machine is used.  Construction joints may be 
installed by the use of templates or formed by other approved methods.  Where such 
joints are not formed by template, a minimum depth of one and one-half (1-1/2) inches 
shall be obtained. 

 
Expansion joints filler shall be spaced at thirty (30) foot intervals, except that a ninety 
(90) foot spacing may be used where a machine is used.  Expansion joint filler shall be 
one half (1/2) inch thick and have same dimensions as the curb section and conform to 
Materials Section  T-14.20.1   

 
Expansion joints filler shall be adjacent to all rigid objects. 

 
T-7.03 EXCAVATION AND SUBGRADE PREPARATION:    

Excavation and subgrade preparation for concrete curbing shall be in strict compliance 
with Technical Specifications Section I, Excavation, Grading and Backfilling. 

 
T-7.04 FORMS:    

Wooden or steel forms, satisfactory to the Engineer, shall be used for the construction of 
curbing. They shall be set true to alignment and grade as established by the Engineer, 
and substantially braced.  Metal templates, not more than three-sixteenth (3/16) inch in 
thickness and manufactured in accordance with the curbing section, shall be set in the 
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places provided in the forms not more than ten (10) feet apart, as directed by the Engineer.  
The forms and templates shall be thoroughly cleaned and oiled after each operation. 
Templates shall be adjusted under the supervision of the Engineer so as to prevent short 
sections (less than 5 feet). 

 
When back and front forms have been set to exact grade and secured, the dividing plates 
shall be inserted and trued up.  With these forms as templates, fine grading to exact 
subgrade elevation shall be completed by hand.  Face forms shall then be set.  The 
Contractor shall at all times have at least one hundred (10') feet of forms set and grade 
tested and approved by the Engineer, ahead of pouring operations.  He shall use every 
effort to observe any possible misalignments in grades and shall call such to the attention 
of the Engineer promptly. 

 
T-7.05 SECTIONS:    

Combination curbing shall be of the vertical curb type, conforming to the dimensions 
shown in the Standard Details of these specifications. 

 
Slope-face curb shall conform to the dimensions shown in the Standard Details of these 
specifications. 

 
The minimum thickness for curbing shall be six (6) inches in the cross-sections. 

 
T-7.06   CONSTRUCTION:   

Concrete curbing shall be constructed of Class “A” concrete.  All materials incorporated 
shall conform to the provisions as set out hereinbefore and shall be mixed and deposited 
in accordance with the requirements of these specifications and the Engineer.  The forms 
for combination curbing shall be placed in accordance with the proper alignment and 
grade as established by the Engineer, and all attachments, templates, stakes, bracings, 
etc., shall be securely set in place prior to depositing of concrete.  Careful check will be 
made of all forms prior to pouring and the Contractor shall obtain a visual inspection and 
approval of all forms prior to depositing concrete therein.  Such approval, however, shall 
not be grounds for claims by the Contractor for additional work in replacing any faulty 
work poured in forms approved by the Engineer or his authorized assistants. 

 
When sufficient concrete has been placed in the forms, it shall be well spaded along areas 
in contact with the forms in order to eliminate all honeycombing and floating the proper 
alignment and grade, after which it shall be toweled smooth and very lightly brushed.  
Templates shall be removed by stages, but not entirely until the concrete has become 
thoroughly hard.  After removal of the templates, there must be a clear division 
throughout between these sections.  Edging tools will be used to form an edge along the 
back and front form and at each template. 

 
All concrete pours shall terminate at a template.  If pouring is to be resumed within one 
hour or less, any excess concrete that exists after the template has been reached may be 
spread in the bottom two (2) inches of the gutter form adjoining the completed curb or 
disposed of, as directed by the Engineer. 
At catch basins, there will be a short section of gutter only, the curbing being replaced 
by the casting.  The catch basin casting shall be parallel with, and on the grade of the 
back form of the curbing section.  The gutter area shall be so shaped and sloped as to 
increase in slope toward the curbing to an extent that when opposite the catch basin 
casting, it will provide an eight (8) inch clear opening below the casting top.  This warped 
section at, and adjacent to, each catch basin shall have the exact same finish texture as 
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that of the other curbing present and shall be poured at the same time where possible. A 
double ply of 30-pound building felt shall be inserted on all sides of catch basin casting 
covers that come in contact with any concrete.  No felt shall be placed against catch basin 
leg castings. 

 
The use of excessive grout (mud) continuously along the curbing section will not be 
tolerated.  The use of "mules" shall be limited to obtaining the desired finish--they should 
not be allowed to alter the section of the curb.  No floating and little or no troweling 
should be necessary against the curb face in order to obtain a true and proper section.  

 
Such section should be obtained with the curb face form board, the alignment of which 
must be extremely good.  (1/8 inch for every 6 feet) (1/4 inch for every 10 feet) 

 
T-7.07 CURBING AT STREET AND DRIVEWAY CORNERS:   

The curbing at street corners shall be constructed on a thirty-five (35) foot radius unless 
otherwise instructed.  At driveways the curb and gutter shall be constructed on a three 
foot radius unless otherwise directed by the Engineer. 

 
T-7.08 CONCRETE CURBING, CURING AND FINISHING:  

Concrete curbing will be finished in strict compliance with these specifications as stated 
in Section 6, “Concrete, Proportioning, Mixing, Testing, and Placing.” 

 
T-7.09 BACKFILLING OF CURBING:    

Backfilling of curbing shall be in strict compliance with the specifications as stated in 
Section 1, “Excavation.” 

 
T-7.10 MEASUREMENT:    

Measurement of combination curbing shall be by actual linear feet of curbing measured 
at the bottom of the face of the curb, including that area across catch basins. Where 
driveways occur, the curbing measurement shall continue across driveways, and that area 
from a line drawn one foot behind the face of the curb extended, or the gutter line shall 
be paid for as curbing.  The remaining driveway between this line and the property line 
shall be paid for as six (6) inch concrete driveway at the price bid in the proposal.  That 
portion of the driveway return behind the line drawn one foot from the face of the curb 
shall be converted to equivalent flat area (0.4 sq yd for 4-1/2 ft. radius-0.3 sq yd for 3 ft. 
radius) and paid for as six (6) inch concrete driveway. 

 
T-7.11 PAYMENT:    

The quantity of combination curbing, measured as hereinbefore specified, will be paid 
for at the contract unit price for the cross section shown on the drawings or standard 
detail.  The price paid per linear foot for curbing shall include full compensation for 
furnishing all labor, materials, tools, and equipment, and doing all the work involved in 
preparing the subgrade for these structures and constructing the curbing complete-in-
place, as hereinbefore specified, including furnishing and placing all expansion joint 
filler. 
 

T-7.12 TREE PROTECTION PROCEDURES (AP 88-1):    
   
T-7.12.1 PURPOSE:    

The purpose of this policy is to outline the procedures to be used in determining how to 
accomplish concrete repair work when there is a conflict with trees located in the public 
right-of-way. 
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T-7.12.2 PROCEDURES FOR SIDEWALK REPAIR WORK:    

If a problem with a tree is encountered when trying to accomplish sidewalk repair the 
first course of action will be to determine if there is enough room in the public right-of-
way between the property line and the tree roots to cobble the sidewalk around the tree 
roots and still provide a sidewalk that is at least three (3) feet wide.  If there is not enough 
room in the public right-of-way to do this, the next course of action will be to use asphalt 
for the sidewalk material instead of concrete and lay the asphalt over the tree roots.  The 
installation of the asphalt sidewalk should be done in such a way that a safe sidewalk 
results in terms of smoothness and slope.  When asphalt is used it should be sprinkled 
with dried cement or a similar material to lighten the appearance so it blends in as well 
as possible with the concrete sidewalk adjacent to it.  The final course of action will be 
to remove the tree if conditions warrant such removal. 
 
The Street Division will contact the Parks Division to determine if conditions exist that 
warrant tree removal.  Examples of such conditions could be: the tree is already dead or 
dying and poses a threat to public safety, the tree roots are too large for the plaza area 
afforded and are causing severe sidewalk and/or curb damage. 
 
It is understood that under this procedure tree roots will NOT be cut in order to repair 
damaged sidewalks unless both the Parks Division and the Streets Division agree that 
this is a viable course of action due to the circumstances of the situation. 
 

T-7.12.2 PROCEDURES FOR OTHER CONCRETE REPAIR WORK:    
The Streets Division will contact the Parks Division when curb and gutter repair or any 
other type of concrete repair work is needed due to damage caused by tree roots.  
Together the Divisions will determine the course of action to be followed in addressing 
the situation.  Possible courses of action may include:  doing nothing, repairing the 
concrete material with another material such as asphalt, or removing the tree. 
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TECHNICAL SPECIFICATIONS 
SECTION 8:  CONCRETE SIDEWALKS & DRIVEWAYS      10/19/2001  
 
 
T-8.01  SCOPE:   

The work covered by this section of the specifications consists of furnishing all plant, 
labor, equipment, appliances and materials and in performing all operations in connection 
with the construction of Portland cement concrete sidewalks and driveways, complete, 
in strict accordance with this section of the specifications, and the applicable drawings.  
IMPORTANT:  SEE PARAGRAPH G-1.52. 

 
T-8.02 GENERAL: 

Concrete for sidewalks and driveways shall be Class A Concrete proportioned, mixed, 
tested and placed, in strict accordance with the specifications given in Section 6, 
“Concrete Proportioning, Mixing, Testing and Placing,” and Section 14, “Materials.” 
 
The alignment and grade of sidewalks will be established as directed by the Engineer.  
The normal cross-section, as shown on the drawings, will be followed.  Generally, the 
alignment and grade of the sidewalks will be determined from the previously placed 
concrete curb and gutter. Typical sections will be deviated from only where directed by 
the Engineer.  Driveways shall connect the openings in the curb and gutter and extend 
across to the back edge of the sidewalks as shown on the  drawings.  In the event any of 
the sidewalks or driveways are damaged from any cause, or prove defective in any way, 
or are out of alignment or proper grade, the contractor shall remove such sections and 
replace at his own expense.  No driveways shall be less than twelve (12) feet wide, clear 
width, except where specifically designated by the Engineer. 
 
Concrete shall not be placed in the forms for sidewalks and driveways until the forms 
and subgrade have been tested, inspected and approved by the Engineer. 

 
T-8.03 EXCAVATION AND SUBGRADE PREPARATION:   

Excavation and subgrade preparation for concrete sidewalk and driveways shall be in 
strict compliance with the specifications as stated in Section 1, Paragraph T-1.04.3. 

 
T-8.04 FORMS:   

Forms shall be of wood or metal, straight and free from warp, and of sufficient strength 
to resist springing during the process of depositing and consolidation of the concrete.  
The width of the forms for sidewalk and driveways shall be equal to the full depth of the 
sidewalk or driveway.  Forms shall be securely staked and braced true to the line and 
grade set by the Engineer.  Suitable metal or wooden division plates shall be provided to 
completely separate adjacent slab during construction.  Forms shall be cleaned and well 
oiled before being set. 

 
T-8.05 WIDTH AND THICKNESS:   

The width and thickness of walks and driveways, and the specific size of slabs, shall be 
as shown on the drawings or as directed by the Engineer.  Sidewalks shall be marked in 
sections with a proper lining tool so as to form squares the size of which will depend 
upon the width of the walks.  The edges of driveways will be worked with an edging tool 
and will be sectioned into squares or marked as shown on the plans and details, or as 
directed by the Engineer. 
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All sidewalks shall be constructed to the uniform thickness of four (4) inches.  Driveways 
shall have a uniform thickness of six (6) inches, including that section which crosses the 
sidewalk area. 

 
T-8.06 CONSTRUCTION OF SIDEWALKS AND DRIVEWAYS:   

After the forms have been set, the Engineer shall inspect the form for proper line and 
grade and shall check the subgrade for proper compaction before allowing any concrete 
to be placed.  Concrete for sidewalks and driveways shall be Class “A” concrete.  All 
materials incorporated in this concrete shall conform to the provisions as set out 
hereinbefore and shall be mixed and deposited in accordance with the requirements of 
these specifications.  When sufficient concrete has been deposited in the forms, it shall 
be well “spaded” along all areas in contact with the forms in order to eliminate all 
“honeycombing.”  Sidewalks shall be “scored” (1 inch deep) in sections equal to the 
width or as directed by the Engineer.  If a sidewalk is greater than six (6) feet in width, 
scoring shall be as directed by the Engineer.  All “scores” shall be straight and rounded 
at the surface with the proper edging tool, or as directed by the Engineer.  Expansion 
joint shall be installed for every thirty (30) linear feet of sidewalk, against all structures, 
pavement and curbs, and at such other places as shown on the plans and details, or as 
directed by the Engineer. 
 
All concrete pours shall terminate at a template.  If pouring is to be resumed within one 
hour or less, any excess concrete that exists after the template has been reached may be 
spread in the bottom two (2) inches of the adjoining sidewalk section, or disposed of if 
directed by the Engineer. 
 
The Engineer shall require any concrete that fails to meet the required compressive 
strength for Class “A” concrete after 28 days to be removed from any portion of a 
sidewalk or driveway and be replaced at the Contractor’s own expense. 

 
T-8.07 CONCRETE CURING AND FINISHING:   

The curing and finishing of concrete sidewalks and driveways shall be in strict 
compliance with the specifications as stated in Section 6, “Concrete Proportioning, 
Mixing, Testing and Placing.” 

 
T-8.08 MEASUREMENT:   

Concrete sidewalk and driveways shall be measured by area in square yards.  The 
measurement of four (4) inch concrete sidewalk shall be by actual field measurement and 
shall not include that portion of six (6) inch concrete where driveways cut across the 
sidewalk area.  This area shall be measured as six (6) inch concrete driveway.  Driveway 
measurement shall include all six (6) inch concrete between the property line and a line 
drawn one foot behind the face of curb or gutter line for types “A” and “B” curb returns, 
that portion of the radii falling within this area shall be converted to equivalent six (6) 
inch concrete (0.4 sq. yd. for each 4-1/2-ft. radius and 0.3 sq. yd. for each 3-ft. radius) 
and paid for as six (6) inch concrete driveway. 
 
Where type “D” curb is used and driveway returns (2-ft. radii) are installed, the six (6) 
inch concrete driveway shall be measured from the back of curb to the property line (or 
where directed to end by the Engineer). 
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T-8.09 PAYMENT:   
The quantity of four (4) inch sidewalk and six (6) inch driveways measured as 
hereinbefore specified, will be paid for at the applicable contract unit price.  The price 
per square yard shall include full compensation for furnishing all labor, materials, tools 
and equipment and doing all work involved in excavating, backfill and preparation of the 
subgrade for sidewalks and driveways, and constructing sidewalks and driveways 
complete-in-place, as hereinbefore specified. 
 

T-8.10 TREE PROTECTION PROCEDURES (AP 88-1):    
   
T-8.10.1 PURPOSE:    

The purpose of this policy is to outline the procedures to be used in determining how to 
accomplish concrete repair work when there is a conflict with trees located in the public 
right-of-way. 

 
T-8.10.2 PROCEDURES FOR SIDEWALK REPAIR WORK:    

If a problem with a tree is encountered when trying to accomplish sidewalk repair the 
first course of action will be to determine if there is enough room in the public right-of-
way between the property line and the tree roots to cobble the sidewalk around the tree 
roots and still provide a sidewalk that is at least three (3) feet wide.  If there is not enough 
room in the public right-of-way to do this, the next course of action will be to use asphalt 
for the sidewalk material instead of concrete and lay the asphalt over the tree roots.  The 
installation of the asphalt sidewalk should be done in such a way that a safe sidewalk 
results in terms of smoothness and slope.  When asphalt is used it should be sprinkled 
with dried cement or a similar material to lighten the appearance so it blends in as well 
as possible with the concrete sidewalk adjacent to it.  The final course of action will be 
to remove the tree if conditions warrant such removal. 
 
The Street Division will contact the Parks Division to determine if conditions exist that 
warrant tree removal.  Examples of such conditions could be: the tree is already dead or 
dying and poses a threat to public safety, the tree roots are too large for the plaza area 
afforded and are causing severe sidewalk and/or curb damage. 
 
It is understood that under this procedure tree roots will NOT be cut in order to repair 
damaged sidewalks unless both the Parks Division and the Streets Division agree that 
this is a viable course of action due to the circumstances of the situation. 
 

T-8.10.2 PROCEDURES FOR OTHER CONCRETE REPAIR WORK:    
The Streets Division will contact the Parks Division when curb and gutter repair or any 
other type of concrete repair work is needed due to damage caused by tree roots.  
Together the Divisions will determine the course of action to be followed in addressing 
the situation.  Possible courses of action may include: doing nothing; repairing the 
concrete material with another material such as asphalt; or removing the tree. 

 



T-10-1 

TECHNICAL SPECIFICATIONS 
SECTION 10: FINE & COARSE AGGREGATE BASE COURSE      1/20/2000 
 
T-10.01 SCOPE:    
 
 BASE COURSE:    

The Contractor for this section shall furnish all materials, labor, equipment and plant 
necessary for, and to complete in place as shown on the drawings or in the specifications 
and as directed by the Engineer, the pavement base course of the thickness specified on 
the plans and in the Project Specifications.  Placing, shaping, compacting and reworking 
of the base course is included in this section.  Excavating and grading shall be in conform-
ity with the Section of these specifications entitled, “Excavation, Grading and Backfill.” 
 

T-10.02  BASE COURSE MATERIALS:    
Base course for bituminous concrete pavement shall be fine aggregate, coarse aggregate, 
or soil cement as shown herein or as shown on the Contract Plans. 

 
T-10.02.1 FINE AGGREGATE BASE COURSE MATERIAL:   

Fine aggregate base course material shall consist of a mixture of clay, silt, fine and coarse 
sand and gravel so proportioned as to meet the requirements of these specifications. 
 
The fine aggregate mixture shall be free from vegetative matter and lumps or balls of 
clay, and shall meet the requirements for Type “A” grading given below, using 
A.A.S.H.T.O. Method T-88. 
 
TYPE “A”:  This fine aggregate type shall not contain more than 35 percent of aggregate 
passing the two (2) inch and retained on the No. 10 sieve, and its soil mortar (material 
passing the No. 10 sieve) shall conform to the following grading requirements: 
 

 SIEVE DESIGNATION          PERCENTAGE BY WEIGHT PASSING 
  No.  10    100 
  No.  40    40-75 
  No. 200   12 - 35 
 

The fraction passing the No. 200 sieve shall be less than two-thirds the fraction  passing 
the No. 40 sieve.  The material passing the No. 40 sieve shall have a plasticity index not 
greater than six and a liquid limit not greater than twenty-five, when tested in accordance 
with A.A.S.H.T.O. Methods T-89, T-90 and T-91. 

   
T-10.02.2 COARSE AGGREGATE BASE COURSE MATERIAL: 

Coarse aggregate base material shall consist of crushed stone, crushed or uncrushed 
gravel, crushed or uncrushed shell rock or other inert materials having similar 
characteristics, so proportioned as to meet the grading requirements as specified below, 
using A.A.S.H.T.O. Method T-88: 
 
SIEVE DESIGNATION  PERCENTAGE BY WEIGHT PASSING 

1-1/2 inch    100 
1 inch     80 - 95 
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1/2 inch    60 - 75 
No. 4     40 - 55 
No. 10     28 - 43 
No. 40     15 - 27 
No. 200     5 - 12 

 
The material passing the No. 200 sieve shall be not more than two-thirds the percentage 
passing the No. 40 sieve. 
 
The fraction retained on the No. 4 sieve prior to spreading on the road shall meet the 
following requirements: 
 
1.  When tested in accordance with the A.A.S.H.T.O. method T-96, test grading A, it 

shall show a loss of not greater than 55 percent. 
 
2. The material passing the No. 40 sieve obtained from the above test shall have 

plasticity index not greater than 6, and liquid limit not greater than 30, when tested 
with A.A.S.H.T.O. Method T-89, T-90, T-91 and modification of the Liquid Limit 
Test. 

 
3. When subjected to five alternations of the soundness test, A.A.S.H.T.O. Method T-

104, using sodium Sulphate, the weighted average loss shall not be more than 15 
percent. 

 
The material passing the No. 4 sieve prior to spreading on the road shall meet the 
following requirements: 
 
1. The material passing the No. 10 sieve shall meet the following grading requirements: 
 

SIEVE DESIGNATION         PERCENTAGE BY WEIGHT PASSING 
No. 10     100 
No. 40     40 - 85 
No. 200    12 - 35 

 
2. The fraction passing the No. 40 sieve shall have a plasticity index of not greater than 

6, and a liquid limit not greater than 30, when tested in accordance with A.A.S.H.T.O. 
Methods T-89, T-90, T-91 and modification of the Liquid Limit Test. 

 
3. The materials passing the No. 200 sieve shall not be more than two-thirds the 

percentage passing the No. 40 sieve. 
 
4. The fraction passing the No. 10 sieve shall consist of a mixture of screenings or sand, 

silt, and clay, and it may occur as topsoil meeting the requirements without mixture; 
or it may be deficient in one or more of the ingredients, coarse or fine sand or 
screenings, silt, or clay, in which case the required ingredients must be incorporated; 
or it may consist of crushed decomposed rock which shall meet the requirements 
stipulated in 1, 2, and 3 above. 
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After the base course has been completed, that portion of the material which passes the 
No. 40 sieve shall have a plasticity index of not greater than 6, and a liquid limit of not 
greater than 30, when tested in accordance with A.A.S.H.T.O. Methods T-89, T-90, T-
91 and the modification of the Liquid Limit Test. 

 
T-10.02.3 SOIL CEMENT BASE COURSE MATERIAL:   

Soil cement base material shall consist of Portland cement and soil in accordance with 
Section 541, Standard specifications for roads and structures of the N.C. Department of 
Transportation. 
 
Portland cement shall conform to the requirements of ASTM designation C 150 Type I. 
Soil for the soil cement mixture shall be existing in place material, except that any rubble 
or lumps existing or uncovered during mixing which is larger than 3 inches in diameter 
shall be removed from the site and the maximum allowable volume of these lumps for 
any square foot of base surface shall not be greater than 50 percent of the base volume.  
If additional soil is required to bring the base course to grade, the material shall be 
provided by the Contractor at no additional cost to the owner and shall be clean, sandy 
soil-free of organic matter with allowable clay content of 0 to 5 percent.  The entire soil 
mixture shall be classified generally as cohesionless soil. 
 
Cement shall be stored in such a manner as to prevent deterioration or intrusion of foreign 
matter.  Any material that has deteriorated or has become lumpy from water intrusion 
shall not be used. 
 
The soil cement mixture shall be proportioned with cement volume being 14 percent of 
soil volume. 
 
Before applying cement remove all vegetation and foreign material and blade finish to a 
fairly level surface so that cement application may be uniformly distributed. 
 

T-10.02.4 SOURCE OF MATERIALS: 
Material for the base course shall be obtained from sources selected by the Contractor, 
subject to the approval of the Engineer. 

 
T-10.02.5 SAMPLING AND TESTING: 

All test samples shall be taken by the Engineer and all tests will be made by the City at 
no cost to the Contractor. 

 
T-10.02.6 WATER: 

Water, if used in construction, shall be free from oil and other deleterious matter and 
shall be subject to the approval of the Engineer. 

 
T-10.03 EQUIPMENT:    

All plant, equipment, tools, and machines used in the performance of the work covered 
by this section shall be subject to the approval of the Engineer, and shall be maintained 
in satisfactory working condition at all times. 
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T-10.03.1 POWER ROLLERS:    

The rollers shall be self-propelled, three-wheel type, weighing not less than ten (10) tons, 
and having a minimum weight of 300 pounds per inch width of rear wheel.  The wheels 
shall be equipped with adjustable scrapers. 

 
T-10.03.2 TAMPING ROLLERS:  (sheepsfoot type)   

Tamping rollers shall consist of one or more units. Each unit shall consist of a watertight 
cylindrical drum not less than forth-eight (48) inches in length, surmounted by metal 
studs with tamping feet projecting not less than seven (7) inches from the surface of the 
drum, and spaced not less than six (6) nor more than ten (10) inches, measured diagonally 
from center to center.  The tamping feet shall be an approved type suitable for compacting 
stabilized aggregate base courses.  Each unit shall be equipped with a suitable device for 
cleaning the tamping foot.  The rolling units of multiple type tamping rollers shall be 
pivoted on the main frame in a manner which will permit the units to adapt themselves 
to uneven ground surfaces and to rotate independently.  When fully loaded, the roller 
shall produce at least 300 pounds per square inch on the combined areas of the tamping 
feet in contact with the ground. 

 
T-10.03.3 VIBRATING WHEEL ROLLERS:   

Vibrating wheel rollers shall consist of a self-propelled or trailer-type drum wheel roller 
having a weight of not less than 300 lbs. per inch of wheel width and having a vibrator 
motor unit capable of causing an effective vibration of soils being compacted. 

 
T-10.03.4  BLADE GRADERS:   

Blade graders shall have a wheel base of not less than 15 feet, a blade of not less than 10 
feet, and shall be self-propelled. 

 
T-10.03.5 RUBBER-TIRED ROLLERS:   

The rubber-tired rollers shall consist of two axles on which are mounted not less than 
nine (9) pneumatic-tired wheels in such a manner that a rear group of tires will not follow 
in the tracks of the forward group.  The axles shall be mounted in a rigid frame provided 
with a loading platform or body suitable for ballast loading.  The tires shall be uniformly 
inflated. The rollers shall be weighted as directed by the Engineer.  The tractor or other 
towing equipment shall also be pneumatic-tired. 

 
T-10.03.6  TRAVELING MIXED PLANTS:   

Traveling mixing plants shall be so designed and constructed that they will pick up the 
windrowed aggregate without damaging the subgrade or leaving any portion of the 
windrow on the subgrade.  Machines shall be mounted on pneumatic-tired wheels or 
smooth-tread crawler type tracks of such width that, when the plant is fully loaded, they 
will not cut or damage the subgrade.  The equipment for proportioning  the aggregates 
and water shall accurately measure the specified amounts of the  materials while the 
machine is in operation.  Each plant shall be capable of producing a uniform mixture 
without loss of the aggregate and shall have capacity of not less  than 100 tons of mixed 
material per hour. 
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T-10.03.7 SPRINKLING EQUIPMENT:   
The sprinkling equipment shall consist of tank trucks, pressure distributors, or other 
equipment designed to apply water uniformly and at controlled quantities to variable 
widths of surface. 
 

T-10.03.8 DISKS:   
Disks shall be of the tandem type, and shall be constructed so as to prevent any cutting 
of the subgrade during mixing operations. 

 
T-10.03.9 PLOWS:   

Plows shall be of the multiple-furrow type, and shall be so designed that the depth of 
furrow can be accurately controlled.  

 
T-10.03.10 HAULING EQUIPMENT:   

Hauling equipment shall consist of pneumatic-tired vehicles having dump bodies suitable 
for dumping materials in windrows or in layers on the subgrade of select-material base 
course.  

 
T-10.03.11 TAMPERS:   

Hand tampers shall weigh not less than fifth (50) pounds and shall have a face area of 
not more than one-hundred (100) square inches.  Mechanical tampers shall be of an 
approved type. 
 

T-10.03.12 MISCELLANEOUS EQUIPMENT:   
Scarifiers, tractors, spring-tooth or spike-tooth harrows, windrow equalizers, spreaders, 
and other equipment shall be of approved type, suitable for constructing stabilized 
aggregate base courses. 

 
T-10.04 OPERATION OF PITS:   

All work involved in the clearing, stripping and excavating, in addition to the processing 
and blending, in the opening and operation of new pits, or in the operation of approved 
existing pits, shall be performed by the Contractor.  The methods of operating the pits 
and the processing and blending of the material may be changed or modified by the 
Engineer without adjustments in the contract unit prices, when such action is necessary 
in order to obtain material conforming to the specified requirements. 

 
T-10.05 STOCKPILING MATERIAL:   

Approved material available from the excavation and grading operations shall be 
stockpiled in the manner and at the locations designated by the Engineer.  Prior to 
stockpiling of material, the storage sites shall be cleared and leveled by the Contractor.  
When aggregate or binder material obtained from other sources is to be stockpiled, such 
materials shall be separately stockpiled in a similar manner on the cleared and leveled 
areas designated by the Engineer. 

 
T-10.06 WEATHER LIMITATIONS:   

Stabilized aggregate base courses shall not be constructed when the atmospheric 
temperature is below 35 degrees F.  When the temperature falls below 35 degrees F., it 
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shall be the responsibility of the Contractor to protect all areas of completed base course 
against any detrimental effects, by methods approved by the Engineer.  Any areas of 
completed base course that are damaged by freezing, shall be reconditioned, reshaped 
and recompacted by the Con-tractor in conformance with the requirements of this 
specification without additional cost to the City. 

 
T-10.07 PREPARATION OF SUBGRADE:   

Prior to constructing the base course, curb and gutter shall have been constructed and 
cured; the previously constructed subgrade shall be dry and cleaned of all foreign 
substances.  The surface of the subgrade will be inspected by the Engineer for adequate 
compaction and surface tolerances.  Any ruts or soft-yielding spots that may appear in 
the subgrade, any areas having inadequate compaction, and any  deviations of the 
surface from the requirements set forth therein shall be corrected by loosening, removing, 
and adding approved material, reshaping, and recompacting the affected areas to line and 
grade, and to the specified density requirements at the Contractor's expense.  

 
T-10.08 PLACING AND MIXING OF MATERIAL:   

The base material shall not be dumped directly onto the subgrade from trucks.  Dumping 
shall be either on old pavement or on material already dumped and spread, and material 
shall be spread by means of bulldozers or graders of a size suitable for such spreading.  
Spreading will begin at the point nearest the source of supply and all hauling shall be 
over the material dumped and spread.  Constant machining shall accompany the traffic 
in order to prevent rutting and to provide for even compaction.  Hauling shall be 
distributed over the entire width of the street.  Any portions of the layer spread that 
become segregated shall be remixed by scarifying and the addition of new material to 
produce a satisfactory blend of materials. 
 

T-10.09 MANIPULATION AND COMPACTION:   
After sufficient material has been placed on the sub-grade to obtain the specified 
thickness of base, it shall be well rolled and machined until thoroughly compacted.  
Frequent template checks shall be made to ensure that a minimum amount of patching is 
necessary after complete compaction is secured. If patching is required, the base material 
in place shall be scarified to ensure adequate bonding together of previously placed base 
and new material.  The base course shall be compacted its full depth to at least 95 percent 
of the density at optimum moisture, as determined by ASTM D 698, latest revision. 
 
 

T-10.10 EDGES OF BASE COURSE WHEN CURB OR SIDE ARE NOT USED:  
Earth or other approved material shall be placed along the edges of the base course in 
such quantity as will compact to the thickness of the course being constructed, or, when 
the course is being constructed in two or more layers, to the thickness of each layer of 
the course, allowing in each operation at least a one (1) foot width of the shoulder to be 
rolled and compacted simultaneously with the rolling and compacting of each layer of 
the base course, as approved by the Engineer. 
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T-10.11 SMOOTHNESS TEST:   
The surface shall not show any deviations in excess of 3/8 inch when tested with a 10-
foot straight-edge applied parallel with and at right angles to the centerline of the paved 
area.  Any deviation in excess of this amount shall be corrected by the  Contractor by 
loosening, adding or removing material, reshaping, watering, and compacting as directed 
by the Engineer.  When the base course is to be constructed in more than one layer, the 
smoothness requirements specified above shall apply only to the top layer.  The surface 
of the underlying layers shall be finished as directed by the Engineer.     

 
T-10.12 THICKNESS:    

Compacted thickness of base course shall be shown on the plans and as specified in the 
Project Specifications.  The Contractor will be responsible for securing this final 
compacted thickness in all cases. 

 
T-10.13   MAINTENANCE:    

Areas of roadway where base material has been placed will be kept constantly in a moist 
condition by wetting until final grading and surfacing to prevent dust.  No means but 
wetting shall be used for such dust control.  Traffic shall be kept off the  base after final 
compaction and cross-section has been attained, just before surfacing. 

 
T-10.14 METHOD OF MEASUREMENT: 
 
T-10.14.1 SQUARE YARDAGE:    

The square yardage of base course shall be the number of square yards of completed and 
accepted base course determined by the Engineer. 

 
T-10.14.2 TONNAGE:   

When called for in the Proposal, some coarse aggregate base may be used for “tie-ins” at 
intersections and at other points where a standard thickness base cannot be used.   Where 
this item is called for and used, it will be measured by tons actually placed. 

 
T-10.15 BASIS OF PAYMENT:    

Base course shall be paid for at the contract price per square yard or ton, which payment 
shall constitute full compensation for the construction and completion of the base course, 
including: the preparation of sub-grade; furnishing all materials, supplies, equipment and 
tools; the handling, mixing, manipulation, placing, shaping, compacting, rolling, 
finishing, and the correcting of unsatisfactory areas and mixtures; the furnishing and 
application of water; the placing and compacting of portions of the shoulders at edges of 
base course; and the furnishing of all other labor and incidentals necessary for and 
incidental to the work required by this section of the specifications. 
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TECHNICAL SPECIFICATIONS 
SECTION 13:  ENVIRONMENT PROTECTION:  EROSION AND 
SEDIMENT CONTROL, AIR AND WATER QUALITY PROTECTION  
AND NOISE CONTROL           07/23/2008 
 
 
T-13.01  GENERAL:   

The Contractor shall maintain all work areas within and outside the project boundaries 
free from environmental pollution that would be in violation of any Federal, State or 
local regulations. 
 

T-13.02  STORM WATER CONTROL AND PERMIT:   
All construction activities disturbing one than 1 acre of land are subject to stormwater 
permitting as required by the U.S. Environmental Protection Agency and North 
Carolina Division of Water Quality (DWQ) for a NPDES permit (National Pollution 
Elimination Discharge System). Contractor shall comply with the applicable 
conditions of the Stormwater Permit including, where necessary, implementation of 
the Erosion and Sedimentation Control (E&SC) plan, maintenance of control facilities 
and preventing pollution.  
 
In addition to the E&SC plan, stormwater protection includes prevention of 
contamination from equipment and debris used during construction. This includes 
preventing spills of oil, fuels, coolants, and fluids, following proper and legal use of 
herbicides, pesticides and fertilizers and disposing of construction debris, materials, 
litter and sanitary waste.  
 

 
T-13.03  EROSION AND SEDIMENT CONTROL:   

All work shall comply with the regulations of the North Carolina Sedimentation 
Control Act of 1973, and all subsequent amendments. An erosion and sedimentation 
control (E&SC) plan must be submitted at least 30 days before land disturbance 
activities begin on any site 1 acre or larger.  The E&SC is a component of the 
Stormwater Permit and the intent of the law requires installation and maintenance of 
sufficient erosion control facilities to retain sediment within the boundaries of the site. 
Primary requirements include: a sufficient buffer zone along any natural watercourse 
or lake where sediment is captured within the first 25% of the zone; groundcover of 
disturbed areas must be provided within 15 working days or 90 calendars, whichever 
is shorter; graded slopes must be vegetated or stabilized within 21 calendar days. The 
contractor shall implement and install all control facilities included on the approved 
E&SC plan for this project and conduct appropriate monitoring and inspection of the 
BMP’s and outfalls.   
 
Contractor shall keep on-site the following: Copy of E&SC plan and amendments; a 
rain gauge; records of rainfall amounts and dates; records of inspections for E&SC 
control facilities; and records of observations of streams and stormwater outfalls. 
 
Contractor is required to complete and submit a Stormwater Inspection Report through 
the duration of the project where land disturbing activities have taken place.  Inspection 
of E&SC control facilities shall take place a minimum of once per week and after any 
storm event one-half inch or greater (during 24-hr period). Contractor must observe 
the condition of the streams and run-off at stormwater outfalls for the characteristics 
included in the permit and listed on the sample form ‘Stormwater Inspections for 
General Permit NCG010000 – Land Disturbing Activities   
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Contractor is required to notify project manager and or inspector whenever any 
deficiencies in the E&SC plan are noted as inadequate or when large amounts of 
sediment in the stream are observed.  Contractor is required to immediately prioritize 
and address any damage or deficiencies to the BMP’s in regards to managing 
sedimentation; such activities include addressing findings from inspections and 
periodic maintenance of facilities including construction entrances.  
 
The contractor shall perform operation & maintenance activities for E&SC facilities 
as necessary. Such activities may include: regular cleaning of sedimentation basins; 
stabilizing eroded banks or spillway structures; repairing or cleaning of inlet and 
outlets; repairing of piping or equipment as necessary; and repairing of damage to silt 
fencing. 

 
T-13.04 AREAS UNDER ACTIVE CONSTRUCTION:   

No disturbed area shall be left bare for more than fifteen (15) working days or ninety 
(90) calendar days, whichever is shorter, unless it is under  active construction, at 
which point it may be necessary to install silt fences or other temporary erosion and 
sedimentation  control facilities to prevent off-site sedimentation damage.   
 
 

T-13.05  EROSION & SEDIMENTATION CONTROL BMP’S:   
When construction activities necessitate a modification or addition of an erosion 
control facility to prevent off-site sedimentation, the contractor shall utilize available 
BMP’s.   Such facilities may consist of vegetative cover, inlet protection and sediment 
traps such as sod, straw bales, seeding, fiber mats or tubes, woven plastic filter cloths, 
mulches, bituminous spray, rip rap or stone, silt fence, sediment basins and other 
erosion control facilities as approved by the Engineer prior to installation. 

 
T-13.06.1  SEEDING AND GROUND COVER: 

Contractor shall be aware of surface and soil conditions necessary for proper 
application prior to installation. 

 
1. Materials: 

(a) Seed:  All seed used shall be labeled in accordance with U.S. Department of 
Agriculture Rules and Regulations under the Federal Seed Act currently in 
effect.  All seed shall be furnished in scaled standard containers, unless 
exception is granted by the Engineer.  Seed that has become wet, moldy, or 
otherwise damaged in transit or in storage will not be acceptable. 

 
SCHEDULE OF SEED MIX 
 

Kind of Seed                          Percent of Mix 
Bermuda Grass                35% 
Centipede Grass               10% 
Creeping Red Fescue       30% 
Winter Rye (Grain)  25% 
 
Guaranteed Germination not less than 85% 
Guaranteed Purity  not less than 96% 
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Note: The total percentage by weight of material other than grass seed in the above 
mixes shall not exceed 5 percent.  This material shall include all non-viable seed, chaff, 
hulls, live matter, and weed seed. 
 

(b) Fertilizer shall be 8-8-8 Commercial grade uniform in composition, free-flowing 
and suitable for application with approved equipment, delivered to the site in 
bags or other convenient containers, each fully labeled; conforming to the 
fertilizer laws of the State of North Carolina and bearing the name, trade name, 
or trade mark and warranty of the producer. 

 
(c) Lime shall be ground limestone, not less than 85 percent of total carbonates, and 

shall be ground that at least 50 percent will pass through a 100 mesh sieve, and 
at least 90 percent will pass through a 20 mesh sieve. 

 
2. Application 

(a) Application of Fertilizer:  Fertilizer shall be distributed uniformly at the rate of 
4 pounds per 100 square feet over the areas to be seeded, and shall be 
incorporated into the soil to a depth of at least two (2) inches. 

 
(b) Application of lime:  Lime shall be distributed uniformly at a rate of 10 pounds 

per 100 square feet over the areas to be seeded, and incorporate into the soil 
along with the fertilizer to a depth of two (2) inches. 

 
(c) Broadcast Seeding:  Seed, if broadcast, shall be distributed by use of mechanical 

hand-operated sowing equipment at the rate of five (5) pounds of specified seed 
mix per 1,000 square feet.  The seed shall be uniformly distributed over the 
designated areas.  Broadcast seeding shall not be done during windy weather.  
Seed shall be covered to a depth not to exceed one-eighth (1/8) inch. 

 
3. Maintenance and Growth:  The Contractor will maintain, repair, replace where 

washouts occur, and water until a uniform growth of two (2) inches or higher is 
generally uniform on planted areas. 

 
T-13.06.2   SODDING: 
  

1. General:  In order to establish vegetation in critical areas, such as slopes, drainage-
ways, and channels, sodding may be required as shown on the plans or required in the 
Special Conditions. 
 
2. Materials: 
 

a) Sod type shall be Bermuda grass unless specified otherwise in the Special 
Conditions.  The sod shall be of know origin, free of weeds, disease, and insects.  
The sod should be machine-cut at a uniform depth to a standard size as 
established by the supplier.  Harvest, delivery and installation shall occur within 
a time period of six (6) hours. 

 
b) Fertilizer and lime shall be furnished and applied as specified above in Paragraph 

T-13.02.3. 
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3. Preparation: 
 

a) The surface area established to receive sod shall be cleared of trash, debris, roots, 
branches and stones.  Fill and level low spots to prevent ponding.   

 
b) Rake or harrow the sod area to incorporate the fertilizer and lime into the soil 

and to smooth and level the surface to final grade. 
 
c) Final preparation will be to roll or cultipack the surface to firm the soil.  However, 

care must be taken to avoid excessive compaction. 
 
4. Installation: 
 

a) After the sod is unrolled it should be moistened and stored in the shade. 
 
b) Moisten the surface area prior to laying out the sod. 
 
c) Lay the first layer in a straight line with the longest dimension perpendicular to 

the slope and/or channel flow. 
 
d) Install the subsequent rows, parallel to and butted against each other.  Stagger the 

joints in a brick pattern and butt together tightly to prevent voids. 
 
e) Roll the sod after installation to establish firm contact with the roots and soil. 
 
f) On slopes 3:1 or greater and channel ways anchor sod with pegs and or wire 

staples, six (6) to ten (10) inches long. 
 
g) Irrigate sod until a depth of four (4) inches is wet.  Maintain irrigation until the 

sod takes root. 
 
T-13.06.3   GOOD STAND OF GRASS:   

The Contractor is hereby advised that the City will hold the normal five percent (5%) 
retainage of the contract amount until such time as a good stand of grass as approved 
by the engineer is obtained.  In this regard, the Contractor is encouraged to fertilize 
and seed the plazas as each street nears completion.  A good stand of grass shall be 
defined uniform growth of grass at least two (2) inches in height. 

 
T-13-06.4   AREAS TO BE MULCHED:   

Where directed by the Engineer, the Contractor shall mulch the plaza areas.  Where 
mulching has been directed, the Contractor shall double the rate of application of seed 
specified in Section T-13.02.03.  The mulch shall be hay mulch tacked lightly with 
asphalt cement to prevent displacement.  All cost associated with the mulching, 
including the additional seeding, hay, asphalt cement, etc., shall be included in the 
price bid per square yard for mulching in the proposal. 

 
T-13.06.5   BIODEGRADABLE EROSION CONTROL BLANKETS:    

The erosion control blanket shall consist of a machine-produced mat of curled wood 
excelsior of 80% six-inch or longer fiber length, with consistent thickness and the fiber 
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evenly distributed over the entire area of the blanket.  The wood fibers shall be held in 
place by extruded plastic mesh on both sides.  The staples shall be made of wire, No. 
11 gauge or greater, "U" shaped with legs six (6) inches in length and a one (1) inch 
crown.  Size and gauge of staples used will vary with soil conditions.  The excelsior 
matting shall be used for channel stabilization when specified in the Special 
Conditions or shown on the plans. 
   
Channel stabilization of side slopes from top of bank to toe of slope of all grass-lined 
channel side slopes shall include fine grading so that the channel side slopes are ready 
for seeding, fertilizer, lime, the erosion control matting, and required staples to ensure 
the matting is held firmly in place. 

 
T-13.06.6    NON-BIOGRADABLE EROSION CONTROL MATTING: 

Non-biodegradable erosion control matting shall be used as drainage channel liners 
where high stormwater velocities are anticipated.  The erosion control matting shall be 
either nylon fiber with UV resistant netting on each side, or a flexible mat of PVC 
monofilaments bonded together on a three-dimensional web.  The erosion control 
matting shall be installed over prepared channel areas, seeded and mulched per 
paragraphs T-13.02.3 and T-13.02.6.  The erosion control matting shall be anchored 
with wire staples or pins as per manufactures recommendations.   

 
Erosion control matting shall be installed when shown on the plans and/or specified 
under Special Conditions. 

 
T-13.06.7 RIPRAP: 

Riprap should be a well-graded mixture of hard angular stone of such quality that it 
will not break down on exposure to water or weathering.  Riprap shall be Class I as 
specified by the North Carolina Department of Transportation for slope 
 stabilization and outlet protection. 

 
T-13.06.8  FILTER BLANKET: 

A filter blanket shall be placed between the riprap and the underlying soil to prevent 
soil movement into or through the riprap.  A suitable filter shall consist of a  synthetic 
filter fabric manufactured for this express purpose.  No filter fabric should have less 
than 4 percent open area or an equivalent opening size (EOS) less than U.S. Standard 
Sieve No. 100 (0.15mm).  The permeability of the fabric must be greater than that of 
the soil.  The fabric shall be of non-woven monofilament yarns and should meet the 
following minimum requirements: 

 
Thickness 20-60 mils 
Grab strength 90-120 lbs 
Conform to ASTMD-1682 or ASTM D-177 
Placement of a synthetic filter blanket shall be by the manufacturers' 
recommendations. 

 
T-13.07  SILT FENCE:    

Silt fence shall be used as a permeable barrier that retains sediment on the construction 
site.  Use a synthetic filter fabric that is certified by the manufacturer or supplier 
conforming to the following requirements:   
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Filtering efficiency - 85% minimum 
Tensile Strength of 20% maximum elongation 30 lbs/lin in (min) 
Slurry Flow Rate - 0.3 gal/sq ft/min 
 
Installation and maintenance shall be by the manufacturers' recommendations.  
Materials shall meet the requirements of the North Carolina Department of 
Transportation. 

 
T-13.08   AIR AND WATER QUALITY PROTECTION: 
 
T-13.08.1 PROTECTION OF AIR QUALITY:   

The air pollution likely to occur due to construction operations shall be minimized 
by wetting down bare soils during windy periods, requiring the use of properly 
operating combustion emission control devices on construction vehicles and 
equipment used by contractors, and by encouraging the shutdown of motorized 
equipment not actually in use.  Trash burning will not be permitted on the construction 
site.  Steps to protect air quality shall be taken at all times, including non-working 
hours, weekends, and holidays. 

 
T-13.08.2 PROTECTION OF WATER QUALITY:   

The Contractor shall observe the rules and regulations of the State of North Carolina 
and agencies of the United States Government prohibiting the pollution of stream or 
river waters by the dumping of any refuse, rubbish or debris therein. 

 
T-13.08.3 PROTECTION OF FACILITIES:   

The Contractor shall take adequate measures to prevent the impairment of the 
operation of the existing facilities and prevent construction materials, pavement, 
concrete, earth, or other debris from entering these facilities. 

 
T-13.09 NOISE CONTROL:   

The Contractor shall conduct all his work and use appropriate construction methods 
and equipment to prevent exceeding legal noise levels. 

 
T-13.09.1 NOISE CONTROL ORDINANCE:   

Section 6-9, “Noises,” of the Wilmington City Code shall apply to the Contractor. 
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TECHNICAL SPECIFICATIONS 
SECTION 14: MATERIALS       04/08/2005 
 
T-14.01 SCOPE:    

This section includes all materials that may be used in the work as set out herein but does 
not intend in any way to suggest that all materials listed are included.  The intention of 
the section is to denote the quality and type of materials desired and required.  The name 
of a certain brand, make, manufacturer or definite specification is to denote the quality 
of material desired, but does not restrict bidders to the specific brand, make, manufacturer 
or specifications named; it is to set forth and convey to prospective bidders the general 
style, type, character and quality of the article desired. 

 
T-14.02 AGGREGATES: 
 
T-14.02.1 CONCRETE AGGREGATES: 

Fine concrete aggregates shall conform to either A.S.T.M. C-33 or AASHTO M 6-87. 
Coarse concrete aggregates shall conform to AASHTO M 80-87. 

 
T-14.02.2 MORTAR AGGREGATES:    

Mortar aggregates shall conform to A.S.T.M.-C-144-84/ AASHTO M-45-89. 
 
T-14.02.3 ASPHALT AGGREGATES: 

Fine aggregates used in asphaltic concrete shall be graded from coarse to fine to meet the 
graduation, as provided under Section 9, “Paving,” and shall be composed of sand, stone 
screenings or a blend of both, which shall be of grains of quartz or other hard, durable 
rock, rough surfaced and angular grains, clean and free from any injurious materials.  
Stone screenings shall be produced from stone that shall have a percent of wear not more 
than 65, as determined by AASHTO Test T-96.  In all cases, sand samples shall be 
submitted to the City and shall be subject to the approval of the Engineer. 
 
Coarse aggregates shall consist of clear, tough, durable fragments, free from an excess 
of flat, elongated, soft or disintegrated pieces and shall not contain clay, silt or other 
objectionable matter.  Coarse aggregates shall be of crushed stone retaining on a number 
10 sieve.  Test for quality shall be according to the AASHTO Test T-96, and shall have 
a loss of not more than 55 percent.  In all cases, coarse aggregate samples shall be 
submitted to the City and shall be subject to the approval of the Engineer. 

 
Mineral filler shall consist of thoroughly dry limestone dust, Portland Cement, or other 
materials approved by the Engineer.  It shall meet the following requirements: 
 

PERCENT OF TOTAL 
 

Passing 30 mesh sieve  100 
Passing 100 mesh sieve 85-100 
Passing 200 mesh sieve 65-100 

 
T-14.03 CEMENT: 
 
T-14.03.1 PORTLAND:    

Portland cement shall conform to ASTM C-150-latest edition, Type I or III / ASSHTO 
M 85-89, Type I or III. 
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T-14.03.2 MASONRY:     
Masonry cement shall conform to ASTM C 150-86/ASSHTO M 85-89.  Type I shall be 
used on aboveground structures.  Type II shall be used on underground drainage and 
sanitary sewer structures. 

 
T-14.03.3 ASPHALTIC:    

Shall be 85-100 penetration petroleum asphalt to meet AASHTO M-20-42, subject to the 
approval of the Engineer. 

 
T-14.04 WATER:    

All water used for mixing mortar or concrete shall be clean, free from acid, strong alkali, 
or matter in suspension, and will be obtained from the City water supply system unless 
otherwise permitted by the Engineer. 

 
T-14.05 MORTAR:    

Mortar shall be prepared from cement, sand and water that fulfill the requirements as 
stated for each.  The mortar shall consist of one (1) part by volume of Portland Cement 
and three (3) parts by volume of sand.  A maximum of ten (10) percent of lime putty or 
dry hydrated lime to each volume of cement may be used to attain workability, if desired, 
or if so instructed by the Engineer.  Prepared types of mortar cement may be used only 
with the written permission of the engineer.  The mortar shall be mixed in boxes prepared 
for that purpose, and must be cleaned after each batch is removed.  No mortar may be 
used that shows signs of setting, or that has been allowed to stand for a period of thirty 
(30) minutes after mixing. 

 
T-14.06 BRICK:    

Bricks shall conform to AASHTO, M114, Grade MW, and shall be whole solid brick of 
standard size, with straight and parallel edges and square corners.  They shall be of 
compact texture, full weight and entirely true, free from injurious cracks and flaws, 
tough, strong, and shall have a clear ring when struck together. 

 
T-14.07 BRICK FOR SANITARY SEWER, DRAINAGE, AND WATER MAIN 

MANHOLES: 
None but whole, solid, sound, hard, straight, thoroughly burned brick, uniform in 
structure, with true and even faces shall be used.  The brick shall be entirely free from 
injurious defects, and shall ring clear when two are struck together.  All brick shall meet 
ASTM Standard Specifications for Sewer Brick ASTM Designation C-32, Grade MS, 
latest revision, according to the various classification according to use as given therein. 

 
CONCRETE BRICK: 
Concrete brick shall be sized 4"X4"X8", and conform to ASTM C 139-79 / AASHTO C 
145-75. 

 
T-14.08 GRAY IRON CASTINGS: 
 
T-14.08.1 REQUIREMENTS AND METHODS OF TESTING:   

All iron castings for manhole and well hole frames and covers, inlet frames, covers and 
traps, and for other sewer appurtenances, unless otherwise specified in the plans, shall 
conform to the requirements for Gray Iron Castings of the American Society for Testing 
Materials. 

  
T-14.08.2 CLASSIFICATION:    

All castings shall conform to ASTM A 48-83, Class 30 “Gray Iron Castings” unless 
specified otherwise on the plans or in the Special Conditions. 
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T.14.08.3 WORKMANSHIP AND FINISH:    

The castings shall be true to pattern and free from cracks, gas holes, flaws and excessive 
shrinkage.  Surfaces of the castings shall be free from burnt-on sand and shall be 
reasonably smooth.  Runners, risers, fins, and other cast-on pieces shall be removed.  In 
other respects, the castings shall conform to whatever points may be specified in the 
plans.  All covers for manholes, wall holes, inlets, etc., must have a continuous and even 
bearing on the frames.  Castings tolerances shall be plus or minus 1/16 inch per foot. 

 
T-14.08.4 INSPECTION:    

The Engineer shall have free entry at all times while work on the material to be used in 
this contract is being performed, to all parts of the manufacturer's work which concern 
the manufacture of the castings ordered.  The manufacturer shall afford the Engineer all 
reasonable facilities to satisfy him that the castings are being furnished in accordance 
with these specifications.  All tests and inspections shall be made at the place of 
manufacture prior to shipment, unless otherwise specified on the plans, and shall be so 
conducted as not to interfere unnecessarily with the operation of the work. When offered 
for inspection, the castings shall not be painted or covered with any material that will 
hide defects. 

 
T-14.08.5 CERTIFICATION:    

Upon request of the Engineer, the manufacturer shall certify that his product conforms 
to the requirements of these specifications. 

 
The weights of all castings shall be certified by the founder furnishing them and shall not 
be less than those called for on the plans. 

 
T-14.08.6 MANHOLE CASTINGS:    

Manhole castings shall conform to ASTM "Gray Iron Casting" and be marked 
“SANITARY SEWERS” or “STORM SEWER” as required, and shall be East Jordan 
Iron Works, No. V-1384, Ennis Enterprises No. MH-GRE-24, Vulcan Foundry No.V-
2384, or equal.  Watertight or lockable manhole castings shall be specified under “Special 
Conditions.” 

 
T-14.08.7 MANHOLE STEPS: 
  

STORM DRAIN MANHOLE STEPS:  
Manhole steps for masonry structures shall be East Jordan Iron Works, Inc., No. 8500, 
Neehah Foundry Co. No. R-1980-1, Vulcan Foundry No.1999-6, or equal.  Manhole 
steps for precast manholes shall be fabricated from ½-inch steel rod encapsulated in 
polypropylene plastic. The step shall be twelve–inches wide with serrated tread and lugs 
to prevent feet from off the step and shall be spaced on 16-inch centers.   

 
SANITARY SEWER MANHOLE STEPS: 
Sanitary sewer manholes shall not be furnished with manhole steps unless specified in 
the Special Conditions. 
 

T-14.09 SANITARY SEWER PIPE AND FITTINGS:     
 
T-14.09.1 DUCTILE IRON PIPE AND FITTINGS:   

Ductile iron pipe shall meet the requirements of Section T-14.11.1 of these specifi-
cations except that the interior coatings shall be ceramic epoxy coating, 40 mils thick, 
equal to Protecto 401.  Fittings shall meet the requirements of Section T-14.11.4 of these 
specifications except that “push-on-joints” may be used in lieu of mechanical joint 
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fittings and the interior coating shall be a ceramic epoxy coating, 40 mils thick, equal to 
Protecto 401. 

 
T-14.09.2 POLYVINYL CHLORIDE (PVC) PIPE:   
 PVC pipe and fittings for sanitary sewer shall meet the following requirements:  

A. PVC pipe shall have integral wall bell and spigot push-on joints and shall meet the 
requirements of ASTM D 3034, Type PSM, SDR 35 or SDR 26 conforming to 
ASTM 2241 and NSF for 8-inch to 15-inch pipe.  When pressure pipe is required or 
specified, the PVC pipe shall meet the requirements of ASTM D-2241.  Fittings shall 
be push-on-joint PVC furnished by the pipe manufacturer. 

B. PVC pipe, with push-on joints and elastomeric gaskets, conforming to the standards 
of AWWA C900, Class 150 or AWWA C905, Class 150 for pipes larger than 14-
inches, shall be required when the depth of main, measured from the invert of the 
pipe to finished grade, equals or exceeds ten (10) feet.  All PVC mains shall be fully 
encased in stone bedding when the depth equals or exceeds eight feet. 

 
T-14.09.3 SANITARY SEWER SERVICE PIPE:   

Pipe for sanitary sewer service lines and stacks (4 and 6-inch diameter) shall be either 
polyvinyl chloride (PVC) or cast iron pipe.  PVC pipe shall be SDR 26, with integral bell 
and spigot and push-on joints conforming to ASTM D-3034, type PSM Fittings shall also 
conform to ASTM D-3034.  Solvent welded joints shall not be acceptable.  Cast iron pipe 
shall be used where directed and shall be heavy-duty cast  iron soil pipe 
conforming to ASTM A-74-latest edition with push-on joints with rubber gaskets 
conforming to ASTM C-564-latest edition. 

 
T-14.09.4 TRANSITION FITTINGS:   

Transition fittings for connection between pipes of dissimilar material shall be as follows: 
 
A. 4-inch to 6-inch couplings:  Adjustable repair couplings meeting ASTM C 564, with 

rigid wide non-shear band stainless steel as manufactured by Mission Rubber 
Company, Inc., Fernco, Romac, or equal.  

 
B. 8-inch and larger couplings:  Mechanical joint ductile iron sleeve or adapter 

conforming to Section T-14-11.4 
 
T-14.10 REINFORCED CONCRETE PIPE AND JOINT MATERIAL:   
 
T-14.10.1 Concrete pipe used for storm drain pipe shall conform to the requirements of ASTM-C-

76 latest revision, Class III. 
 
T-14.10.2 Concrete pipe for use as casement pipe shall conform to the requirements of ASTM C-

76, latest revision, Class IV.  
 
T-14.10.3 Concrete pipe joint material shall meet ASSHTO M-198, ASTM C-990, and Fed. Spec. 

SS-S-210A. 
 
T-14.11 WATER PIPE AND FITTINGS: 
 
T-14.11.1 PUSH JOINT DUCTILE IRON PIPE:    

Push joint ductile cast iron pipe shall be Class 51.  The pipe shall be centrifugally cast 
and shall be made of ductile cast iron 60-42-10 grade in accordance with ANSI/AWWA 
C150/A21.51 and ANSI/AWWA C151/A21.51 under Special Thickness Class.  The pipe 
shall be furnished in nominal 16-foot to 20-foot laying lengths.  All pipe shall be cement 
mortar lined and seal coated inside, and bituminous coated outside in accordance with 
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ANSI/AWWA C104/A21.4. Pipe shall be furnished complete with gaskets and lubricant, 
per ANSI/AWWA C104/A21.4. 
 

T-14.11.2  POLYVINYL CHLORIDE (PVC) PIPE FOR 4 THROUGH 12 INCHES: 
PVC pipe for water pipe shall conform to AWWA C900, Class 150, with push-on joints.  
Elastomeric gaskets shall conform to ASTM F477.  Pipe shall be furnished complete 
with gaskets and lubricant. 

 
T-14.11.3 POLYVINYL CHLORIDE (PVC) PIPE FOR 2 AND 3 INCHES: 

PVC pipe for water pipe, 2 through 3 inches in diameter shall be 200 PSI, SDR 21 
conforming to ANSI/ASTM D-2241, NSF approved, with push-on-joints meeting 
ANSI/ASTM D-3139.  The pipe compound shall be PVC 1120. 

 
T-14.11.4 DUCTILE  IRON FITTINGS:   

The fittings shall be standard mechanical joint fittings made of ductile iron in accordance 
with ANSI/AWWA C110/A21.10.  Compact ductile iron fittings meeting ANSI/AWWA 
C153/A21.53-94 shall also be acceptable. Standard mechanical accessories shall be 
furnished for each bell opening consisting of HSCI bolts, cast iron glands, and plain 
rubber gaskets in accordance with ANSI/AWWA A21.11-90.  Fittings shall be cement 
mortar lined and seal coated inside per ANSI/AWWA C104/A21.4-90.   Where flanges 
are indicated on fittings they shall be F and D 125 pound per ASME/ANSI B16.42-87. 
Fusion bonded epoxy coated ductile iron fittings meeting C116/A21.16-98, NSF 61 with 
a normal coating thickness of 6-8 mils are acceptable. 

 
T-14.11.5 PVC FITTINGS: 

PVC fittings for PVC pipe, 4 inches and larger shall be mechanical joint ductile iron 
fittings as specified under Section T-14.11.4 above.  Fittings for PVC pipe, 2 through 3 
inches shall be molded PVC, Class 200 conforming to SDR 21 in accordance to 
ANSI/ASTM D-2241, NSF approved, with push-on-joints meeting ANSI/ASTM D-
3139 with gaskets conforming to ASTM F-477. 
 

T-14.12 WATER SERVICE LATERALS:  
 
T-14.12.1 COPPER PIPE SERVICE LATERALS: 

Copper pipe water services shall be installed only where shown on the plans and/or 
directed by the Engineer.  Copper pipe for water services shall be Type K soft, complying 
with Federal Specifications WW-T-799 and ASTM-B-88. 
 

T-14.12.2  POLYETHYENE PIPE SERVICE LATERALS: 
Polyethylene pipe for water services shall be polyethylene tubing, CTS, SDR 9, 200 PSI, 
conforming to AWWA C901, PE 3408.  Each service shall be either 1” or 2” size.  A 
pipe marking wire, 10-gauge, insulated solid core, shall be attached at 10-foot intervals 
with duct tape to each service lateral. 

 
T-14.13 PIPE MARKING TAPE and WIRE REQUIRED FOR PVC AND 

POLYETHYLENE PIPE:   
Tape shall be a minimum 3-inches wide, blue in color, bearing continuous message 
"CAUTION WATER LINE BURIED BELOW".  Tape shall be made of plastic or other 
permanent material with metallized foil core.  Tape shall also be used for buried force 
mains bearing the same type of caution message. 
Wire - #10 INSULATED COPPER WIRE shall be installed along the top of the PVC 
pipe. PVC pipe shall be marked by installing the #10 insulated copper wire along the top 
along the entire length and strapping the wire to the main with duct tape at intervals of 
twice per joint. The insulated wire shall be stripped to bare wire at the contact points with 
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fittings and valves.  The insulation shall be resistant to petroleum products.  Each valve 
and fitting shall be wrapped around twice with the copper wire.   

  
T-14.14 VALVE BOXES AND EXTENSIONS:    

Valve boxes and extensions furnished shall be Wilmington Standard Telescoping valve 
box and extension. 

 
T-14.15 WATER SERVICE FITTINGS: 
 
T-14.15.1 COPPER SERVICE FITTINGS: (USE ONLY AS DIRECTED BY ENGINEER): 

Service saddle shall have double stainless (ss) straps and factory coated corrosion 
resistant body.  Service saddle shall be Smith-Blair 317, Romac 202S, JCM 406, Mueller 
DR2S or equal.  Curb stops shall be Mueller H 15174, Ford B21, McDonald 6100 series, 
or equal.  Corporation stops shall be Mueller H 15000, Ford F600,  McDonald 4701 
series, or equal.  City will allow compression fittings for copper pipe service of 1-inch 
diameter.  Each curb stop shall be furnished with a IMP brass bushing, 1” x 3/4”, and 
brass meter coupling equal to McDonald 4620, Ford C38-23-2.25, or Mueller H 10890.   
The brass meter yoke shall be as specified in T-14.15.2.  The meter box shall be as shown 
on Standard Details SD 4-12 or SD 4-13.  

 
T-14.15.2 POLYETHYLENE SERVICE FITTINGS: 

Service saddles shall be as specified in T-14.15.1.  Corporation stop shall be 1-inch or 2-
inch, CC x CTS, equal to Mueller P15013 w/ss stiffener, Ford FB 1000 w/ss stiffener or 
McDonald 4701-22 w/ ss stiffener.  Curb stops shall be equal to Ford B61-444 w/ss 
stiffener, Mueller P-25172 w/ss stiffener, or McDonald 6102W-22 w/ss stiffener.  Each 
curb stop shall be furnished with an IMP brass bushing, 1” x 3/4”, and brass meter 
coupling equal to McDonald 4620, Ford C38-23-2.25, or Mueller H 10890.  Each service 
shall be furnished with a brass meter yoke with lock stop, 7-inch riser, 5/8” x ¾” size 
unless directed otherwise, equal to Mueller B 24118, McDonald 18-207WX, or Ford 
V42-7.  The meter yoke shall be furnished with a brass meter coupling as specified above.  
The meter box shall be as shown on Standard Details SD 4-12 or SD 4-13.   

 
T-14.16 VALVES:    

All valves shall conform to AWWA Specification C500, latest revision, gate valves    or 
ordinary water works service except as hereinafter stated and shall have mechanical joint 
ends.  All valves shall be resilient wedge gate valves, open right and shall have a 2-inch 
square head nut upon the end of the stem, with the direction arrow clearly and plainly 
cast thereon.  Valves shall be as manufactured by Clow Corporation, Darling Valve 
Manufacturing, Mueller Company, Henry Pratt Company, American AVK  Company's 
Series 25; or equal.  The City will accept interior and exterior coating of fusion bonded 
epoxy, normal coating of 6-8 mils, meeting the requirements of AWWA/ANSI C550-01. 

 
T-14.16.1 VERTICAL GATE VALVES:   

Shall be used on all lines 12 inches and under and   shall be non-rising stem type, 175 psi 
working pressure and 300 psi test pressure with "O" ring stem seal.  Valves shall be 
Resilient Wedge Gate or double disc type with cast iron body and bronze disc seats, stem 
and wedges.  In the open position, the area of the opening shall be equal or greater than 
the area of the same nominal size pipe. 

 
T-14.16.2 HORIZONTAL GATE VALVES OR BUTTERFLY VALVES:   

Shall be used on all lines 16 inches and larger.  Horizontal valves shall be 150 psi working 
pressure.  16-inch valves and larger shall be 150 psi working pressure and 300 psi test 
pressure.  All valves shall have conventional packing.  Valves shall be equipped with a 
bevel gear, non-rising type, with grease case of the totally enclosed type and shall be 
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provided with suitable rollers, track, scrapers, and a guide for a disc mechanism through 
its entire travel length.  Valves 16 inches and larger shall have a  by-pass with non-
rising type valve.  Valves shall be double disc, with cast iron body and bronze disc seats, 
tracks, stem, and wedges.  Area of opening in the open position shall be equal to or greater 
than the nominal pipe diameter. 
 
Butterfly valves shall meet the full requirements of AWWA Standard C504-70 for Class 
150B. The manufacturer shall have manufactured tight-closing, rubber-seat butterfly 
valves for buried service for a period of at least five years.  All butterfly  valves shall be 
Henry Pratt Company’s “Groundhog,” Mueller “Lineseal III,” American-Darling “AFC 
Butterfly valve” or equal.  
 

T-14.16.3 TAPPING SLEEVE AND VALVES:    
Sleeve shall be DI or SS 150 psi working pressure, mechanical joint.  Valve shall be 
vertical type with “O” ring seals, mechanical joint outlet end, and flange end for 
connection to tapping sleeve.  Flange end shall have machined projections to ensure 
correct alignment.  Seat opening of valve shall be slightly larger than nominal size to 
provide for full diameter cut to be made.  Sleeve shall be furnished by valve 
manufacturer. (SS Tapping sleeve- heavy duty, fully gasketed and SS MJ or flange) 
Testing of TS&V shall be as recommended by manufacturer.  
 

T-14.17 HYDRANT:  
Hydrants shall be improved type conforming to AWWA C-502, latest revision.  Fire 
hydrant shall be for ordinary waterworks service, approved by American insurance 
association, with four and one half (4-1/2) inch valve opening; two (2) each, two and one 
half (2 ½) inch hose nozzles with City of Wilmington, North Carolina, standard thread; 
and four and one half (4-1/2) inch pumper connection.  Hydrant shall have breakable 
barrel and operating stem with minimum barrel length of three (3) foot, six (6) inch bury 
and shall be equipped with six (6) inch mechanical joint bottom hub with strapping lugs 
and one and two-thirds (1-2/3) inch solid pentagonal operating nut and “O” ring seals.  
Hydrants shall open right and be rated at 150 psi working pressure and 300 psi test 
pressure.  Hydrant shall have two (2) coats of aluminum paint. Hydrant shall be dry-
barrel type and be provided with drain outlet for draining when valve is closed.  Hydrant 
shall be Mueller Centurion, Kennedy Guardian, American Darling Mark 73, - American 
AVK Co. Model 27/80 Dry Barrel fire Hydrants (11/2001) or equal.  New hydrants 
shall be furnished with proper bury depths so as not to require “riser kits.” 

 
 
 
T-14.17.1 FIRE HYDRANT PAINT:   

Paint shall be applied using two (2) coats of the specified paint according to the 
manufacturer's recommendation.  The final coat must be applied after final installation. 
All hydrant barrels shall be painted with heavy-duty aluminum paint for industrial or 
commercial-use, by Rustoleum, Glidden, Sherwin Williams, Tnemec, or equal. 

 
Fire hydrants on 6-inch and 8-inch diameter mains shall have the nozzle caps and bonnet 
painted with industrial or commercial-use alkyd paint, safety yellow color by 
Rustoleum, Glidden, Sherwin Williams, Tnemec, or equal. 
 
Fire hydrants on lines greater than 10-inch diameter shall have the nozzle caps and bonnet 
painted with industrial or commercial-use alkyd, safety green color by Rustoleum, 
Glidden, Sherwin Williams, Tnemec, or equal. 
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T-14.18 REINFORCING STEEL:    
Reinforcing steel shall conform to ASTM A-615, Grade 60. The steel shall have the net 
sectional area shown on the plans and shall be of deformed bars unless otherwise 
specified.  Welding of Reinforcing steel shall conform to AWS D12.1. Welded wire 
fabric shall conform to ASTM A-185. 

 
T-14.19 FORMS:    

Forming material shall be finished with tongue and grooved type, dressed on one side 
and of sufficient thickness as to prevent warping when the concrete is placed.  Plywood 
may be used where applicable with proper bracing.  Forms shall be so constructed as to 
ensure against misplacement and misalignment when filled.  The cost of forms shall be 
included in the price for concrete unless otherwise shown in the proposal.  Formwork 
shall conform to ACI 347, “Recommended Practice of Concrete-Formwork.” 

 
T-14.20 CONCRETE MEMBRANE CURING COMPOUND (WHITE):    

The membrane-curing compound used in concrete curing shall be as specified in 
AASHTO Specification M-148-49 for a white curing membrane. 
 

T-14.20.1 EXPANSION JOINT FILLER (FOR CONCRETE CONSTRUCTION):  
Expansion joint filler for concrete construction shall be bituminous, preformed, non-
extruding joint filler, as specified in AASHTO M-33-48. 

 
T-14.21 LUMBER:    

Lumber shall be straight and sound and free from shakes, racks, large or loose knots, and 
other defects impairing its strength or durability.  It shall be squared to the desired 
dimensions when the work demands, or when requested by the Engineer.  If plans or the 
Special Conditions section of the Specifications indicate the character of lumber to be 
used on specific structures, they are hereby made a part of this   paragraph.  Such lumber 
as is required in sheeting, shoring, bridging, etc. shall be included in the bid price for 
furnishing and installing the proposed improvements. 

 
T-14.22 GALVANIZING: 
 
T-14.22.1 REQUIREMENTS AND METHODS OF TESTING:    

Galvanizing of structural shapes used in structures shall conform to the requirements of, 
and shall be tested in accordance with ASTM A-123-84/AASHTO M-111-87.  
Galvanizing of fasteners and hardware shall conform to, and shall be tested in accordance 
with ASTM A-153-87/AASHTO M-227-90. 

 
 
T-14.22.2 WORKMANSHIP AND FINISH:    

The zinc coating shall be adherent, smooth, continuous and thorough.  It shall be free 
from such imperfections as lumps, blisters, gritty areas, uncoated spots, acid and black 
spots, dross and flux.  The coating shall not be so loosely adhering as to be removable by 
any reasonable process of handling and erection.  Light blows with a one-half (1/2) pound 
hammer shall not cause peeling of the coating adjacent to the area deformed by the 
hammer blow.  The coating shall not interfere with the intended use of material. 

 
After immersion in molten zinc, the structural shapes, plates or bars shall not be subjected 
to any process of scraping or wiping which will reduce the uniformity or the specified 
weight of the zinc coating. 
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T-14.23 MANHOLES PRECAST:  
Precast manholes shall have shaped invert with 4-foot minimum diameter, unless 
specified different on the plans.  Unless shown different on the plans the wall, base, and 
top shall be constructed of 4000 psi concrete in accordance with ASTM C-478. 
 
The other material requirements are as follows: 
 

a) H-20 Highway Loading. 
b) One pour monolithic base section base extends 6 inches beyond outside wall for 

manholes smaller than 5 feet I.D., and all manholes deeper than 8 feet. 
c) Reinforced steel - ASTM A-185. 
d) Steel reinforced Copolymer Polypropylene Plastic steps for storm drain manholes 

only.  Sanitary sewer manholes shall not be furnished with manhole steps unless 
directed by the Engineer. 

e) Flexible boot connector ASTM C-928 with cast iron or stainless steel hardware. 
f) Section joint sealant - Butyl rubber sealant AASHTO M-198, ASTM C-990,and 

Fed. Spec. SS-S-210A. 
 
T-14.24 BEDDING MATERIAL:   

Material for pipe bedding where required by the Engineer shall be well-graded crushed 
stone or crushed gravel meeting the requirements of ASTM designation C-33, gradation 
57 (3/4-in. to No. 4). 

 
T-14.25 RESTRAINT GLAND for DIP:    

The mechanical joint gland style restraint for mechanical joint fittings used on ductile 
iron pipe may be used for fire hydrant installations and any other location required by the 
Engineer to be restraint joint fittings. This type of restraint system can be used in lieu the 
restraint system using tie bolts and restraining rods as shown on the standard detail SD 
4-02.  The gland style restraint shall be a follower gland, which uses a series of individual 
actuated gripping wedges to positively engage the pipe surface while allowing joint 
deflection both before and after installation. This wedging action offers high pressure 
restraint capacity for mechanical joint fittings, valves, hydrant and pipe with 3-inch 
through 16-inch being rated at 350 psi and larger size rated at 250 psi. All sizes are tested 
to a minimum of 2:1 safety factor.  The mechanical joint restraint glands shall be equal 
to Megalug, Series 1100 manufactured by Ebaa Iron, Inc., Stargrip Series 3000 
manufactured by Star Pipe Products, or RomaGrip by Romac Industries, Inc.   

 
T-14.26 RESTRAINT GLAND FOR PVC: 

The mechanical joint gland style restraint for mechanical joint fittings used on PVC pipe 
can be used at locations required by the Engineer to be restraint joint fittings.  This type 
of restraint system may be used in lieu of the restraint system using tie bolts and 
restraining rods as shown on Standard Detail SD 4-02. The gland style restraint shall be 
a follower gland, which uses a series of individual actuated gripping wedges to positively 
engage the PVC pipe surface while allowing joint deflection both before and after 
installation. This wedging action offers high pressure restraint capacity for mechanical 
joint fittings, valves, and pipe with 3-inch through 16-inch being rated at 350 psi and 
larger size rated at 250 psi. All sizes are tested to a minimum of 2:1 safety factor.  The 
mechanical joint restraint glands shall be equal to Megalug, Series 2000PV manufactured 
by Ebaa Iron, Inc., PVC Stargrip Series 4000 manufactured by Star Pipe Products, or 
PVC-RomaGrip by Romac Industries, Inc.   

 
T-14.27 BLOCKING TAPPING TEES on PVC or AC PIPE for fire hydrant installation:    

Bags of concrete mix may be used for blocking from the tee to undisturbed soil. Care 
shall be taken so as not to obstruct access to the nuts and bolts on the mechanical joints. 
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T-14.28 GENERAL:    
 Any material required, but not listed in this section or not specified elsewhere in the 
 specifications, shall be subject to the approval of the Engineer. 
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SECTION TS-15: SPECIAL CONDITIONS  
  
GENERAL 
 
This section of specifications describes provisions unique to this project.  The specifications, the 
plans, the special and general provisions, and all supplementary documents are essential parts of 
the contract, and a requirement occurring in one is as binding as though occurring in all.  In case 
of discrepancy or conflict, annotated dimensions shall govern over scaled dimensions; plans shall 
govern over technical specifications except for Section 15 of the Technical Specifications, Special 
Conditions.  The Special Conditions, TS-15, always take precedence over plans and all other 
technical specifications.  Technical specifications take precedence over general provisions. 
 
TS-15.01 PROJECT DESCRIPTION:  

The project generally consists of constructing storm drain collector pipe with 
attachments to existing roof leaders and air conditioning condensate lines, electrical 
conduit, and water/sewer improvements at multiple City of Wilmington alleys. The 
demolition of the existing alley pavement and replacement with brick pavers is also 
included in the project. The work shall include, but is not limited to: pavement 
demolition, utility demolition, pipe trenching, pipe installation, brick paver 
installation, and erosion control.   

 
TS-15.02 DRAWINGS AND INSTRUCTIONS: 

The owner shall provide the Contractor with four (4) sets of plans, drawings, and 
specifications after the execution of the contract.  If additional plans, drawings and 
specifications are required, the Contractor shall compensate the owner for same.  The 
Engineer shall provide the Contractor with such revised plans, drawings and 
specifications as may be required to show any authorized changes or extra work.  
These plans, drawings, and specifications are the property of the City of Wilmington, 
North Carolina, and are furnished to the Contractor for the construction of the project 
under this contract only. 

 
T-15.03 PROJECT TIMEFRAME: 

All work included in this contract is to be completed within the time limit as set forth 
in the proposal.  The expected time to complete construction is 6 months; therefore, 
the project has been given a timeframe of 180 days from the beginning date of 
construction. 
 
Extensions to the contract may be approved for various reasons, such as changes in 
scope, unknowns, or inclement weather.  Requests for extensions can be brought 
forward by either the Engineer or the Contractor.  The Contractor shall have 21 days 
from the time of occurrence to submit written requests for consideration of time 
extensions.  The guidelines are defined in the Project Proposal and General 
Provisions, most specifically in Sections G-1.46 and G-1.47. 
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T-15.04 LIQUIDATED DAMAGES: 
Failure to complete the work within the contract time will result in damages due to 
public inconvenience, obstruction and delay to traffic, safety, and other 
considerations.  For each consecutive calendar day in excess of the contract time 
specified, the Contractor shall pay, or have withheld monies due, a sum in accordance 
with the following: 
  
Days in Excess of Contract Time  Sum per Day 
     0-14 Days            $ 250  

      15-22 Days          $ 500 
      23 Days and Beyond       $ 1,000 
  

Liquidated damages will be adjusted and assessed on a monthly basis at the time of 
each partial payment request based on the Contractor’s progress in comparison with 
the approved progress schedule. 
 

T-15.05 MOBILIZATION: 
 The Contractor shall be paid a mobilization cost as bid in the proposal.  The 

mobilization item shall include, but not be limited to, the Contractor’s startup 
expenses, cost of insurance, permits, bonds, etc. and will be paid per the lump sum 
bid price.  Partial payment for the item of “Mobilization” will be made in the first 
and second partial pay estimates paid on the contract, and will be made at the rate of 
50 percent of the lump sum price for mobilization on each of these partial pay 
estimates, less the retainage provided for in the General Provisions, provided the 
amount bid for mobilization does not exceed 5 percent of the total amount bid for the 
contract. 

 
 When the amount bid for mobilization exceeds 5 percent of the total amount of the 

contract, 2 1/2 percent of the total amount bid will be paid on each of the first two 
partial payment estimates and that portion exceeding 5 percent will be paid on the 
final pay estimate.   

 
 When there is more than one section with payment for mobilization, the term 

payment for mobilization shall be figured based on each individual section rather 
than the total contract amount. 

 
T-15.06 SUPERINTENDENT AND CONTACTS: 
 The Contractor shall have a Superintendent present on the job site at all times.  Upon 

start of construction, the Contractor shall provide the Engineer with names, e-mail 
addresses, and telephone numbers of Superintendent(s) and two other representatives 
to be contacted after hours in case of emergency. 

 
T-15.07 PROGRESS SCHEDULE, MEETINGS, AND REPORTS: 

At the preconstruction conference, the Contractor shall submit to the Engineer for 
review a graphic schedule of the proposed construction operations.  The progress 
schedule shall indicate the sequence of the work including the time of starting and 
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the completion of each major task.  The schedule should conform to the traffic control 
plan and address priorities of the City. 
 
Monthly progress meetings are expected throughout the duration of the project and 
shall include: 

 
A. Contractor’s Project Manager 
B. Contractor’s Project Superintendent 
C. City’s designated Representatives(s) 
D. Engineer’s designated Representative(s) 
E. Corresponding Subcontractors 
 
The Engineer shall schedule monthly meetings at a minimum, for the most 
convenient time frame.  The Engineer shall take meeting minutes, review previous 
minutes with participants at the meeting, and submit copies of meeting minutes to 
participants within 7 days.  The Engineer shall have available at each meeting full 
chronological file of all previous meeting minutes. 
  
The contractor shall provide and present monthly progress reports.  Each progress 
report shall include: 
A. Narrative that is sufficient to describe current and anticipated delaying factors, 

their effect on the progress schedule, and proposed corrective actions. 
B. A copy of the accepted graphic schedule marked to indicate actual progress.  
 
Any work reported complete, but which is not readily apparent to the Engineer, must 
be substantiated with satisfactory evidence.  The Contractor may be requested to 
provide and present construction plan mark-ups for discussion. 
 
If the work falls behind schedule, the Contractor shall submit additional progress 
reports at such intervals as the Engineer may request.  

 
TS-15.08 MONTHLY QUANTITIES AND PAY REQUESTS: 
 No pay request (progress payments including mobilization) shall be processed by the 

City for payment to the Contractor until a corresponding progress meeting has 
occurred and sufficient documentation has been provided for the schedule and 
quantities of work completed for the preceding month and is reviewed by the 
Inspector(s), Engineer, and approved by the City. 

 
 Five (5) copies of each verified pay request shall be submitted for review by the 

engineering/project manager.  Upon review and approval, three (3) copies will be 
processed by the City, one (1) copy will be returned to the contractor, and one (1) 
copy will be retained by the engineer.  If the pay request submitted is found not to be 
accurate or out of compliance with the contract or lacking accurate supporting 
documentation (MBE-DBE/payroll/sub-contractor utilization/material tickets or 
reports, etc), the contractor will be notified and will be required to revise and resubmit 
the pay request.  No separate measurement or payment will be made for this item. 
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TS-15.09 PUBLIC TRAFFIC: 
Contractor shall notify all affected property owners two (2) weeks in advance of the 
need to adjust access during construction. The contractor may not prevent access to 
businesses during their operating hours under any circumstances. It is the 
responsibility of the contractor to coordinate access details with businesses in the 
project area.  Access to all properties shall be maintained throughout the project.     

 
TS-15.10      NOTIFYING UTILITY COMPANIES: 

The contractor’s attention is hereby called to Section G-1.52 of these specifications 
and North Carolina’s Underground Utility Damage Prevention Act 87-100 and 
the City of Wilmington Municipal Code, Chapter 11, Article V.  Notification of 
the utility companies and departments shall be made prior to any excavation under 
this project.  The Contractor is reminded that utility companies usually require a 72-
hour notice.  All services need to be located. 
 

The following numbers are an aid to the contractor:  
 
NC ONE CALL CENTER 1-800-632-4949 (requires 72 hour notice). 
 
The following numbers are provided as an aid to the Contractor and in no way relieve 
the Contractor of his responsibility to provide required notices: 
 
Utility      Phone Number 
*Cape Fear Public Utility Authority  (910) 332-6426 
*Duke Progress Energy (800) 452-2777 
* Piedmont Natural Gas Co   (800) 752-7504    
*AT&T      (800) 288-2020 
*Spectrum Cable       (888) 772-8252    
*City Wilmington Traffic   (910) 341-7888 
*NCDOT     (910) 341-2000    

   
Prior to road closures, call 910-343-4255.  This is the 911 Center.  

 
TS-15.11 PROTECTION OF EXISTING UTILITIES: 

The Contractor shall use the necessary precautions to protect existing water, sewer, 
gas, telephone, and storm drainage lines, etc. and service lateral during the course of 
construction.  The cost of protecting such lines and services shall be considered 
incidental to the project and no additional payment will be allowed. 

 
TS 15.12 CONSTRUCTION SURVEYING:   

 The contractor shall be responsible for completing all necessary construction staking 
to complete the proposed work. In addition to staking, the contractor shall provide an 
as-built survey of the project which includes storm drain collector pipe 
location/elevations, storm drain structures locations/elevations, electrical conduit 
locations/elevations, and water/sewer line locations/elevations. The survey must be 
completed and sealed by a professional land surveyor and utilize the NAD83 
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horizontal datum and NAVD88 vertical datum. The cost of completing this work 
shall be included in the contractor’s bid for the project. 

 
TS-15.13      SHOP DRAWINGS 
 
TS-15.13.1 GENERAL:  

Engineering data covering all fabricated material that will become a permanent part 
of the work under this Contract shall be submitted to the Engineer for review.  The 
data shall include drawings and descriptive information in sufficient detail to show 
the kind, size, arrangement, and operation of component materials and devices; the 
external connections, anchorages, and supports required; performance 
characteristics; and dimensions needed for installation and correlation with other 
materials. 
 
All submittals, regardless of origin, shall be stamped with the approval of the 
Contractor and identified with the name and number of this contract, Contractor’s 
name, and references to applicable specification paragraphs and Contract Drawings.  
Each submittal shall indicate the intended use of the item in the work.  When catalog 
pages are submitted, applicable items shall be clearly identified and inapplicable data 
crossed out.  The current revision, issue number, and date shall be indicated on all 
drawings and other descriptive data. 
 
Contractor’s stamp of approval is a representation to the City and Engineer that 
Contractor accepts full responsibility for determining and verifying all quantities, 
dimensions, field construction criteria, materials, catalog numbers, and similar data, 
and that he has reviewed and coordinated each submittal with the requirements of the 
work and the contract documents. 
 
Contractor shall accept full responsibility for the completeness of each submission.  
When an item consists of components from several sources, Contractor shall submit 
a complete initial submittal including all components. 
 
All deviations from the Contract Documents shall be identified on each submittal and 
shall be tabulated in Contractor’s letter of transmittal.  Such submittals shall, as 
pertinent to the deviation, indicate essential details of all changes proposed by the 
Contractor (including modifications to other facilities that may be a result of the 
deviation).   
 
Electronic, portable document format (PDF), submittals of the shop drawings and 
engineering data shall be submitted to Engineer for review and distribution.  Engineer 
will not accept submittals from anyone but the Contractor.  Submittals shall be 
consecutively numbered in direct sequence of submittal and without division by 
subcontracts or trades. 
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TS-15.13.2 ENGINEER’S REVIEW OF DRAWINGS AND DATA: 
Engineer’s review of drawings and data submitted by the Contractor will cover only 
general conformity to the Drawings and Specifications, external connections, and 
dimensions, which affect the layout.  Engineer’s review does not indicate a thorough 
review of all dimensions, quantities, and details of the material, equipment, device, 
or item shown.  Engineer’s review of submittals shall not relieve the Contractor from 
responsibility for errors, omissions, or deviations, nor responsibility for compliance 
with the Contract Documents. 
 
Engineer’s submittal review period shall be 21 consecutive calendar days in length 
and shall commence on the first calendar day immediately following the date of 
arrival of the submittal or re-submittal in the Engineer’s office.  The time required to 
transmit the submittal or re-submittal back to the Contractor shall not be considered 
a part of the submittal review period. 
 
When the drawings and data are returned marked “REJECTED” or “REVISE AND 
RESUBMIT”, the corrections shall be made as noted thereon and as instructed by the 
Engineer and a revised PDF resubmitted. 
 
When the drawings and data are returned marked “NO EXCEPTIONS TAKEN 
EXCEPT AS NOTED” or “NO EXCEPTIONS TAKEN”, no additional copies need 
be furnished unless requested by the Engineer at time of review. 

 
TS-15.13.3 RE-SUBMITTAL OF DRAWINGS AND DATA: 

The Contractor shall accept full responsibility for the completeness of each re-
submittal.  The Contractor shall verify that all corrected data and additional 
information previously requested by the Engineer are provided on the re-submittal. 
 
When corrected copies are re-submitted, the Contractor shall in writing direct specific 
attention to all revisions and shall list separately any revisions made other than those 
called for by the Engineer on previous submissions. 
 
Requirements specified for initial submittals shall also apply to re-submittals.  Re-
submittals shall bear the number of the first submittal followed by a letter (A, B, etc.) 
to indicate the sequence of the re-submittal. 
 
Re-submittals shall be made within 30 days of the date of the letter returning the 
material to be modified or corrected, unless within 14 days the Contractor submits an 
acceptable request for an extension of the stipulated time period, listing the reasons 
the re-submittal cannot be complete within that time. 
 
Any need for more than one re-submission, or any other delay in obtaining the 
Engineer’s review of submittals, will not entitle the Contractor or an extension of the 
Contract Times unless delay of the work is directly caused by a change in the work 
authorized by a change order or by failure of the Engineer to review any submittal 
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within the submittal review period specified herein and to return the submittal to the 
Contractor. 

 
TS-15.14      ENCROACHMENT:  

Where existing features are encroached on the City right-of-way and are to be 
removed, the contractor shall be required to coordinate the removal of said 
encroachments with the City and the affected property owners.  The  contractor 
shall remove the encroachments and place them on the property of the affected owner 
if the owner desires.  If the owner has no preference, the contractor shall remove and 
dispose of such item.  The cost of relocating or removing encroachment items will be 
considered incidental to the project and no additional  payment will be allowed. 

 
TS-15.15 CONSTRUCTION VIDEO: 

The Contractor shall video the project site in its entirety prior to construction, with 
emphasis on the adjoining properties, drives, trees, drainage, ditches, driveway pipes, 
cross pipes, shoulders, condition of roadway, and other distinguishing features.  
Appropriate narration will include location and description of property and physical 
features. 
 
The Contractor shall provide one copies of the project video to the City at the 
preconstruction conference.  No separate payment will be made for this work, and all 
associated cost will be considered incidental to other items in the contract. 

 
TS-15.16 CONSTRUCTION ADMINISTRATION AND INSPECTIONS: 

The Engineer shall provide construction administration services for the duration of 
the project.  Inspection services will be provided by the City in conjunction with the 
Engineer.  Contractor shall coordinate through Project Engineer and Inspector as 
required to facilitate the project.  The key functions to be provided by the Engineer 
include, but are not limited to, the following: 
A. Conduct weekly site inspections; 
B. Conduct monthly progress meetings; 
C. Direct communications with Contractor(s); 
D. Provide lead role in communications between all parties; 
E. Review and approve shop drawings; 
F. Administer and develop change orders; 
G. Review and certify pay applications; 
H. Conduct substantial and final inspection walk-throughs and develop and track 

punch list items; 
I. Assist and certify construction as-builts. 

 
TS-15.17 DRAWINGS SHOWING CHANGES DURING CONSTRUCTION: 

The Contractor shall maintain a set of plans and specifications marked “Construction 
Record Drawings”.  The Contractor shall keep a complete and up-to-date record in 
red pencil of any and all changes made during construction.  This set of contract 
documents shall be submitted to the Engineer and approved by him prior to the 
Engineer recommending final payment.  
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TS-15.18 TEMPORARY TRAFFIC CONTROL: 

The Contractor shall be responsible for preparing a traffic control plan for the project 
and maintaining the approved plan during the work.  The Contractor shall be required 
to furnish, place and maintain all signs, barricades, cones and other traffic handling 
devices necessary to implement the Traffic Control Plan. 
  
The Traffic Control Plan shall be submitted at the pre-construction meeting and shall 
be approved by the City prior to beginning construction.  All traffic control devices 
shall conform to the requirements of the current version of the Manual on Uniform 
Traffic Control Devices (MUTCD). 
 
The Contractor is hereby advised that non-compliance with the approved Traffic 
Control Plan as described above could result in a “stop work” order, with no work 
continuing until necessary corrective measures have been performed. Work 
stoppages shall be at the expense of the Contractor.  No additional payment shall be 
allowed. 
 
The cost of the temporary traffic control system and its implementation shall be 
included in the Lump sum price bid in the proposal. 
 

TS-15.19 EMERGENCY SERVICES NOTIFICATION: 
Prior to any street being closed to traffic, the Contractor shall notify the Emergency 
Services Dispatchers.  The Contractor may call the 911 system at (910) 341-4247 and 
request that the Police and EMT personnel be notified, or the Contractor may call 
each service individually 24 Hours in advance.   
 
The Contractor will make provisions for access to all parts of the work for emergency 
vehicles (police, rescue, fire) and will assist in providing personnel to deliver sanitary 
pickup cans and other materials as required to a point where the City crew or City’s 
Contractor can load their carrier.  The Contractor should include all cost incurred for 
this item in the unit price bid for each item in the proposal. 

 
TS-15.20 NON-CITY UTILITIES: 

The removal, repair or relocation of electric, cable TV, telephone, communications, 
and gas utilities will be performed by others.  However, the Contractor is responsible 
for coordination of such relocation or removal, schedule his work to coincide with 
such, and pay any associated cost.  No extra payment will be made to the Contractor 
for this work. 
 
NOTE:  Utilities as shown on the plans are based on best available information and 
exact locations shall be the responsibility of the Contractor. 

 
TS-15.21 CLEAN-UP AND RESTORATION: 

The Contractor, during the course of this work shall maintain and clean up the streets, 
side yards, pavements, drainage structures, etc. and shall schedule at the end of each 
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day of work the removal of debris, grading of all disturbed areas and restoration to a 
usable state all means of access for the public and private property owners. 

 
TS-15.22 USE OF A PORTION OF THE WORK: 

Whenever, in the opinion of the Engineer, any portion of the work is completed, or 
is in an acceptable condition for use, it shall be used for the purpose intended.  Such 
use shall not be held in any way as an acceptance of that portion of the work used, or 
as a waiver of any of the provisions of these specifications.  Necessary repairs or 
renewals in any section of the work due to defective materials, defective 
workmanship, or natural causes, under the instructions of the Engineer shall be 
performed by the Contractor at no additional cost to the City. 

 
TS-15.23 COMPLAINTS: 
 The City has a system of recording complaints that may be received from residents.  

The Engineers representative and representative of the Contractor will meet with the 
person registering a complaint as soon as possible after complaints are logged in.  
During this meeting, a reasonable course of action will be arrived at between the 
property owner and the City.  It is not the intent of the City to require the Contractor 
accomplish unreasonable tasks.  However, if the Contractor has not satisfactorily 
acted on resolving complaints by the end of the month, that month’s payment request 
will not be processed.  The payment request will be processed as soon as corrective 
action is taken.  The City of Wilmington also reserves the right to issue stop work 
order as stated in paragraph G-1.59 of the General Specifications if the Contractor’s 
actions or non-action so dictates. 

 
TS-15.24 INCIDENTAL RESTORATION: 

At locations shown on the plans or designated by the Engineer, the Contractor shall 
remove and reset existing signs, fencing, mailboxes, outside lighting, hedges or 
shrubbery, masonry or wooden flower boxes, and all miscellaneous yard/driveway 
ornamentation, etc., in accordance with the following provisions. 
A. The existing items will be removed and replaced at the locations indicated on the 

plans or designated by the Engineer; 
B. After resetting, all items shall be in a condition equal to or better than existed 

before being removed.  The Contractor will be required to replace any 
components that have been unnecessarily damaged. 

 
The quantity of items reset to be paid for shall not be measured separately.  All items 
shall be included in the unit price for items in the proposal. 

 
 
TS-15.25 NOTIFICATION OF PROPERTY OWNERS: 

The Contractor shall be required to submit a plan for systematic notification of 
affected property owners.  Such notices shall include, but not be limited to, the 
following items:  schedule of work; access to streets during construction; removal of 
vegetation and above ground items; replacements of streets and driveways; parking; 
location of services.  Plan shall be approved by the Engineer and the City.  Upon 
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approval, the Contractor shall be required to provide all labor, materials, and other 
support in order to implement the plan. 

 
TS-15.26 EROSION AND SEDIMENT CONTROLS: 

The Contractor shall install the devices as required to comply with the erosion and 
sedimentation control measures shown on the plans and required by the NC Division 
of Energy, Mineral and Land Resources representatives.  The devices shall be 
installed prior to any excavation or land disturbing activity and shall meet  all design 
requirements.  All measures shall be properly maintained until such time as they can 
be removed.  In the event that the Engineer or a representative of the NC Division 
Energy, Mineral and Land Resources determines that adequate measures have not 
been provided and or maintained, the Engineer shall give a stop work order on the 
project until protective measures have been taken.  No additional time will be given 
the Contractor when the stop work is a result of his failure to comply with the N.C. 
Sedimentation Control Act. 
 
All work done for erosion and sedimentation shall be included in the lump-sum unit 
prices for the erosion and sedimentation items in the proposal.  Said work may 
include, but not be limited to:  silt fences; berms; dikes; catch basin protection; 
seeding; mulching; and all other erosion control devices or methods. 
 

TS-15.27 SEEDING: 
All temporary and permanent seeding shall follow the information in the latest 
version of the North Carolina Erosion and Sediment Control Planning and Design 
Manual. 
 

TS-15.28 MATERIALS TESTING: 
The City reserves the right to require certification or test any materials used, installed 
or stored on the project.  The contractor is required to utilize approved materials and 
suppliers and shall facilitate the testing needs of the project through communication, 
coordination, and control of sub-contractors, during installation or delivery.  Such 
efforts to provide assistance shall be deemed incidental to the project at no cost to the 
City. 

 
Materials Testing, Inspection, and Quality Control protocol for the project will 
conform to the applicable NCDOT standards and guidelines.  This plan shall be made 
available to personnel, sub-contractors, inspectors and technicians.   
 
As needed, the City will engage the necessary resources to conduct on-site 
observation, record keeping, testing, sampling and laboratory analysis of construction 
methods and materials.  The City will pay for quality control and materials testing 
services.  However, the cost of any retests required because of failing tests will be the 
responsibility of the Contractor.  
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Sampling and Testing:   
Materials testing will be conducted in accordance with the latest applicable methods 
and procedures such as ASTM, ACI, NCDOT, etc.  Typical material testing 
procedures expected in this projects testing plan are:  
 

Asphalt – cores for thickness, asphalt content and density (compaction), QC 
reports. 

 
Concrete – cylinder molds with compressive strength breaks in 7 days, 14, or 28 
days. 

 
Soil – observation, proof roll, proctor tests and density tests for undercut, sub-base, 
trench, embankment, etc. 

 
Stone – gradation, thickness, density testing for base. 

 
Contractor is responsible to provide a “hot box” for on-site curing of concrete 
cylinders in a suitable and safe location.  
 
Any materials or installations found out of compliance with the project specifications 
will require immediate suspension of construction and require contractor to submit 
and/or perform corrective action through repair, rework, or pay reduction factors 
using industry standards City specifications and NCDOT guidelines. 
 
Materials Certification and Delivery:    
Upon request of the Engineer the contractor shall make available to the City all                      
documentation pertaining to the origin, manufacturing, job mix formula or delivery 
of materials to the job-site.  All necessary documentation, whether original or signed 
must be provided in a legible and thorough manner to complete quantity verification 
and may include but not limited to shipping receipts, trucking delivery tickets, plant 
or quarry tickets, manufacturers certification, Buy America, shop drawings, etc.  This 
may pertain to deliveries of asphalt (surface, intermediate, base, binder), cement, 
stone (ABC, #57, riprap), soils, mulch, castings (steel), pipe (RCP, PVC, ductile), 
fixtures, landscaping, seed, etc. 
 

TS-15.29 SAWING EXISTING SIDEWALKS AND DRIVEWAYS: 
 Where it is necessary to remove existing sidewalks or driveways, the Contractor will 

be required to furnish a neat edge along the pavement retained by sawing a neat line 
approximately two inches deep, with a concrete saw, before breaking the adjacent 
pavement away. 

 
TS-15.30 NOISE CONTROL: 

The Contractor shall conduct all his work and use appropriate construction methods 
and equipment to prevent exceeding legal noise levels.  The Contractor shall comply 
with Chapter 6, Article II -Noise Control of the Wilmington City Code.  In addition, 
the Contractor shall provide baffles and/or enclosures on any dewatering pumps, by-
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pass pumps, or generators that must be operated after normal working hours.  The 
Contractor should also consider noise reduction when placing such equipment in the 
project work areas.  

 
TS-15.31 CATCH BASIN, MANHOLE AND JUNCTION BOXES - MEASUREMENT 

AND PAYMENT: 
 Catch basins, manholes and junction boxes shall be paid for as specified in the 

proposal for the actual quantity installed for the various types.  Each structure shall 
be placed on stone as specified in the project drawings.  The cost of the stone shall 
be included in the unit price of the structure. 

 
Payment for structure installation shall constitute full compensation for all labor, 
equipment, tools, supplies and incidentals necessary to complete all items of work, 
including excavation and backfill necessary to construct the structure, compaction of 
sub grade, hauling, construction of fills and embankments, spreading, rolling, wetting 
and disposal of all surplus and unsuitable materials, as indicated on the drawings and 
specified herein. 

 
TS-15.32 FINAL CLEANUP: 
 The Contractor shall clear all streets, curbs, gutters, driveways and other contract 
 items of all dirt and debris before final inspection will be made.  The City will not 
 inspect the improved areas until they are cleaned.  Failure by the City to perform 
 final inspection if the areas are not cleaned shall not relieve the Contractor of any 
 liquidated damages.  No extra payment will be allowed for this cleaning.  The cost 
 of the cleaning shall be included in each item bid in the proposal. 

 
TS-15.33     RELEASE OF PERFORMANCE AND PAYMENT BOND: 

The Contractor’s performance and payment bond shall not be released until the City 
of Wilmington agrees that the work performed under this contract meets or exceeds 
standards and policies.  

 
TS-15.34     PROJECT WORK TIMES: 

Unless requested in writing and approved by the City in advance, the Contractor shall 
not be allowed to perform construction activities on weekends, City recognized 
holidays, or before 7:00 a.m. or after 6:00 p.m. on weekdays.  
 

TS-15.35     MEASUREMENT AND PAYMENT – PROJECT COORDINATION: 
This line item shall be paid for at the lump sum price listed on the bid schedule. The 
price shall include all labor, equipment, and material costs to work with business 
owners to maintain their services and coordinate the work of other contractors in the 
project area. The contractor shall at all times throughout the project's duration be 
solely responsible for planning, scheduling, coordinating, and monitoring the work 
of outside contractors working in the project area. Others planning to work in the 
project area may include Duke Energy Progress, Piedmont Natural Gas, Charter 
Communications, and AT&T. The contractor working with the owner (city) will not 
be responsible for the work proposed by others, but it will be the responsibility of the 
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contractor to manage the work done by others with the improvements proposed by 
the current project. This line item is intended for costs that may not be known at this 
time, but will occur as work in the alleys moves forward. The engineer must review 
and approve any expenses from this line item prior to payment being made; no 
payment will be made for items not approved. 
 

TS-15.36 MEASUREMENT AND PAYMENT – 6” ROOF LEADER LATERAL AND 4” 
AIR CONDITIONING CONDENSATE LINE LATERAL: 

 The 6” Roof Leader Lateral and 4” Air Conditioning Condensate Line Lateral bid 
line items shall be measured on a per each unit installed, in accordance with the 
project plans and specifications, basis. The installed features must be reviewed and 
approved by the Engineer prior to being eligible for payment. 

 
Payment for the line items shall be full compensation for all labor, equipment, tools, 
supplies, and incidentals necessary to complete all work, including, but not limited 
to, trenching, connection to existing roof leader/condensate line, and connection to 
proposed storm drain collector pipe, as indicated on the drawings and specified 
herein. It is the contractor’s responsibility to include sufficient labor, equipment, and 
material costs in the unit cost for the bid items to connect the existing roof leaders 
and condensate lines to the proposed system, regardless of where the existing features 
presently terminate. For example, if one existing roof leader terminates 3’ from the 
ground, and another existing roof leader terminates 15’ from the ground, no 
additional compensation will be given for the differences required to make the 
connections; the contractor will be responsible for making a connection from the 
existing termination to the proposed system. The unit cost included in the bid must 
consider these differences. 
 

TS-15.37     SUPPLY OF BRICK PAVERS: 
The brick pavers needed for the project will be supplied by the City of Wilmington. 
The brick pavers will be available by appointment for pickup at the City of 
Wilmington Operations Center, located at 265 Operations Center Drive, Wilmington, 
NC 28412, between the hours of 8:00 AM to 3:30 PM, Monday through Friday, not 
including city observed holidays. Pickups must be scheduled by calling City of 
Wilmington staff 24 hours in advance to ensure personnel are available to load 
materials onto the contractor’s equipment. Brick pavers must be stored and secured 
off-site by the contractor until they are installed. The cost of the disposal of pallets 
and other materials which brick pavers are delivered on shall be disposed of at the 
contractor’s expense and will be incidental to the installation of the brick pavers. 

 
TS-15.38     REQUIREMENT TO FOLLOW ALL REGUALTIONS: 

The contractor shall comply with all city, state, and federal regulations per section G-
1.29 in the general provisions included in this manual. 

 
TS-15.39     SAWING EXISTING ASPHALT: 

Where it is necessary to remove existing asphalt sidewalks, driveways, streets or 
curbs the contractor will be required to furnish a neat, straight, uniform edge along 
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the adjacent asphalt pavement retained by sawing a neat, straight, uniform line with 
a concrete saw, before breaking the adjacent surface away. The Contractor shall be 
responsible for ensuring that the saw cut is of sufficient depth to prevent damage 
beyond the limits of the saw cut. Once the saw cut has been made, no additional 
payment will be allowed, for asphalt removal and/or replacement and/or disposal 
and/or anything related to the concrete, beyond the limit of the saw cut. No direct 
payment will be made for the sawing as such work will be considered incidental to 
other work being paid for by the various items in the contract. 

 
TS-15.40     DISPOSAL OF MATERIALS: 

Excavated material shall be placed so as not to unreasonably interfere with travel. All 
asphalt and other street surfacing, surface loam and sod shall be kept separate from 
the remainder of the excavated material. Upon completion of the backfilling, the 
property shall be cleaned, all surplus material removed, and the surface restored to 
the condition in which it was before ground was broken. Unless otherwise specified, 
all materials left over shall become property of the contractor. Also, underground 
structures removed, such as brick, concrete, and sewer pipe, shall become the 
property of the contractor, unless otherwise noted on the plans. If the contractor fails 
to promptly remove surplus material, the owner may have the material removed and 
charge the cost thereof as money paid to the contractor. All surplus excavation shall 
be removed from the site of the work by the contractor, but none shall be deposited 
on private property until written consent of the property owner has been filed with 
the engineer. Contractor's disposal shall comply with all Federal, State, and local laws 
and regulations. 

 
TS-15.41     DISPOSAL OF OBJECTIONABLE EXCAVATED MATERIAL: 

The contractor is hereby notified that the disposal of objectionable common 
excavation material such as existing concrete curbing, asphalt, timber, concrete, tree 
limbs, brush, roots, stumps, muck, etc. shall be the responsibility of the contractor. 
The contractor will be required to obtain his own (State approved) disposal site for 
this material. No extra payment for this disposal will be allowed. The contractor 
should include all costs incurred for this item in the unit price bid for the appropriate 
bid line items in the proposal. 

 
TS-15.42     POLYMERIC SAND FOR BRICK PAVERS INSTALLATION: 

The contractor shall use polymeric sand for the filling in of joints of brick pavers as 
directed by COW personnel. The use of this material will allow the joints to expand 
and contract with weather conditions encountered, from summertime heat to the 
freeze/thaw conditions. This product will help prevent sand erosion of the paver joints 
caused by storm water runoff. The ambient temperature must be 35 degrees 
Fahrenheit at installation area and must be that temperature 4 hours prior and 8 hours 
after installation of this material. Recommended for joints up ¾” (max), or 1” when 
pavers intersect. The contractor should try not to install polymeric sand if rain is 
forecasted to begin with 5 hours of installation. Curing time may take up to 24 hours 
for this material to set up, dependent on current weather conditions at installation. 
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Contractor shall follow manufacture’s recommendation for the installation of this 
product. 

 
TS-15.43     UNDERCUT EXCAVATION: 

When the engineer determines that the natural soil materials in areas where fills are 
to be placed are undesirable in their location or condition, the engineer may require 
the contractor to remove the undesirable material and backfill with approved, 
property compacted material. Use equipment in undercutting and backfilling 
operations of such weight, size and capability to efficiently remove and replace the 
material within the limits established. Use equipment of a size and weight that will 
not displace the underlying or adjacent material. All material removed in the work of 
undercut excavation will be classified by the engineer as either suitable for other use 
without excessive manipulation or used elsewhere in the work or unsuitable for 
further use and disposed of by the Contractor. Conduct undercut operations so that 
the Engineer can take the necessary measurements before any backfill is placed. Place 
backfill in undercut areas in a continuous operation concurrent with the undercutting 
operation. Do not place backfill material in water unless otherwise permitted by the 
engineer. Undercut excavation will be considered incidental to the cost of the bid line 
items that require it. 

 
TS-15.44     FINAL PAYMENT: 

The final pay request is due 15 days after all punch list items have been completed 
and accepted by the City of Wilmington. 
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SCHEMATIC UTILITY PLAN 
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DEVELOPMENT AT 10 SOUTH FRONT STREET LAYOUT PLAN 
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CHARTER COMMUNICATIONS IMPROVEMENTS PLAN 
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CITY OF WILMINGTON      WILMINGTON TOWNSHIP     NEW HANOVER COUNTY, NORTH CAROLINA

GENERAL NOTES
DOWNTOWN ALLEY IMPROVEMENTS
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DRAWN

CHECKED 

PROJ. ENGR.

1. THE ENGINEER HAS MADE ALL POSSIBLE ATTEMPTS TO LOCATE EXISTING UTILITIES.  IT IS THE CONTRACTOR'S  RESPONSIBILITY TO FIELD-VERIFY THE LOCATIONS OF
ALL UTILITIES PRIOR TO CONSTRUCTION BY OBSERVATION,  ELECTRONIC DEVICES, HAND DIGGING AND PERSONAL CONTACT WITH THE UTILITY COMPANIES.
CONTRACTOR SHALL  NOTIFY ENGINEER OF ANY CONFLICTS.  ANY DAMAGE TO UTILITIES INCURRED DURING CONSTRUCTION IS THE  RESPONSIBILITY OF THE
CONTRACTOR AND IS TO BE REPAIRED AT THE CONTRACTOR'S EXPENSE.  CONTRACTOR SHALL  ALSO BE RESPONSIBLE FOR ANY FINES OR LOSS SERVICE REVENUE.
NORTH CAROLINA ONE-CALL CENTER NUMBER IS 811 OR 1-800-632-4949.

2. PRIOR TO ANY DISTURBANCE, THE CONTRACTOR SHALL DOCUMENT THE AREA TO BE DISTURBED.

3. CONTRACTOR SHALL MAINTAIN A MEANS FOR INGRESS\EGRESS TO EACH PROPERTY AT ALL TIMES.

4. THE CONTRACTOR, PRIOR TO BEGINNING WORK, SHALL ENSURE THE CONTINUATION OF BUISNESS SERVICES TO PROPERTY OWNERS. THESE BUSINESS SERVICES
INCLUDE, BUT ARE NOT LIMITED TO, COMPOSTING CARTS, LAUNDRY CARTS, GREASE CONTAINERS, AND RECYCLE / TRASH RECEPTACLES.

5. EXISTING ITEMS THAT MUST BE DISTURBED IN ORDER TO COMPLETE THE WORK SHALL BE CAREFULLY REMOVED AND RESET BY THE CONTRACTOR.

6. ALL MATERIAL CLEARED AND/OR DEMOLISHED BY THE CONTRACTOR IN ORDER TO CONSTRUCT THE WORK SHALL BECOME THE PROPERTY OF THE CONTRACTOR AND
SHALL BE PROPERLY DISPOSED OF OFF-SITE.

7. CONTRACTOR SHALL PLAN AND CONSTRUCT WORK SO AS TO CAUSE MINIMUM  INCONVENIENCE TO THE OWNER AND THE PUBLIC.  THE CONTRACTOR SHALL PROVIDE,
ERECT  AND MAINTAIN AT ALL TIMES DURING THE PROGRESS OR TEMPORARY SUSPENSION OF WORK,  SUITABLE BARRIERS, FENCES, SIGNS OR OTHER ADEQUATE
PROTECTION, INCLUDING FLAG MEN  AND WATCHMEN AS NECESSARY TO INSURE THE SAFETY OF THE PUBLIC AS WELL AS THOSE  ENGAGED IN THE CONSTRUCTION
WORK.  CONSTRUCTION SIGNAGE SHALL BE IN ACCORDANCE  WITH THE LATEST EDITION OF "CONSTRUCTION AND MAINTENANCE OPERATIONS SUPPLEMENT  TO THE
MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES" BY THE NCDOT.

8. BY SUBMITTING A BID THE CONTRACTOR ATTESTS THEY HAVE PERFORMED ALL SITE VERIFICATIONS AS REQUIRED TO BE CONFIDENT IN EXISTING CONDITIONS AND AS
SUCH NO CLAIMS FOR ADDITIONAL PAYMENT SHALL BE CONSIDERED FOR FIELD CONDITIONS WHICH MAY DIFFER FROM WHAT IS SHOWN ON THE PLAN SHEETS.

9. EXISTING CONDITIONS WERE TAKEN FROM A SURVEY COMPLETED BY OTHERS.  THE SURVEY SHALL BE FIELD VERIFIED BY CONTRACTOR AND ANY DISCREPANCIES
REPORTED TO THE OWNER IMMEDIATELY.

10. CONTRACTOR SHALL AT ALL TIMES THROUGHOUT THE PROJECT'S DURATION BE SOLELY RESPONSIBLE FOR PLANNING, SCHEDULING, COORDINATING, AND
MONITORING THE WORK OF OUTSIDE CONTRACTORS WORKING IN THE PROJECT AREA. OTHERS PLANNING TO WORK IN THE PROJECT AREA MAY INCLUDE DUKE
ENERGY PROGRESS, PIEDMONT NATURAL GAS, CHARTER COMMUNICATIONS, AND AT&T. THE CONTRACTOR WORKING WITH THE OWNER (CITY) WILL NOT BE
RESPONSIBLE FOR THE WORK PROPOSED BY OTHERS, BUT IT WILL BE THE RESPONSIBILITY OF THE CONTRACTOR TO MANAGE THE WORK DONE BY OTHERS WITH THE
IMPROVEMENTS PROPOSED BY THE CURRENT PROJECT.

11. A MANDATORY PRE-CONSTRUCTION UTILITY COORDINATION MEETING, ATTENDED BY THE OWNER (CITY) AND ALL OTHER ENTITIES WORKING IN THE PROJECT AREA,
MUST BE SCHEDULED AND HELD BY THE CONTRACTOR PRIOR TO WORK BEGINNING ON THE PROJECT. THE CONTRACTOR MUST PROVIDE THE OWNER (CITY) A FULL
SCHEDULE DETAILING THE ANTICIPATED START/END DATES AND DURATIONS OF ALL WORK TO BE PERFORMED IN THE PROJECT AREA. THE SCHEDULE MUST INCLUDE
ALL WORK TO BE DONE BY OTHERS AND BASED ON THE RESULTS OF THE PRE-CONSTRUCTION UTILITY COORDINATION MEETING.

12. A TRAFFIC CONTROL PLAN SHALL BE SUBMITTED TO THE OWNER (CITY), BY THE CONTRACTOR, FOR APPROVAL PRIOR TO THE COMMENCEMENT OF ANY
CONSTRUCTION ACTIVITIES. NO CONSTRUCTION ACTIVITIES SHALL TAKE PLACE WITHOUT A TRAFFIC CONTROL PLAN APPROVED BY THE OWNER (CITY).

13. ADJUST EXISTING MANHOLE LIDS, WATER VALVE BOXES, UTILITY JUNCTION BOXES, METER BOXES, ETC. TO PROPOSED GRADE.

14. CONTRACTOR TO INSTALL CONDUIT PER DRAWINGS FOR FUTURE UNDERGROUNDING OF DUKE POWER LINES. SERVICE CONDUITS ARE FOR THE USE OF THE PRIVATE
PROPERTY OWNERS SHOULD THEY CHOOSE TO CONVERT THEIR SERVICES FROM OVERHEAD TO UNDERGROUND. THESE CONDUITS MAY NEED TO BE ADJUSTED
DEPENDING ON THE LOCATION OF THE POINTS OF DELIVERY. ADJUSTMENT OF THE CONDUITS WOULD BE THE RESPONSIBILITY OF THE PRIVATE PROPERTY OWNERS.

15. CONTRACTOR TO PROVIDE COORDINATES AT CONDUIT TERMINATION POINTS FOR FUTURE LOCATION.

16. ALL ROOF DRAIN, CONDENSATE LINE, DRAINAGE, AND CONDUIT PIPING AND FITTINGS SHALL BE SCHEDULE 40 PVC, IN ACCORDANCE WITH ASTM D1785.

17. CONTRACTOR TO USE REDUCERS AS NEEDED TO TRANSITION BETWEEN PIPE AND FITTING SIZES NOTED ON DRAWINGS.

18. POWER CONDUIT TO HAVE A MINIMUM BURY DEPTH OF 30" AND MINIMUM SEPARATION FROM SPECTRUM CABLE CONDUIT OF 12".

19. THE ORDER IN WHICH THE ALLEYS WILL BE IMPROVED IS AS FOLLOWS: HENDERSON ALLEY FIRST AND QUINCE ALLEY SECOND.

20. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO DETERMINE THEIR NEEDS FOR CONSTRUCTION STAGING AND STORAGE AREAS. IT IS ALSO THE CONTRACTOR'S
RESPONSIBILITY TO ACQUIRE THE RIGHTS TO USE THESE AREAS FROM THE CITY OF WILMINGTON AND/OR PRIVATE PROPERTY OWNERS.

PROJECT CONSTRUCTION NOTES PIEDMONT NATURAL GAS COORDINATION NOTES
1. THE NATURAL GAS IMPROVEMENTS, INSTALLED BY A PIEDMONT NATURAL GAS

CONTRACTOR, ARE REQUIRED TO BE THE FIRST IMPROVEMENTS INSTALLED AS PART OF
THE PROJECT.

2. THE CITY OF WILMINGTON CONTRACTOR SHALL BE RESPONSIBLE FOR DEMOLISHING THE
EXISTING ALLEY SURFACES PRIOR TO THE PIEDMONT NATURAL GAS CONTRACTOR
COMMENCING THEIR WORK. THE CITY OF WILMINGTON CONTRACTOR MUST COORDINATE
WITH THE PIEDMONT NATURAL GAS CONTRACTOR TO ENSURE THAT ONLY THE ALLEY
SURFACES ARE REMOVED FOR THE IMMEDIATE WORK. DEMOLITION OF ALL ALLEY
SURFACES AT ONCE IS NOT PROPOSED.

3. THE PIEDMONT NATURAL GAS CONTRACTOR WILL INSTALL NEW GAS LINES AND ABANDON
THE EXISTING GAS LINES IN PLACE; THEY WILL ALSO TIE EXISTING SERVICES INTO THE
NEW LINE. IN ADDITION, THE PIEDMONT NATURAL GAS CONTRACTOR WILL RETURN THE
EXCAVATED AREAS BACK UP TO EXISTING GRADE AND IN A CONDITION THAT IS USABLE BY
PEDESTRIANS AND VEHICLES.

4. ONCE ALL OF THE NATURAL GAS SYSTEM IMPROVEMENTS ARE COMPLETED, THE
PIEDMONT NATURAL GAS CONTRACTOR WILL VACATE THE ALLEY AND MOVE TO THE NEXT
ALLEY. THE CITY OF WILMINGTON CONTRACTOR MAY THEN BEGIN CONSTRUCTING THE
PROPOSED ALLEY IMPROVEMENTS.

5. THE CITY OF WILMINGTON CONTRACTOR MAY REMOVE THE ABANDONED NATURAL GAS
LINE AS NEEDED TO INSTALL THE PROPOSED ALLEY IMPROVEMENTS, INCLUDING
WATER/SEWER FEATURES.

TYPICAL CONSTRUCTION SEQUENCE PER ALLEY
1. ACQUIRE ALL PERMITS/AUTHORIZATIONS, COMPLETE ALL MEETINGS/COORDINATION, NOTIFY ALL ADJACENT PROPERTY OWNERS, COMPLETE NC811, ETC.

2. INSTALL ALL EROSION CONTROL MEASURES TO PREVENT SEDIMENT FROM LEAVING THE WORK AREA

3. REMOVE EXISTING ALLEY SURFACE, ONLY REMOVE WHAT IS NECESSARY FOR THE INSTALLATION OF NATURAL GAS IMPROVEMENTS BY OTHERS

4. COORDINATE NATURAL GAS IMPROVEMENTS BY OTHERS, CONFIRM NATURAL GAS IMPROVEMENTS WORK BY OTHERS IS FULLY COMPLETED

4.1. IF BUSINESS SERVICES IMPACTS CAN BE ELIMINATED AND/OR RESOLVED SERVICES, AT THIS POINT, THE CONTRACTOR MAY MOVE TO THE NEXT ALLEY AND COMPLETE

STEPS 1 THROUGH 3 ABOVE FOR THE NATURAL GAS IMPROVEMENTS BY OTHERS

5. INSTALL WATER AND SEWER IMPROVEMENTS, REMOVING ABANDONED IN PLACE NATURAL GAS LINE AS NEEDED TO COMPLETE THE WORK

6. COORDINATE COMMUNICATIONS/DATA UTILITY IMPROVEMENTS BY OTHERS, INSTALL STORM DRAINAGE IMPROVEMENTS, INSTALL ELECTRICAL CONDUIT

7. CONFIRM ALL WORK BY CONTRACTOR, AND WORK BY OTHERS IS FULLY COMPLETED AND ACCEPTED BY OWNERS

8. INSTALL NEW ALLEY SURFACE

9. CLEAN UP AND RESTORATION OF SURFACES

COORDINATION WITH OTHERS
THE FOLLOWING LIST INCLUDES ENTITIES WITH OWNERSHIP OF INFRASTRUCTURE IN THE
PROJECT AREA:

· CITY OF WILMINGTON
· CAPE FEAR PUBLIC UTILITY AUTHORITY
· PIEDMONT NATURAL GAS
· CHARTER
· AT&T
· DUKE ENERGY PROGRESS

IT IS THE CONTRACTOR'S RESPONSIBILITY TO COORDINATE WITH PIEDMONT NATURAL GAS,
CHARTER, AND AT&T, AND THEIR CONTRACTORS TO ENSURE THE SUCCESSFUL INSTALLATION
OF THE IMPROVEMENTS BY THESE UTILITY COMPANIES WITHIN THE PROJECT AREA.

ZACH ROMAN, P.E.
ZPR

ATB/ZPR

ATB/ZPR

ZPR

2TRST2110
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CITY OF WILMINGTON      WILMINGTON TOWNSHIP     NEW HANOVER COUNTY, NORTH CAROLINA

EXISTING CONDITIONS PLAN
DOWNTOWN ALLEY IMPROVEMENTS
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SURVEY NOTE:
THE SURVEY FOR THE PROJECT WAS COMPLETED BY ROBERT
H. GOSLEE & ASSOCIATES, PA. THE ORIGINAL SURVEY WAS
ISSUED, SIGNED, AND SEALED BY BOB M. JONES JR., PLS, L-2977
ON MAY 26, 2021.
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PORTION OF 10 SOUTH FRONT ST
PROPERTY AVAILABLE AS
STAGING/STORAGE AREA, SEE
STORAGE AND STAGING AREA NOTE

STORAGE AND STAGING AREA NOTE:
THE 10 S FRONT ST PROPERTY IS AVAILABLE UNTIL
APPROXIMATELY MAY 2027. THE WOODEN SHED CURRENTLY ON
THE PROPERTY WILL BE DEMOLISHED BY THE OWNER. THE
FOLLOWING REQUIREMENTS MUST BE MET TO UTILIZE THE
PROPERTY:

· CONTRACTOR PROVIDES CERTIFICATES OF GENERAL
LIABILITY, WORKERS COMP, WAIVER OF SUBROGATION,
AND AUTOMOBILE & EQUIPMENT INSURANCE
WITH MEETINGHOUSE PROPERTIES, LLC AS ADDITIONAL
INSURED

· CONTRACTOR INSTALLS TEMPORARY CONSTRUCTION
FENCING WITH A LOCKING GATE TO SECURE THEIR
EQUIPMENT AND CONSTRUCTION MATERIAL
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CITY OF WILMINGTON      WILMINGTON TOWNSHIP     NEW HANOVER COUNTY, NORTH CAROLINA
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