SOILS
H 90% MIN. COMPACTION
SEE NOTE #5 OVERFILL SOIL 95% MIN. UNDER
PAVEMENT
20" MAX
HAUNCH S _/ _ _  SPRINGLINE
T LOWER SIDE
OUTER BEDDING — )
x_ o 6” MIN. OR
T/ T ~_ | 12” MIN. STONE FOR PIPE >36
MIDDLE BEDDING 4~ PIPE WIDTH +24 \ COR BEDDING AND HAUNCH

UNCOMPACTED COMPACTED OR USE NATIVE GRANULAR,

UNDISTURBED SELECT BACKFILL OR STONE
AS DIRECTED BY ENGINEER

NOTES:

1. CONTRACTOR SHALL ENSURE BOTTOM OF TRENCH IS SUITABLE FOR PIPE
INSTALLATION AND DOES NOT REQUIRE FOUNDATION CONDITIONING STONE.

2. CONTRACTOR TO INSTALL BEDDING AND PIPE BEFORE INSTALLING HAUNCH

AND THEN OVERFILL. SOILS SHALL BE INSTALLED IN 6"—=8" LIFTS AND
COMPACTED TO MIN. % DENSITY AS DETERMINED BY THE STANDARD
PROCTOR ASTM D—-698—A METHOD.

5. WHERE IN PAVEMENT, CONTRACTOR SHALL ADHERE TO CITY STREET CUT
POLICY AND SD 1-04 OR SD 1-05 FOR ROAD AND PAVEMENT REBUILD.

4. SOIL SHALL BE COMPACTED BY A MECHANIZED TAMP (l.E. JUMPING JACK).

HOWEVER, VIBRATORY ROLLERS > 18" WIDTH MAY BE USED FOR LARGER
EXCAVATIONS.  THE PLATE TAMP METHOD SHALL NOT BE USED.

5. THIS DETAIL IS REPRESENTATIVE AND PIPE TRENCH DESIGN IS SUBJECT TO
SPECIFIC SOIL CATEGORY (I, II, IlI), AND INSTALLATION TYPE (1, 2, 3, 4),
AS DIRECTED BY THE ENGINEER AND SITE CONDITIONS.
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